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The ErosionLab®



ASTM Large-Scale Testing



Erosion Control vs. Sediment Control

ÅErosion Control works to prevent soil 
from moving (keep it in its place).

ÅSediment Control works to remove 
soil particles that have eroded and 
are being moved by water.

NOTE: Proper Erosion Control can greatly reduce the need for 
Sediment Control.



ÅOver the last five years 
tƘŜ 9t! Ƙŀǎ ƛǎǎǳŜŘΧ

o741 informal enforcement actions 

o for erosion control/stormwater 
noncompliance.

o69 formal enforcement actions for erosion 
control/stormwater noncompliance.

ÅTotal penalty dollars $5,538,236.04
Source: Environmental Protection Agency. (2022, September 21). 
Facility Search Results. EPA ECHO (Enforcement and Compliance 
History Online) Facility Search Results. Retrieved April 13, 2023, 

from https://echo.epa.gov/facilities/facility-search/results 

Environmental Protection Agency (EPA) Actions
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Sediment Control?
These are NOT Good Sediment Control Results



Learning from Mistakes



Sediment Control?



What is Damming vs Filtering?

ÅDamming products: flow rate <35 GPM/ft2  
dense products are designed to pool water, but 
in the process, they commonly reflect and 
redirect water flow and energy during 
concentrated flows.

ÅCƛƭǘŜǊƛƴƎ ǇǊƻŘǳŎǘǎΥ Ŧƭƻǿ ǊŀǘŜ җор DtaκŦǘ2 filter 
by allowing contaminated runoff through their 
matrices; also provide velocity dissipation when 
flow rate is exceeded.



Filter vs. Dam Products

Full Video



Donald, et al. 2014

ÅAuburn University has completed some fantastic 
research on ditch checks commonly used on 
construction sites.

ÅThey discovered that the inclusion of an underlay 
(i.e. filter fabric) reduced the potential for 
scour/erosion underneath a practice, thereby 
maintaining the interface between the practice and 
channel.

ÅTheir data confirms dense products can be 
successful in large-scale testing conditions by 
creating longer subcritical flow areas.



Hydrostatic Pressure

Dense 
Object

Hydrostatic pressure increases in 
proportion to depth measured from the 

surface because of the increasing weight of 
fluid exerting downward force from above.

Channel Bottom

Surface Elevation of Water

Note: NTS



Possible Scour When Concentrated 
Flow Hits Dense Object

Dense 
Object

Channel Bottom

Scour Path of 
Water Under Dense 

Object

Note: NTS



Scour Under



Scour Under



More is not Always Better



Possible Scour When Concentrated 
Flow Hits Dense Object

Dense 
Object

Channel Bottom

Scour Path of Water 
Around Dense Object

Note: NTS



Scour Around



Installation is Always Key

3 feet between 

normal pool and 

end of device.



Possible Scour When Flow 
Overtops an Object

Dense 
Object

Channel Bottom

Scour Path of Water 
Over Dense Object

Note: NTS



Scour From Overtopping

Footprint of where  
dense product was 

removed.

Scour hole and NO 
vegetation 

downstream of 
where dense 
product was 

installed.



Scour From Overtopping



Scour From Overtopping



Damming Products & Vegetation

ÅUnderlayment fabric prevents 
vegetation establishment.

ÅPonded water reduces vegetation 
establishment.
oBare soil in ponded areas introduces 
weak spot in the channel for erosion to 
start.



Lack of Vegetation Due to Ponding

Dense Inlet Protection Device

Little Vegetation in Ponding Zone



ά.ƭƻǿ hǳǘǎέ ¦ǎƛƴƎ 5ŀƳƳƛƴƎ 5ŜǾƛŎŜǎ



Applications for Damming Products

ÅTemporary sediment 
control in channels.
oRemember to include 
underlayment to 
prevent scour.

ÅSheet flow applications
oPerimeter control
oSlope interruption



When Concentrated Runoff Flows 
Through a Filtering Device

Filtering 
Object

Channel Bottom

Path of Water 
Through Filtering 

Object

Note: NTS



Filtering Device in the Field

Sediment-Laden Before

Clear Water After



Filtering Device in the Field



Filtering Device in the Field


