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What is NCTCOG? 
The North Central Texas Council of Governments is a voluntary association of cities, counties, 
school districts, and special districts which was established in January 1966 to assist local 
governments in planning for common needs, cooperating for mutual benefit, and coordinating 
for sound regional development. 
 
It serves a 16-county metropolitan region centered around the two urban centers of Dallas and 
Fort Worth. Currently the Council has 238 members, including 16 counties, 169 cities, 22 
independent school districts, and 31 special districts. The area of the region is approximately 
12,800 square miles, which is larger than nine states, and the population of the region is over 
6.5 million, which is larger than 38 states. 
 
NCTCOG's structure is relatively simple; each member government appoints a voting 
representative from the governing body. These voting representatives make up the General 
Assembly which annually elects a 15-member Executive Board. The Executive Board is 
supported by policy development, technical advisory, and study committees, as well as a 
professional staff of 324. 
 
NCTCOG's offices are located in Arlington in the Centerpoint Two Building at 616 Six Flags Drive 
(approximately one-half mile south of the main entrance to Six Flags Over Texas). 
 
North Central Texas Council of Governments 
P. O. Box 5888 
Arlington, Texas 76005-5888 
(817) 640-3300 
 

North Central Texas Green Infrastructure Guidebook, May 2017 
 
Abstract: The North Central Texas Council of Governments (NCTCOG) created this guide to aid 
city engineers, planners, developers, decision-makers, and other transportation and 
development professionals in assessing their choices when integrating green infrastructure 
practices into roadway, sidewalk, parking lot, and trail projects. The guide focuses on green 
infrastructure techniques relevant to the transportation industry. These include permeable 
pavement and bioretention as well as sustainable choices such as the use of recycled materials 
and energy-efficient lighting. As a foundation for this guide, NCTCOG examined both in-region 
and out-of-region case studies to provide real-world costs, maintenance requirements, lessons 
ƭŜŀǊƴŜŘΣ ŀƴŘ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ŜŎƻƴƻƳƛŎΣ ŜƴǾƛǊonmental, and social benefits.  
 
This guide supports the work that NCTCOG and its regional partners undertake in existing 
programs such as the Sustainable Development Funding Program, which addresses air quality, 
congestion, and quality-of-life issues; the Green Initiatives Program, which promotes the use of 
green or sustainable infrastructure to aid in the reduction of carbon emissions, urban heat 
islands, and stormwater runoff; the Regional Stormwater Management Program, which aims to 
manage stormwater quality issues affecting the region; the integrated Stormwater Management 
όƛ{²aϰύ and Transportation integrated Stormwater aŀƴŀƎŜƳŜƴǘ ό¢Ǌƛ{²aϰύ, which assist 
cities and counties in achieving their goals of water quality protection, streambank protection, 
and flood control; and Texas SmartScape, an educational program with the goal of conserving 
local water supplies and improving stormwater runoff quality . 

NCTCOG maintains trademark rights on the terms ñintegrated Stormwater Management,ò ñiSWM,ò and ñSmartScape.ò  
All rights reserved. 
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INTRODUCTION 
 
  

Why This Guide Was Developed 
 
The North Central Texas Council of Governments (NCTCOG) created this guide to aid city 
engineers, planners, developers, decision-makers, and other transportation and development 
professionals in assessing their choices when integrating green infrastructure practices into 
roadway, sidewalk, parking lot, and trail projects. The information in this guide may complement 
Complete Streets policies and practices, which aim to enable safe access for all users, regardless 
of age, ability, or transportation mode. 
 
This guide focuses on the following transportation-relevant green infrastructure elements: 

¶ Energy-efficient light-emitting diode (LED) and renewable-energy lighting 

¶ Recycled construction materials in roadways and trails 

¶ Cool pavements 

¶ Green trail materials  

¶ Green stormwater infrastructure (GSI) techniques such as permeable pavement and 
bioretention, and structural support for trees 

 
By examining the costs and benefits of green infrastructure practices, the guide aims to provide 
key information for making sound decisions related to the following factors:  
 

¶ Long-term cost effectiveness 

¶ Community improvement 

¶ Environmental impacts  
 
While this guide will help provide a foundation for assessing these green techniques and 
practices, professionals will still need to evaluate their particular developments and 
infrastructure requirements to determine the most effective approach.  
 
Guidance and technologies may evolve over time. This guide is not meant to be a how-to 
manual. It does not prescribe one method or proprietary brand over another. It neither ventures 
into design (such as road-width requirements or clustering development) nor attempts to 
include every best practice.  
 

How This Guide Was Developed 
 

In the development of this guide, NCTCOG reviewed current research and literature related to 
the topics in the guide. To present a more comprehensive picture of real-world costs and 
benefits, NCTCOG also gathered and analyzed information from case studies, including projects 
both in the region and across the nation. The list of case studies along with a map of their 
locations can be found in Appendix A. 
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The case study contacts provided information as responses to a questionnaire. A list of the case 
study contacts and a copy of the questionnaire are available in Appendix A. Some case studies 
furnished NCTCOG with project literature and articles as additional resources, which are also 
listed in Appendix A. When necessary, further information was collected by NCTCOG via 
personal communication. Case studies are denoted in ǘƘŜ ƎǳƛŘŜΩǎ ǘŜȄǘ ǿƛǘƘ ōǊŀŎƪŜǘǎ ŀƴŘ ǘƘŜƛǊ 
ŎŀǎŜ ǎǘǳŘȅ ƴǳƳōŜǊΣ ǎǳŎƘ ŀǎ άώ/{ 2],έ at their first reference in each section.  
 

The Need for Green Infrastructure 
 
Our region is developing rapidly. According to recent U.S. Census Bureau estimates, the Dallas-
Fort Worth-Arlington metropolitan area added more residents than almost anywhere else in the 
nation (more than 131,000 people from July 1, 2013, to July 1, 2014), behind only Houston-The 
Woodlands-Sugar Land, as reported by the Dallas Morning News !ǇǊƛƭ нлмр ŀǊǘƛŎƭŜ άHouston 
Area and Dallas-Fort Worth Top bŀǘƛƻƴΩǎ CŀǎǘŜǎǘ-DǊƻǿǘƘ [ƛǎǘΦέ This growth is expected to 
ŎƻƴǘƛƴǳŜΦ !ŎŎƻǊŘƛƴƎ ǘƻ b/¢/hDΩǎ нлпл 5ŜƳƻƎǊŀǇƘƛŎ CƻǊŜŎŀǎǘΣ ǘƘŜ 5ŀƭƭŀǎ-Fort Worth 
Metropolitan Planning Area can expect to almost double its number of residents and jobs from 
2010 to 2040.  
 
While this expected growth may be beneficial in many ways, the development required to 
ŀŎŎƻƳƳƻŘŀǘŜ ǘƘƛǎ ƎǊƻǿǘƘ ǿƛƭƭ ƛƳǇŀŎǘ ǘƘŜ ǊŜƎƛƻƴΩǎ ŀƭǊŜŀŘȅ ŎƘŀƭƭŜƴƎŜŘ ǊƻŀŘǿŀȅǎ ŀƴŘ ǿŀǘŜǊǿŀȅǎΦ 
Development can deplete natural resources, create urban heat islands (UHIs), decrease air 
quality, and generate additional stormwater runoff, which leads to an increase in flooding, 
erosion and sedimentation, and water pollution. For more details on the expected growth and 
its impacts, see Appendix B. 
 
However, the use of sustainable green elementsτeither integrated with or in place of gray 
infrastructureτcan help the region cope with some of these challenges. While the expected 
growth will bring more development, including new and retrofitted transportation 
infrastructure, it will also bring the opportunity to move toward sustainable green choices.  
 

Potential Benefits of Green Infrastructure 
 
Incorporating green approaches can provide substantial social, economic, and environmental 
benefits. According to research conducted by the Center for Neighborhood Technology (CNT), 
the U.S. Environmental Protection Agency, ECONorthwest, and NCTCOG, the use of green 
features can: 

 

¶ Reduce costs. Green practices are not always more expensive than traditional practices. 
If initial costs for green practices are higher, these costs may be offset by long-term 
benefits. For example, the higher construction costs of installing modular structures that 
reduce soil compaction and support large tree growth may provide for a substantially 
increased tree lifespan and decreased maintenance costs. Green practices can also cost 
less than traditional practices initially (for example, when GSI averts the costs of 
traditional stormwater management), or they may reduce costs in other ways (such as 
reducing the costs of irrigation with drought-adapted plants). Costs and benefits will 
depend on unique factors such as soil type, hydrology, availability of items, and so on. 
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Costs are also affected by circumstances such as the bid environment, and whether the 
green product is newτand thus perhaps expensive or challenging to find. An overview 
of challenges related to cost analysis can be found in Appendix C. 

¶ Reduce urban heat stress. Green transportation practices such as expanded tree 
planting and conservation as well as cool and permeable paving applications can help 
lessen the urban heat island effect by cooling and shading urban neighborhoods. 

¶ Improve air quality. Urban vegetation removes pollutants from the air. Green practices 
that reduce temperatures can mitigate smog and ozone formation.  

¶ Increase pedestrian safety and improve public health. GSI techniques such as 
introducing curves and reducing street widths can slow traffic. Pedestrian-friendly 
landscapes can promote physical activity. Cooler temperatures and cleaner air can also 
dramatically improve health for children and the elderly.   

¶ Reduce consumption of energy resources. By using precipitation where it falls, the 
energy required to import, treat, and distribute municipal water could be significantly 
decreased. The use of cool pavements and increased tree canopy could also decrease 
energy use. Implementing energy-efficient light fixtures may save money in the long 
term. With solar panels, the region can harness renewable resources. 

¶ Reduce erosion and the risk of flash floods. Increasing infiltration, evapotranspiration, 
and storage of rainwater close to where it falls will reduce runoff and flooding. 

¶ Improve water quality. Vegetation, natural drainage, and other green infrastructure 
practices can decrease pollutant loads by treating water that would otherwise run off. 

¶ Increase groundwater recharge. When transportation projects incorporate GSI such as 
permeable pavement and rain gardens, impervious cover is reduced.  Much of the 
rainwater that falls on our roadway surfaces and parking lots could infiltrate soil, 
reducing localized flooding and recharging groundwater. Although many GSI practices 
were first developed in temperate regions, their potential to help conserve water may 
be even more relevant in arid and semi-arid climates, according to the 2010 EPA report 
άDǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜ ƛƴ !ǊƛŘ ŀƴŘ {ŜƳƛ-Arid Climates: Adapting Innovative Stormwater 
Management Techniques to the Water-Limited WestΦέ  

¶ Reduce waste and reduce consumption of natural resources. Constructing roadway 
projects with recycled materials can reduce the amount of construction and industrial 
ǿŀǎǘŜ ƛƴ ƭŀƴŘŦƛƭƭǎ ŀƴŘ ŀƭǎƻ ǊŜŘǳŎŜ ǘƘŜ ǊŜƎƛƻƴΩǎ ŎƻƴǎǳƳǇǘƛƻƴ ƻŦ ƴŀǘǳǊŀƭ ǊŜǎƻǳǊŎŜǎΦ 

¶ Improve aesthetics and build communities. Landscaping can beautify neighborhoods, 
which can create a unique sense of space and promote neighborhood interaction. It can 
also provide wildlife habitat.  

¶ Create the potential for economic development. Improved aesthetics can potentially 
increase economic development, and an increase in property values in a floodplain may 
result from on-site management of stormwater. 
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GREEN ELEMENTS 
 

 
Top left: Pervious pavers used at South Main reconstruction parking lot, Carrollton, Texas (source: 
Studio39). Top right: Biofiltering street at the Dallas Urban Reserve, Dallas, Texas (source: Kevin Sloan 
Studio). Bottom left: LED streetlight fixture in the Oncor pilot, Dallas-Fort Worth Metroplex, Texas 
(source: Oncor). Bottom right: Recycled rubber path on the Katy Trail, Dallas, Texas. 
 
 

Topics                   ²ƘŀǘΩǎ /ƻǾŜǊŜŘ 

¶ Energy-efficient and renewable-energy 
lighting 

¶ Recycled construction materials 

¶ Cool pavements 

¶ Trail materials 

¶ Green stormwater infrastructure: permeable 
pavement, bioretention and infiltration 
practices, and structural support for trees  

 

¶ Overview 

¶ Potential benefits 

¶ Limitations/considerations 

¶ Costs and life expectancy 
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SECTION 1: Energy-Efficient and Renewable-Energy Lighting 
 
1.1  Background 
 
Before discussing energy-efficient and renewable-energy lighting, it is useful to provide some 
background on energy needs and wastage, or inefficient use of energy.  
 
¢ƘŜ ¢ŜȄŀǎ /ƻƳǇǘǊƻƭƭŜǊ ƻŦ tǳōƭƛŎ !ŎŎƻǳƴǘǎΩ нллу Energy Report states that Texas consumes more 
energy than any other state due to its heavy industrial base, hot climate, and large population. 
!ǎ ¢ŜȄŀǎΩs population has increased, so too has its demand for electricity. Both population and 
energy demand are projected to continue their strong growth in the future.  
 
Doing more with less seems both feasible and affordable as demand for power rapidly increases, 
energy prices rise, and awareness of environmental and energy security concerns increases, the 
report continues. According to the U.S. Department of Energy (DOE), much of the energy that 
the United States currently consumes is wasted through transmission, heat loss, and inefficient 
technology, resulting in unnecessary energy spending and increased air pollution.  
 
Increasing the use of reliable, energy-efficient technologies and renewable energy provides 
opportunities for the North Central Texas region to continue to grow and support a robust 
economy more effectively. 
 

1.2  Energy-Efficient Lighting: Light-Emitting Diodes (LEDs) 
 

1.2.1  Overview 
 
²Ƙŀǘ ƛǎ ŜƴŜǊƎȅ ŜŦŦƛŎƛŜƴŎȅΚ ¢ƘŜ LƴǘŜǊƴŀǘƛƻƴŀƭ 9ƴŜǊƎȅ !ƎŜƴŎȅ όL9!ύ ŘŜŦƛƴŜǎ ŜƴŜǊƎȅ ŜŦŦƛŎƛŜƴŎȅ ŀǎ άŀ 
way of managing and restraining the growth in energy consumptionΦέ LŦ ŀ ǇǊƻŘǳŎǘ ƻǊ ǘŜŎƘƴƻƭƻƎȅ 
delivers either more service for the same energy input or the same service for less energy input, 
it is energy efficient.  
 
In recent years, many energy-efficiency lighting programs have moved away from conventional 
technologies and toward light-emitting diodes (LEDs).  The North Central Texas region has 
shown interest in LEDs for several years. A few examples are included below: 
  

¶ ! ŘŜŎŀŘŜ ŀƎƻΣ ǘƘŜ ǊŜƎƛƻƴΩǎ ǘǊŀƴǎǇƻǊǘŀǘƛƻƴ ǇƻƭƛŎȅ ōƻŘȅ ƻŦ ǘƘŜ aŜǘǊƻǇƻƭƛǘŀƴ tƭŀƴƴƛƴƎ 
Organization began work on a regional plan to convert existing traffic signals to light-
emitting diode (LED) lamps in the North Central Texas Ozone Nonattainment Area. It 
achieved its goal of 90% deployment by May 2006. 

¶ In 2009, the Town of Fairview joined the Cree LED City® initiative, installing 82 LED 
streetlights on its Fairview Parkway in an effort to reduce maintenance costs, improve 
safety, reduce light pollution, and reduce energy consumption. 

¶ Lƴ нлмлΣ hƴŎƻǊΩǎ [95 {ǘǊŜŜǘƭƛƎƘǘ tƛƭƻǘ ŀƴŘ ¢ŜŎƘƴƛŎŀƭ Evaluation program [CS 10] was 
implemented to assess the ability of various LED streetlights to function in the unique 
weather conditions of North Central Texas. More than 500 LED streetlights from various 
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manufacturers were installed in Cedar Hill, Dallas, Grand Prairie (see Figure 1), North 
Richland Hills, and Plano. The program was then expanded in 2011 to include Colleyville, 
using LED post tops. 
 

 
Figure 1. Main Street, Grand Prairie, after LED installation.  
Source: Oncor, 2012. 
 

As seen in the below chart (Figure 2), LED technology (bottom blue bar) possesses great 
efficiency potential.  
 

 
Figure 2. Approximate Range of Efficiency of Common Light Sources.  
Source: U.S. Department of Energy, 2013. 
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¢ƘŜ 5h9Ωǎ hŦŦƛŎŜ ƻŦ 9ƴŜǊƎȅ 9ŦŦƛŎƛŜƴŎȅ ŀƴŘ wŜƴŜǿŀōƭŜ 9ƴŜǊƎȅ reports that while solid-state 
lighting products such as LEDs cannot yet compete with their conventional counterparts on a 
first-cost basis, other features including their directional output and long lifetime have proved 
attractive enough to make them competitive in applications such as streetlights and parking 
lots.  
 
In recent years, the switch to LED streetlights has become increasingly widespread. With a 
sizable installation that may have helped reduce costs and improve technology, the City of Los 
Angeles replaced more than 140,000 streetlight fixtures with LED units and a remote monitoring 
system over a four-year period that began in February 2009. In July 2009, Fairview became the 
first town in Texas to have a street lit entirely by LED streetlights, according to a Cree press 
release. Starting in 2010, several cities in the Dallas-Fort Worth Metroplex area participated in 
an LED pilot program with Oncor, installing 540 streetlights. That same year in another part of 
the country, the Mid-America Regional Council (MARC) began the Smart Lights for Smart Cities 
initiative, installing more than 5,700 streetlights with high-efficiency technologiesτmostly 
LEDτin 25 Kansas City area communities, a 2013 MARC report noted. According to a Forbes 
article, the City of Las Vegas outfitted more than 40,000 streetlights with LED fixtures in March 
2013, and a month later, the City of Austin announced it would install 35,000 LED streetlights.  
 

1.2.2 Potential Benefits 
 
According to the Environmental Protection Agency (EPA), improving energy efficiency is a prime 
constructive and cost-effective way to deal with high energy prices, energy security, air 
pollution, and climate change.  
 
The EPA and IEA report that improving energy efficiency can: 
 

¶ Improve air quality by reducing greenhouse gas emissions and other pollutants 

¶ Reduce costs, both when compared to investing in new generation and transmission 
lines as well as when ŎƻƴǎƛŘŜǊƛƴƎ ǇǊƻŘǳŎǘǎΩ energy savings compared to conventional 
products 
 

According to the DOE, LED lighting in 
parking lots and structures are 
competitive with their conventional 
counterparts, even exceeding light 
output and efficacy levels and 
displaying more uniform light 
distribution. They can also be 
competitive on a lifecycle cost basis.  
 
For streetlight applications, there have 
been mixed results. The City of Los 
!ƴƎŜƭŜǎΩǎ нлмо ǇǊŜǎŜƴǘŀǘƛƻƴ Ƙŀǎ άǘǊǳǎǘ 
ōǳǘ ǾŜǊƛŦȅέ ŀǎ ǘƘŜ ŦƛǊǎǘ ōǳƭƭŜǘŜŘ ƛǘŜƳ ƛƴ 
its Lessons Learned slide. However, 

  
Figure 3. Sixth Street Bridge in Los Angeles before (left) and after 
(right) the LED streetlight installation.  
Source: City of Los AngŜƭŜǎΩǎ .ǳǊŜŀǳ ƻŦ {ǘǊŜŜǘ [ƛƎƘǘƛƴƎΣ 2013. 
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despite that warning, Los Angeles has seen electricity savings of over 63% compared to high-
pressure sodium (HPS) unitsτmore than its planners had estimated.  
 
The potential benefits of using LEDs in parking lots, parking structures, and streetlight fixtures 
include:  
 

¶ Energy savings and cost effectiveness. According to a Landscape Architecture case 
ǎǘǳŘȅ ƻƴ YƭȅŘŜ ²ŀǊǊŜƴ tŀǊƪ ƛƴ 5ŀƭƭŀǎΣ ¢ŜȄŀǎΣ ǘƘŜ ǇŀǊƪΩǎ ƘƛƎƘ-efficiency LED lighting 
system saves approximately 94,000 kilowatts of electricity every year compared to 
traditional lighting. Projected savings are more than $11,000 each year. Pleasant Hill, 
Mo., a participant in the Smart Lights initiative, saw average daily energy usage decrease 
37.7% from 2012 to 2013, with costs dropping 41.8% over the same period. The City of 
[ƻǎ !ƴƎŜƭŜǎΩǎ !ǳƎǳǎǘ мΣ н014 report on its LED energy efficiency program showed 63% 
energy savings, saving 91.93 gigawatt hours (GWh) and $8,179,167 annually. This is 
accompanied by an annual CO2 reduction of 54,368 metric tons. [ŀǎ ±ŜƎŀǎΩǎ Ŏƛǘȅ ƻŦŦƛŎƛŀƭǎ 
also reported exceedinƎ ǇǊƻƧŜŎǘŜŘ ǎŀǾƛƴƎǎ ƛƴ ƛǘǎ ǎǘǊŜŜǘƭƛƎƘǘ ǇǊƻƧŜŎǘΦ [ŀǎ ±ŜƎŀǎΩǎ ŎƘƛŜŦ 
sustainability officer said in a Sustainable City Network article that streetlights are 
approximately one-ǘƘƛǊŘ ƻŦ ǘƘŜ ŎƛǘȅΩǎ ǘƻǘŀƭ ŜƴŜǊƎȅ ǎǇŜƴŘƛƴƎΣ ŀƴŘ ǘƘŀǘ ǘƘŜȅ ŜȄǇŜŎǘ ǘƻ Ŏǳǘ 
that in half with this project. The city expects to save $2 million in energy and 
maintenance savings with a return on investment of seven to eight years. 

¶ Reduction of ozone precursor pollutants. A reduction of pollutants emitted from the 
ǊŜƎƛƻƴΩǎ ŜƭŜŎǘǊƛŎ ǇƻǿŜǊ ƎŜƴŜǊŀǘƻǊ Ǉƭŀƴǘǎ ŎƻǳƭŘ ǊŜǎǳƭǘ ƛƴ ƛƳǇǊƻǾŜŘ ǇǳōƭƛŎ ƘŜŀƭǘƘΦ 

¶ Potential reduction in crime. [ƻǎ !ƴƎŜƭŜǎΩǎ .ǳǊŜŀǳ ƻŦ {ǘǊŜŜǘ [ƛƎƘǘƛƴƎ ό.{[ύ reported a 
10.5% reduction of citywide crime from 2009 to 2011 in the hours from 7 p.m. to 7 a.m. 

¶ Decreased light pollution. [ƻǎ !ƴƎŜƭŜǎΩǎ [95 ƭƛƎƘǘ installation (see Figure 3) received 
positive comments from the Dark Skies Association for the reduced sky glow and light 
pollution, according to a statement from the BSL director. 

¶ Ease of installation and operation. The City of Los Angeles also found that LED units are 
smaller and lighter, so they are easy to install and transport; other LED advantages cited 
are their compatibility with remote monitoring systems, the option of dimmable drivers, 
and instant on and off operation.  

 
However, buyers must be aware that LEDs are still a relatively new technology. TƘŜ 5h9Ωǎ hŦŦƛŎŜ 
of Energy Efficiency and Renewable Energy advises potential purchasers to do their homework 
when comparing LED and conventional lighting. Yet the newness of LED products also means 
that there is the potential for much more improvement in energy efficiency and savings as well 
as a decrease in initial cost. See the following sections for more information on known 
limitations and additional considerations.  
 

1.2.3 Limitations/Considerations 
 

¶ The lack of an approved LED streetlight tariff.  The largest regulated electric 
transmission and distribution service provider for the North Central Texas region is 
Oncor Electric Delivery.  There is currently not an approved LED streetlight tariff that 
allows Oncor to offer LED streetlights to municipalities within their service territory. 
Oncor remains committed to testing and evaluating the latest advancements in 
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streetlight technology through their LED Pilot and Technical Evaluation Program while 
an LED tariff is pursued; however, until a rate is approved by the Public Utility 
Commission of Texas, cities and municipalities interested in LED streetlights would have 
to install and maintain the streetlights separate from Oncor.  
 

¶ The variance and rapid changes that come with immature technologies. In a March 
2013 fact sheet, the DOE underlined two important issues related to LED products: they 
vary and change rapidly. LED products are not a mature technology although LED 
efficiency has improved steadily over time. That improvement is expected to continue 
based on new materials, new configurations, and better manufacturing processes.  

 
However, the 2013 Forbes article by Justin GerdesΣ ά[ƻǎ !ƴƎŜƭŜǎ /ƻƳǇƭŜǘŜǎ ²ƻǊƭŘϥǎ 
[ŀǊƎŜǎǘ [95 {ǘǊŜŜǘ [ƛƎƘǘ wŜǘǊƻŦƛǘΣέ pointed out that due to its size and influence, Los 
Angeles and its partners, the Clinton Climate Initiative and C40 Cities Climate Leadership 
Group, have done much to jump-start the market. This may mean that technology will 
quickly become more consistent, but this is still to be determined.  

 

¶ The many factors that need to be considered, from installation geometry and local 
ordinances to LED warranties. Currently, the DOE indicates that LED lighting is 
competitive in parking lot applications, but it lists several factors that buyers should 
consider. These include installation geometry, local ordinances, and lighting levels.  
 
CƻǊ ǎǘǊŜŜǘƭƛƎƘǘǎΣ ǘƘŜ 5h9 ŀŘǾƛǎŜǎ ǘƘŀǘ ƳǳƴƛŎƛǇŀƭƛǘƛŜǎ ƪŜŜǇ ƛƴ ƳƛƴŘ ǘƘŜ ǘŜŎƘƴƻƭƻƎȅΩǎ ǿƛŘŜ 
range in performance; some luminaries do not live up to manufacturer claims. This 
advice was echoed by the ¢ƻǿƴ ƻŦ CŀƛǊǾƛŜǿΩǎ Public Works Manager when relaying the 
¢ƻǿƴΩǎ experience. Fairview also had issues with the warranty from their LED 
manufacturer, who went out of business. Furthermore, the DOE mentions difficulties in 
finding an exact match for existing high-intensity discharge (HID) luminaries. 

 
In addition, the DOE advises that purchasers should consider not only energy efficiency 
but also other factors such as operating life and lumen depreciation, expected lifetime, 
and light output and distribution. Light output might also change over time, especially if 
light maintenance does not include cleaning. As mentioned in the Oncor LED Streetlight 
Pilot and Technical Evaluation Program case study, light output can degrade significantly 
(up to 11.66%) with dirt. 
  

¶ The question of how LEDs perform in severe weather. The Oncor pilot program aimed 
to answer this question. Looking at six different manufacturers at the first set of pilot 
locations (excluding Colleyville), the Oncor program assessed the performance of the 
LED lights by season (see Table 1). 
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Table 1. Oncor Dallas-Fort Worth Pilot Summary ς Number of Failures by Season. 
Months/Season Number of Failures 

March-May (Spring) 17 

June-August (Summer) 4 

September-November (Fall) 15 

December-February (Winter) 7 

Total 43 

Source: Oncor LED Streetlight Pilot and Technical Evaluation Case Study, 2012. 

 
The 43 failed fixtures equate to an 8.53% LED failure rate; the HPS failure rate for the 
ǎŀƳŜ ǘƛƳŜ ǇŜǊƛƻŘ ǿŀǎ тΦнр҈Φ ¸ŜǘΣ ǿƘƛƭŜ ǘƘŜ ǇƛƭƻǘΩǎ [95 ƛƴǎǘŀƭƭŀǘƛƻƴǎ ǿŜǊŜ ƴƻǘ ǉǳƛǘŜ ŀǎ 
reliable as HPS lights, the difference is not substantial. In addition, pilot cities responded 
favorably to the lights and said they would like LEDs as an option once a suitable price 
Ǉƻƛƴǘ ƛǎ ǊŜŀŎƘŜŘΣ ŀŎŎƻǊŘƛƴƎ ǘƻ hƴŎƻǊΩǎ Ǉƛƭƻǘ ǎǳǊǾŜȅΦ 
 

¶ The learning curve. For example, some LEDs may fail because their heat tolerance is less 
than traditional lighting. This may have been the case with an LED installation at the 
Green at College Park (University of Texas ς Arlington) [CS 1], according to the project 
case study contact. While the LED lights on poles have not had any issues, the LEDs in 
ballast boxes were burning out. Improving the ventilation appeared to have resolved the 
issue.  

 
To accelerate the learning curve, the DOE created the DOE Municipal Solid-State 
Lighting Consortium, where members can share technical information and experience 
related to LED street and area lighting demonstrations. The goal is to build a repository 
of valuable field knowledge and data so that the consortium can serve as an objective 
resource. (For more information on the consortium, visit 
www1.eere.energy.gov/buildings/ssl/consortium.html.) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

file://///NCTCOG.DST.TX.US/office$/Envir/Home_Public/Ashley_Hallman/www1.eere.energy.gov/buildings/ssl/consortium.html
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1.2.4 Costs and Life Expectancy 
 
The following table (Table 2) from the DOE is not transportation-specific, but it serves to show 
that prices for LED lamps are significantly higher than conventional lighting sources. 
 
Table 2. Prices of Lighting Sources, 2014. 

Lighting Source Price ($/klm)  

Halogen Lamp (A19 43W; 750 lumens) $2.50 

CFL (13W; 800 lumens) $2 

CFL (13W; 800 lumens, dimmable) $10 

Fluorescent Lamp and Ballast System (F32T8) $4 

LED Lamp (A19 12W; 800 lumens, dimmable) $16 

/C[ сέ 5ƻǿƴƭƛƎƘǘ όмо²Τ ¢пΤ Ϥрлл ƭǳƳŜƴǎύ $10 

[95 сέ 5ƻǿƴƭƛƎƘǘ όммΦр²Τ снр ƭǳƳŜƴǎύ $43 

OLED Panel $500 

OLED Luminaire $1,400 

Source: U.S. Department of Energy, Solid-State Lighting Research and Development: Multi-Year Program      
Plan. 2014.  
 

However, Table 2 shows only initial cost. The DOE analysis revealed that an LED lamp reaches 
cost parity with a halogen lamp after only 1,700 hours and that utility rebates lowered LED lamp 
costs even further.  
 
In addition, increased deployment has improved the product while driving down costs. The Los 
Angeles BSL found that an LED street fixture installed in 2009 cost $432 on average, illuminated 
at 42 lumens/watt, was expected to last 80,000 hours, and had a 5-year warranty. In 2012, that 
same fixture cost $245 on average, illuminated at 81 Lm/W, was expected to last at least 
150,000 hours, and came with a 7-year warranty. 
 
The BSL estimates that the switch to LED streetlights has provided the City with energy savings 
of 63% as of October 1, 2014. Demonstrating that efficiency improvements can be considered 
investments, the June 2013 presentation reported that the program has saved approximately $7 
million per year in energy savings and $2.5 million per year in maintenance savings. 
 
While utilization of LED streetlights in the North Central Texas region may be limited for now 
due to the lack of an approved tariff for LED streetlights from Oncor, LEDs are a technology to 
watch. According to the 2014 DOE Solid-State Lighting Research and Development reportΣ ά[95ǎ 
have not even begun to scratch the surface of their potential [in energy savings and annual 
ŜƴŜǊƎȅ Ŏƻǎǘ ǎŀǾƛƴƎǎϐΦέ 
 
Another lighting option is LEDs paired with solar panels. See the following Renewable-Energy 
Lighting section for more information. 
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1.3  Renewable-Energy Lighting: Solar  
 
1.3.1 Overview 
 
Another emerging interest in North Central Texas is solar power, a renewable energy. The sun 
produces immense amounts of energy that can be converted into heat and electricity. According 
to tƘŜ ¢ŜȄŀǎ /ƻƳǇǘǊƻƭƭŜǊ ƻŦ tǳōƭƛŎ !ŎŎƻǳƴǘǎΩ нллу Energy Report, Texas possesses the largest 
solar energy resources among the states due to its large geographic area and abundant 
sunshine. When renewables are used in place of fossil fuels, they have great potential in 
reducing greenhouse gas emissions, the EPA reports. 
 
Solar energy technology is used on both large and small 
scales, from solar farms to road maintenance signs. One 
potential advantage of a small-scale solar energy 
system is that it may eliminate the need to connect to 
the electric grid if it includes storage such as a battery 
system, which provides additional benefits in 
emergency preparedness and natural disaster response. 
 
For streetlights, solar energy technologies can be paired 
with LEDs because LEDs draw a fraction of the energy 
required by traditional lights. As noted in LEDs 
MagazineΩǎ ŀǊǘƛŎƭŜ ά¢ƘŜ /ŀǎŜ ŦƻǊ {ƻƭŀǊ-Powered LED 
[ƛƎƘǘƛƴƎΣέ ǘƘŜ ǘŜŎƘƴƻƭƻƎȅ ƻŦ ǎƻƭŀǊ ŎŜƭƭǎΣ [95 ƭƛƎƘǘƛƴƎΣ ŀƴŘ 
energy storage is rapidly developing, creating great 
potential for solar LED lighting.  
 
One early adopter was Lockheed Martin in 2009. After 
an assessment of its Orlando, Fla., facility revealed that 
its 25-year-old streetlights and their underground 
wiring needed replacement, the company chose the 
stand-alone solar LED lighting as the cost-effectiveτas 
well as environmentally friendly and practicalτchoice 
ǘƻ ƭƛƎƘǘ ƛǘǎ ŜƴǘǊŀƴŎŜ ǊƻŀŘǿŀȅ ŀƴŘ ǘƘŜ ŦŀŎƛƭƛǘȅΩǎ Ƴŀƛƴ 
loop road.  
 
Another entity that saw the potential of solar LED 
streetlights years ago was the City of Irving, Texas 
(Figure 4). In 2011, it completed its installation of 170 
solar-powered LED streetlights along a 5.5-mile stretch 
of Irving Boulevard from State Highway 183 to Loop 12, 
replacing 266 grid-connected streetlights.  
 
 
 

  
Figure 4Φ ¢ƘŜ /ƛǘȅ ƻŦ LǊǾƛƴƎΩǎ ǎƻƭŀǊ 
streetlight.  
Source: City of Irving. 
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Because solar energy does not require tie-in to the electric grid and solar panels can be quite 
small, solar LED lighting can also be used to light trails and bike paths as seen in demonstration 
projects in Pflugerville, Texas; Philadelphia, Pa. (Figure 5) [CS 35]; Santa Barbara, Calif. (Figure 6) 
[CS 24]; and Portland, Ore. (Figure 7) [CS 26].   

 
 

  

 
Figure 5. Solar lighting installation on Penn 
Street Trail, Philadelphia, Pa.  
Source: Delaware River Waterfront 
Corporation. 

 

 
Figure 7. LED-Mark Light Demonstration 
Project, Portland, Ore. 
Source: Saris Cycling Group. 

 
 

 
Figure 6. Solar lighting used in the Obern Trail 
Retrofit Project, Santa Barbara, Calif.  
Source: County of Santa Barbara. 
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1.3.2 Potential Benefits 
 

¶ Cost savings. According to the IC2 Institute, a research unit of The University of Texas at 
Austin that works to advance the theory and practice of entrepreneurial wealth 
creation, the cost savings of solar LED lighting can be substantial. These savings come 
from the value of fossil fuel price hedging as well as avoided generation capacity capital 
costs, fuel costs, and distribution costs. As seen in a case study of the Lockheed Martin 
facility, the lack of required underground wiring can save substantial capital cost. Using 
an energy management system and 35 systems with solar LED streetlights that each 
illuminated a 125-foot stretch of roadway, the projected initial cost and maintenance 
savings of solar versus hard wire was $221,000 over 20 years.  

¶ Energy savings. The City of Irving expects to save an estimated $1 million in energy costs 
over the next 10 years.  

¶ Improved air quality. Fossil fuel power generation is decreased, reducing emissions that 
contribute to the ǊŜƎƛƻƴΩǎ ŀƛǊ Ǉƻƭƭǳǘƛƻƴ ŀƴŘ ƻȊƻƴŜ ƴƻƴŀǘǘŀƛƴƳŜƴǘ ǎtatus. 

¶ Increased public safety for areas where solar lights may be the most feasible 
protective measure. For example, the LED-Mark Light Demonstration Project in 
Portland, Ore., an in-road solar LED lighting installation on a curved road visible from a 
distance of 1,000 meters is intended to steer drivers away from the bike lane. The case 
study reported that non-solar-powered in-road lights were unfeasible due to installation 
cost. The Santa Barbara, Calif., installation on a bike path also highlighted improved 
safety as a benefit due to bright lights and high visibility. 

¶ Installation flexibility. The small size of panels and lack of required underground wiring 
may offer installation flexibility. According the City of Pflugerville, the ǇŀƴŜƭǎΩ ǎƳŀƭƭ ǎƛȊŜ 
made relocation easy when necessary. The Forbes ŀǊǘƛŎƭŜ ά²ƘŜƴ όŀƴŘ ²ƘŜǊŜύ {ƻƭŀǊ [95 
Lighting Makes Senseέ highlights several projects that used solar lighting where there 
was little or no existing lighting infrastructure: a residential development that added 21 
lighting poles after the other utilities had already been buried; an arboretum that could 
not install grid-tied lights due to concerns over root systems; and a business that 
wanted to add nighttime events quickly while avoiding major construction.  

¶ Autonomy from an electric company. The Santa Barbara, Calif., case study highlighted 
the autonomy that a standalone solar installation gives to the local agency, with no 
need to rely on an electric company for maintenance.  

¶ Resiliency in emergency situations. Solar streetlights can operate during power outages 
and can be valuable additions to hazard mitigation action plans and other emergency 
response plans. 

¶ Continued innovation and improvements. According to the LEDs Magazine article, 
ŎƻƳǇŀƴƛŜǎ ƛƴ ǘƘƛǎ ƛƴŘǳǎǘǊȅ ŀǊŜ Ƨǳǎǘ ǎŎǊŀǘŎƘƛƴƎ ǘƘŜ ǎǳǊŦŀŎŜ ƻŦ ƻǇǇƻǊǘǳƴƛǘƛŜǎΦ ¢ƘŜ ŀǊǘƛŎƭŜΩǎ 
author sees quantum leaps in the development of LED lighting, solar cells, and energy 
storage already underway, and says that with every advancement, benefits multiply 
through the system.  
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1.3.3 Limitations/Considerations 
 

¶ The intermittent source of energy (the sun), which may lead to a need for batteries or 
grid connection. The LEDs Magazine ŀǊǘƛŎƭŜ ά¢ƘŜ /ŀǎŜ ŦƻǊ {ƻƭŀǊ-tƻǿŜǊŜŘ [95 [ƛƎƘǘƛƴƎέ 
stated that solar LED lighting installations will need batteries unless connected to the 
grid. The article advised that solar panels and batteries be adequately sized for the 
period of longest nights, shortest days, and cloudiest weather. The City of IrǾƛƴƎΩǎ ǎƻƭŀǊ 
fixtures were expected to retain about four to five days of power so they can produce 
light even on cloudy days, reported Dallas Morning News.  
 

¶ The importance of the surroundings, both present and future. Solar panels need the 
ǎǳƴΩǎ ŜƴŜǊƎȅ ǘƻ ǿƻǊƪΦ LŦ ǘƘŜ ƭƛƎƘǘǎ ŀǊŜ ǇƭŀŎŜŘ ƛƴ ǘƘŜ ǎƘŀŘŜ ƻŦ ŀ ǘǊŜŜ ƻǊ ǘŀƭƭ ōǳƛƭŘƛƴƎΣ ǘƘŜȅ 
could produce inadequate light. Another consideration is the future environment 
because trees grow and building heights change. This concern may be mitigated by the 
ability to move the light if it is a standalone installation.  
 

¶ The need for caution and research with emerging technologies. ¢ƘŜ 5h9Ωǎ ŀŘǾƛŎŜ ǘƻ ōŜ 
cautious about LEDs also applies to solar and LED lighting. The Santa Barbara, Calif., case 
study highlighted the need to do research and to procure materials from reputable 
ŎƻƳǇŀƴƛŜǎ ƭƛƪŜƭȅ ǘƻ ŜȄƛǎǘ ŦƻǊ ǘƘŜ ǇǊƻŘǳŎǘΩǎ ŜȄǇŜŎǘŜŘ ƭƛŦŜǘƛƳŜ because much of this 
lighting is proprietary. The project owner also noted the importance of procuring a 
contractor with experience with the technology. 
 

¶ Environmental concerns related to the PV cell, whichτsimilar to e-wasteτcontains a 
number of hazardous materials. According to the Union of Concerned Scientists (UCS), 
if these toxic materials are not handled or disposed of properly, they could pose serious 
environmental or public health threats. The Texas Solar Energy Society relays this 
concern on its webǇŀƎŜ ά{ƻƭŀǊ tƘƻǘƻǾƻƭǘŀƛŎ 9ƴŘ-of-Life: Silicon Valley Toxics Coalition 
Stopping tƘŜ {ƻƭŀǊ tƘƻǘƻǾƻƭǘŀƛŎ ²ŀǎǘŜ {ǘǊŜŀƳ .ŜŦƻǊŜ Lǘ {ǘŀǊǘǎΦέ aƻǊŜ ƛƴŦƻǊƳŀǘƛƻƴ ƛǎ 
available at www.txses.org/solar/content/solar-photovoltaic-end-life. 
 

  

http://www.txses.org/solar/content/solar-photovoltaic-end-life
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1.3.4 Costs and Life Expectancy 
 
Street Lighting  
 
The City of Irving used a $2 million grant from the 
Department of Energy to fund an installation of 170 
solar-powered LED lights along a 5.5-mile stretch of 
Irving Boulevard from State Highway 183 to Loop 12, 
replacing 266 grid-connected streetlights. The 
installation was completed in January 2011. The 
batteries are expected to last 10 years, and the city 
expects to save an estimated $1 million in energy 
costs over the next 10 years. It foresees a payback 
period of 16 years. 
 
In the Lockheed Martin case study published in 
Alternative Energy eMagazine, a comparison of 
price between solar and AC-powered fixtures over a 
period of 20 years found that 35 solar LED 
streetlights would cost $342,000 (including purchase 
price and maintenance) versus $563,000 for 
conventional AC-powered streetlights (including 
new wiring and electricity costs). 
 
In Richmond, Va., the 21 solar streetlights used by a 
40-home residential development cut installation 
costs in half, saving the developer nearly $600,000 
on the installation, according to the Forbes article. 
The installation survived two hurricanes with no 
issue. 
 
Trail 
 
The Santa Barbara, Calif., project installed 77 solar-
powered LED lights on a bike path. Each unit costs 
$3,890, including the light, pole, battery, solar panel, 
and all associated hardware. The warranty for the 
electronics, wiring, and luminaire is 10 years, and 
the warranty for the mounting hardware and solar 
panel is 20 years. The installation was completed in 
October 2013. The maintenance is expected to be 
minimal.  
 
On Penn Street Trail in Philadelphia, Pa., the cost of 
material and construction for 15 solar light poles 
and luminaires provided by HEI Solar Light was 

WALKABLE SOLAR-PANELED 
PATHWAY 

GEORGE WASHINGTON UNIVERSITY, 
VIRGINIA 

Solar panels are not installed only on light 
poles. In the fall of 2013, the first walkable 
solar-paneled pathway in the world was 
ƛƴǎǘŀƭƭŜŘ ƻƴ DŜƻǊƎŜ ²ŀǎƘƛƴƎǘƻƴ ¦ƴƛǾŜǊǎƛǘȅΩǎ 
Virginia Science and Technology Campus [CS 
39]. 

 

The sidewalk boasts a solar-powered trellis 
and 27 slip-resistant semi-transparent 
walkable panels. The trellis creates energy 
that feeds back to one of the education 
buildings. The 100 square feet of walkable 
panels have a combined average of 400-watt 
peak capacity (Wp)τenough energy to 
power 450 LED pathway lights below the 
panels. As mentioned in a May 2014 CityLab 
article by Nate Berg, it iǎ άƴƻǘ ŜȄŀŎǘƭȅ ŀ 
power plant, but a scalable idea that takes 
advantage of huge amounts of power-
ŎǊŜŀǘƛƴƎ ǇƻǘŜƴǘƛŀƭ ƻƴ ǘƘŜ ƎǊƻǳƴŘΦέ 
 

Figure 8. Walkable solar-powered pathway. 
George Washington University, Virginia. 
Source: Studio39. 
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approximately $202,500. The pole includes the battery and solar panel. The installation was 
completed in 2013 and is the first phase of a multi-mile trail. The project manager reports being 
very happy with their performance, low level of maintenance, and aesthetics. While a cost 
analysis for the solar lighting versus traditional lighting was not performed, the case study notes 
that installation of the solar lights was cheaper because they did not have to be tied into the 
grid at all. Without electricity costs, a long-term cost savings is also expected. The batteries are 
estimated to last about five years. While this project is the first U.S. installation of the HEI Solar 
Light product, it has been on the ground in Europe and the Middle East since June 2008 when 
the first project to install the lights was completed in Vienna, Austria.  
 
In-Road Lighting 
 
Saris Racks donated 20 lights to the Portland Bureau of Transportation for the pilot project in 
2013. The cost of each light was $120-$145. The cost of the epoxy was $7-$10. The installation 
cost (including mobilization, traffic control, grinding to countersink in the roadway surface, and 
additional epoxy) was $1,189. According to Saris, the lights have a battery life of five to seven 
years.  
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SECTION 2: Recycled Construction Materials 
 

 
Figure 9. An illustration of recycled construction material.  
Source: ¢ƘŜ /ƛǘȅ ƻŦ /ƘƛŎŀƎƻΩǎ Chicago Green Alley Handbook. 2010. 

 

2.1  Overview 
 
Recycling is not a new concept for the transportation industry. The Texas Department of 
Transportation (TxDOT) has approved specifications that specifically call for the use of recycled 
materials and assembled information on promising and readily available materials.  
 
!ǎ ǇŀǊǘ ƻŦ ǘƘŜ ¢Ȅ5h¢Ωǎ wƻŀŘ ǘƻ wŜŎȅŎƭƛƴƎ ƛƴƛǘƛŀǘƛǾŜ, an industry panel identified the following 
recycled materials as offering engineering benefits and cost-effective pricing, having no known 
environmental risks, and being readily available in large volumes:  
 

¶ Asphalt shingles 

¶ Coal combustion byproducts, including fly ash, bottom ash, and hydrated fly ash 

¶ Compost and mulch 

¶ Glass 

¶ Industrial sands 

¶ Metals, primarily steel and aluminum 

¶ Plastics 

¶ Reclaimed asphalt pavement 

¶ Recycled concrete aggregate 

¶ Slags, including ground granulated blast furnace slag 

¶ Soils, including petroleum-containing soils 

¶ Tires and tire rubber 
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TxDOT has assembled information packets on the above materials, including research 
summaries, specifications, and sources. Visit the Roadway Recycled Materials Summaries 
ǎŜŎǘƛƻƴ ƻŦ ¢Ȅ5h¢Ωǎ ǿŜōǎƛǘŜ (https://tinyurl.com/haznkvx). 
 

Recycled materials offer design versatility, 
often have a long lifespan, and can require 
less long-term maintenance than similar 
products constructed from natural 
materials, according to the Hill Country 
/ƻƴǎŜǊǾŀƴŎȅΩǎ ǘǊŀƛƭ ŘŜǎƛƎƴ Ǝuidelines. (For 
more detail on recycled materials in trail 
applications, see Section 4). 
 
Some projects that utilized recycled 
materials in the North Texas region 
include the Fort Worth Nature Center and 
Refuge [CS 12], which incorporated 
recycled crushed concrete in its 
permeable parking lot (see Figure 10); 
Merritt Road in Rowlett, Texas, [CS 17] 
which used recycled materials in the 
pavement section and the trench backfill; 
and the Green at College Park (University 
of Texas ς Arlington) [CS 1], which used 
concrete amended with fly ash and 
crushed concrete for a base material. The 
Green at College Park also incorporated 
recycled glass pervious paving as a trail 
surface. The Katy Trail in Dallas, Texas, [CS 
7] has a recycled rubber surface for soft, 
pedestrian-friendly path sections (see 
Figure 10)Τ DǊŀƴŘ tǊŀƛǊƛŜΩǎ aƻǳƴǘŀƛƴ 
Creek Lake Park Trail [CS 14] uses recycled 
crushed concrete; and Trinity River 

Audubon Center [CS 9] has trail sections of boardwalk made from recycled bottles and sawdust. 
 
One easy way ǘƻ ǳǎŜ άǊŜŎȅŎƭŜŘέ ƳŀǘŜǊƛŀƭ ƛǎ ǘƻ ǎƛƳǇƭȅ ǊŜǳǎŜ ƳŀǘŜǊƛŀƭ ŀƭǊŜŀŘȅ ƻƴ ǎƛǘŜ ǊŀǘƘŜǊ ǘƘŀƴ 
take it to a landfill. At the Dallas Urban Reserve [CS 5], debris left on site was reused as raw 
material for flagstones, retaining walls along the roadway excavation, and an entrance sign. At 
Timber Creek High School in Fort Worth [CS 15], the excavated rocks were repurposed in the 
green stormwater infrastructure. In Wimberley, Texas, the Blue Hole Regional Park project [CS 
22] reused the material from demolished roads for gravel. In addition, it reused invasive tree 
material for items such as fencing, light poles, and play structures and shredded the remainder 
for mulch, soft-surface trails, and play areas. 
 

 

Figure 10. Top image: The Fort Worth Nature Center 
and Refuge (source: City of Fort Worth). Bottom image: 
Katy Trail, Dallas, Texas. 
 

http://www.txdot.gov/inside-txdot/division/general-services/recycling/materials.html
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2.2  Potential Benefits 
 

¶ Waste diverted from landfills. When products are made of recycled materials, those 
materials do not end up wasting valuable landfill space.  
 

¶ Reduced need to extract or produce resources. Products can use recycled material 
rather than virgin material.  
 

¶ Reduced CO2 emissions.  
 

¶ Can help develop technologies and may provide superior engineering performance. 
Recycled materials can offer great promise and solve problems. TƘŜ Yŀǘȅ ¢ǊŀƛƭΩǎ 
pedestrian path used recycled rubber because it was softer than traditional surfaces. A 
Public Roads article by Rebecca Davio titled ά[Ŝǎǎƻƴǎ [ŜŀǊƴŜŘΥ ¢Ȅ5h¢ϥǎ 9ŦŦƻǊǘǎ ǘƻ 
LƴŎǊŜŀǎŜ ǘƘŜ ¦ǎŜ ƻŦ wŜŎȅŎƭŜŘ aŀǘŜǊƛŀƭǎΣέ provided recycled-plastic manhole-adjusting 
rings as an example of a recycled product with superior engineering performance, a 
lifecycle cost advantage, and environmental benefits. Davio noted that the recycled 
rings are lighter in weight and less fragile than their traditional counterparts while 
maintaining their strength. In Alexandria, Va., the Department of Recreation, Parks and 
Cultural Activities installed the pervious Flexi-Pave surface throughout Dora Kelley Park 
[CS 38] (see Figure 11). The park suffered from flooding issues, and the department was 
limited in the surfacing type that could be put in a national resource protection area. 
According to the department, the surface needed to be pervious, but gravel or mulch 
would have washed out. Instead, it chose Flexi-Pave, a hard surface that was still 
pervious. As the material installed was made from recycled rubber passenger tires (in 
this installation alone, 1,597 tires were used), Flexi-Pave had the additional benefit of 
diverting waste from 
landfills. 
 

¶ Cost savings. 
Repurposed items can 
also save the project 
owner money, not only 
on the cost of the item, 
but also on the costs to 
transport that item 
from where it was 
sourced. The 
engineer/landscape 
architect for Timber 
Creek High School in 
Fort Worth repurposed 
the excavated rocks 
and reduced 
transportation costs with the added benefit of reducing associated emissions.  

  
Figure 11. Flexi-Pave at Dora Kelley Park, Alexandria, Va.  
Source: City of Alexandria. 
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The Blue Hole Regional 
Park project (see Figure 
12) found substantial 
cost savings in reusing 
ƎǊŀǾŜƭ ŦǊƻƳ ǘƘŜ ǎƛǘŜΩǎ 
demolished roads. 
Reusing excavated 
boulders and limestone 
saved an additional 
$40,000. In addition, 
the design team saved 
approximately 
$230,000 by reusing 
tree material removed 
during construction for 
fencing, light poles, 
wheel stops, and 
nature-based play 
structures. Leftover 
wood was double-
shredded for mulch, 
soft-surface trails, and 
play areas.  

 

2.3  Limitations/Considerations 
 

¶ Verification of performance, environmental effects, and long-term costs of new, 
innovative recycled material. Recycled materials can offer performance advantages 
unattainable with virgin materials, and a wide array of recycled materials exceeds 
standards. However, a product made from recycled material is not necessarily a better 
choice. An innovatiǾŜ ǊŜŎȅŎƭŜŘ ƳŀǘŜǊƛŀƭΩǎ engineering properties need to be verified. The 
environmental quality and effects of the material also need analysis. Research and 
demonstration projects may be necessary to determine effectiveness and long-term 
costs.  

 
One example of this experimentation is provided by the City of Santa Monica, Calif. [CS 
25]. Facing an escalating number of sidewalk repairs and maturing trees with invasive 
root systems, the City chose a recycled-rubber-and-plastic sidewalk in an attempt to 
both reduce escalating numbers of tear-outs and concrete re-pours and save its urban 
canopy. The first concept was to use brick pavers (see Figure 13, top left), but the pavers 
created an uneven surface area when roots encroached from underneath, increasing 
the potential for trip-and-fall hazards. The city has tried several iterations of rubber 
sidewalks (see Figure 13) ŀƴŘ ƴƻǿ Ƙŀǎ ŀ άǿŀƛǘ-and-ǎŜŜέ ŀǘǘƛǘǳŘŜ. The experiment did 
not pan out as the CƛǘȅΩǎ Ŏƻǎǘ-benefit analysis forecasted, and the City saw issues with 
warping and expansion. Many rubberized panels lasted only two years rather than the 
projected seven to 10. However, the CƛǘȅΩǎ ǎǘǊŜŜǘs supervisor reported that the last 

 
Figure 12. Invasive ashe junipers were repurposed, and remaining 
cedars were shredded for mulch, soft-surface trails, and play 
areas at Blue Hole Wimberley Park.  
Source: Design Workshop. 
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iteration (TerreCool) has been working well, and the manufacturer claims that the 
product will stay 10% cooler than regular concrete sidewalks on hot days. 

 

 
Figure 13. Santa Monica. Top left: brick pavers. Top right: rubber pavers. Bottom left: second-
generation TerreWalks. Bottom right: third-generation TerreWalks.  
Source: City of Santa Monica, Calif. 

 

2.4  Costs and Life Expectancy 
 
Recycled materials may be less expensive than new materials; however, even if the initial capital 
costs are higher, recycled materials could be deemed reasonable if they supply superior 
performance compared to new materials. The College Green case study noted that the use of 
concrete amended with fly ash does not add any cost compared to traditional concrete. 
!ŎŎƻǊŘƛƴƎ ǘƻ 5ŀǾƛƻΩǎ ŀǊǘƛŎƭŜ ƛƴ Public Roads, transportation/delivery costs and disposal costs for 
job-site materials may also be less. (The product may be lighter, easily manufactured in multiple 
places rather than purchased from one source far from the project site, or easily recycled itself.) 
In addition, project savings can also be found in the reuse of site material rather than the 
purchase of virgin materials. 
 
At the Dora Kelley trail resurfacing project, the Flexi-Pave surface was installed in August 2012. It 
is too soon to know if it will last the expected 15-20 years, but they had not experienced any 
issues with it as of 2014. At the Katy Trail project, the recycled rubber surface was expected to 
last seven years; it has already surpassed that, and a recent inspection showed mostly minor 
wear and tear. While ǘƘŜ /ƛǘȅ ƻŦ {ŀƴǘŀ aƻƴƛŎŀΩǎ ǊŜŎȅŎƭŜŘ ǊǳōōŜǊ ǎƛŘŜǿŀƭƪ ǇŀƴŜƭǎ have not yet 
fulfilled their projected life expectancy, the manufacturer is continuing to work on the product, 
so it is possible the life expectancy will improve. 
 
For information specific to asphalt and recycling, see Appendix E. 
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SECTION 3: Cool Pavements 
 

 
Figure 14. A simple illustration of high-albedo pavement versus conventional pavement.  
{ƻǳǊŎŜΥ ¢ƘŜ /ƛǘȅ ƻŦ /ƘƛŎŀƎƻΩǎ Chicago Green Alley Handbook, 2010. 
 

3.1  Overview 
 
Cool pavement technology is one key strategy in Reducing Urban Heat Islands: Compendium of 
Strategies, a publication from the U.S. Environmental Protection Agency (EPA). Pavement 
comprises the largest percentage of land coverτfrom 30% to 45%τin many U.S. cities, 
ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ 9t!Ωǎ ¦Ǌōŀƴ IŜŀǘ LǎƭŀƴŘ tǊƻƧŜŎǘΦ ²ƘƛƭŜ Ƴŀƴȅ ǇŜƻǇƭŜ think of pavement as 
limited to streets and highways, pavement is also used for road shoulders, driveways, parking, 
patios, sidewalks, and ancillary surfaces. These surfaces contribute to the urban heat island 
effect by absorbing and storing solar energy. Conventional pavements are impervious concrete 
and asphalt that may reach 150°F in summer. The impact of this heat is felt not only during the 
day; these surfaces can transfer heat down into the subsurface, which then re-releases the heat 
at night.   
 
While the EPA notes that cool pavement technologies are not as advanced as other heat island 
mitigation strategies and that there is no official standard or labeling program to designate cool 
paving materials, it is a green practice worth considering, given how much pavement a city 
contains. 
 

3.1.1 High-Albedo/Reflective Pavement 
 
One type of cool pavement is high-albedo pavement that reflects sunlight from the surface 
rather than absorbing it. Because it absorbs less heat from sunlight, the pavement radiates less 
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heat, reducing the urban heat island effect and conserving energy through reduced cooling 
needs and improved air quality. A composite index called the solar reflectance index (SRI) 
estimates how hot a surface will become when exposed to full sun. It varies from 100 for a 
standard white surface (coolest) to zero for a standard black surface (hottest). Table 3 provides 
a few examples. 
 
Table 3. Solar reflectance (albedo) and solar reflectance index (SRI) of select surfaces. 

Material Surface Solar 
Reflectance 

SRI 

New asphalt 0.05 0 

Aged asphalt 0.1 6 

Aged concrete 0.2-0.3 19-32 

New concrete (ordinary) 0.35-0.45 38-52 

New white Portland cement concrete 0.7-0.8 86-100 
aƻŘƛŦƛŜŘ ŦǊƻƳ ŀ ǘŀōƭŜ ŦǊƻƳ /ƻƴŎǊŜǘŜ ¢ƘƛƴƪŜǊΣ ά.ŜƴŜŦƛǘǎΥ IŜŀǘ LǎƭŀƴŘ wŜŘǳŎǘƛƻƴ,έ 2008. 

 
High-albedo pavement can be used under a wide variety of site conditions. It includes 
conventional asphalt pavements modified with high-albedo materials or treated after 
installation to raise reflection, conventional concrete pavements, other reflective pavements 
such as resin-based pavements, chip seals, whitetopping, and microsurfacing.  
 

3.1.2 Permeable Pavements 
 
The definition of cool pavements has been extended to include permeable pavements that allow 
air, water, and water vapor into the voids of a pavement, keeping the material cool when moist. 
Moisture evaporates as the surface heats, drawing out heat from the pavement. Permeable 
pavement systems containing grass or low-lying vegetation can stay particularly cool, according 
to the EPA.  
 

3.1.3 Alternatives 
 
Alternatives to cool pavements include reducing the amount of paved surfaces (for example, 
narrowing street widths) or shading the pavement with trees. Solar panels can also shade 
pavements while simultaneously generating electricity. 
 

3.2  Potential Benefits 
 
¶ A more comfortable environment. Cool pavements in areas where people congregate 

may provide a more comfortable environment during hot weather. The Green at College 
Park (University of Texas ς Arlington) project [CS 1] expects to mitigate the urban heat 
island by utilizing shade and paving materials with an SRI value of 29 or greater. The 
Chicago Green Alley program [CS 29] employs high-albedo concrete, pervious concrete, 
and brick pavers with a high SRI. Its monitoring data shows that a high-albedo green 
ŀƭƭŜȅΩǎ ǇŀǾŜƳŜƴǘ ǎǳǊŦŀŎŜ ǘŜƳǇŜǊŀǘǳǊŜ Ŏŀƴ ōŜ ƳƻǊŜ than 23ɕC cooler than traditional 
asphalt. 
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¶ A reduction of urban heat island effects, which in turn helps conserve energy, provides 
cost savings, and improves air quality. The South Grand Boulevard Great Streets 
Initiative, a Landscape Architecture Foundation case study for a six-block corridor 
redevelopment in St. Louis, Mo., projected that in areas where asphalt was replaced 
with high-albedo pervious concrete, the peak ground-level temperature could decrease 
by 7.8ɕF. The project is also estimated to save electric consumption in cooling (7.8% to 
15.6%).  

¶ Enhanced nighttime visibility of reflective pavements, which could save both money 
and energy. This assumes that reflective pavements may decrease lighting 
requirements.  

¶ Lowered stormwater runoff temperatures. Cool pavements can result in lowered 
stormwater runoff temperatures, so aquatic life experiences less thermal stress. 
According to the Dallas Sustainable Skylines Initiative (DSSI) report, cool pavements can 
contribute to meeting stormwater quality standards, potentially reducing runoff 
temperatures by 2-4ɕC. 

 
Other benefits associated with permeable pavements, such as improved water quality, are 
found in the Permeable Pavements section (see Section 5.1.2). 
 

3.3  Limitations/Considerations 
 
¶ Unintentional consequences of reflection. For high-albedo materials, reflected heat 

may be absorbed by surrounding buildings, warming them and contributing to the 
nighttime urban heat island effect. Certain high-albedo materials may also have high 
glare. 

¶ Unknown effects for dry permeable pavements. The EPA notes that more research is 
needed to better understand the effect of dry permeable pavements on ambient air 
temperature. 

 

3.4  Costs and Life Expectancy 
 
¢ƘŜ 9t!Ωǎ Reducing Urban Heat Islands: Compendium of Strategies report emphasizes the 
challenges in comparing the costs of conventional paving materials with those of cool 
ǇŀǾŜƳŜƴǘǎΦ Lǘ Ǉƻƛƴǘǎ ƻǳǘ ǘƘŀǘ άǘƘŜ Ŏƻǎǘ ƻŦ ŀƴȅ ǇŀǾŜƳŜƴǘ ŀǇǇƭƛŎŀǘƛƻƴ ǾŀǊƛŜǎ ōȅ ǊŜƎƛƻƴΣ ǘƘŜ 
contractor, the time of year, materials chosen, accessibility of the site, local availability of 
materials, underlying soils, size of the project, expected traffic, and the desired life of the 
ǇŀǾŜƳŜƴǘΦέ 
 
Thus, the comparative costs table included in the report (see Table 4) is to be used with caution, 
especially because the numbers come from a 2008 document.  
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Table 4. Comparative Costs of Various Pavements. 

Basic Pavement Types 
Examples of  
Cool Approaches 

Approximate 
Installed Cost, 
$/square foot* 

Estimated 
Service Life, 
Years 

New Construction 

Asphalt (conventional) Hot mix asphalt with 
light aggregate, if 
locally available 

$0.10-$1.50 7-20 

Concrete (conventional) Portland cement, 
plain-jointed 

$0.30-$4.50 15-35 

Nonvegetated permeable 
pavement 

Porous asphalt $2.00-$2.50 7-10 

Pervious concrete $5.00-$6.25 15-20 

Paving blocks $5.00-$10.00 > 20 

Vegetated permeable pavement Grass/gravel pavers $1.50-$5.75 > 10 

Maintenance 

Surface applications Chip seals with light 
aggregate, if locally 
available 

$0.10-$0.15 2-8 

Microsurfacing $0.35-$0.65 7-10 

Ultra-thin 
whitetopping 

$1.50-$6.50 10-15 

*Some technologies, such as permeable options, may reduce the need for other infrastructure, 
ǎǳŎƘ ŀǎ ǎǘƻǊƳǿŀǘŜǊ ŘǊŀƛƴǎΣ ǘƘǳǎ ƭƻǿŜǊƛƴƎ ŀ ǇǊƻƧŜŎǘΩǎ ƻǾŜǊŀƭƭ ŜȄǇŜƴǎŜǎΦ ¢ƘƻǎŜ ǎŀǾƛƴƎǎΣ ƘƻǿŜǾŜǊΣ 
are not reflected in this table. (1 square foot = 0.09 m2) 
 Source: EPA, Reducing Urban Heat Islands: Compendium of Strategies. 2008. 
 
CƻǊ ƳƻǊŜ ƛƴŦƻǊƳŀǘƛƻƴΣ ǎŜŜ 9t!Ωǎ Reducing Urban Heat Islands: Compendium of Strategies 
chapter on cool pavements, available online at 
www2.epa.gov/heat-islands/heat-island-compendium.  
 
 

 

  

http://www2.epa.gov/heat-islands/heat-island-compendium
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SECTION 4: Trail Materials 

 
4.1  Overview 
 
This section provides information on a wide range of available green trail surface options. These 
include: 
 

¶ Permeable concrete pavement and pavers  

¶ Permeable asphalt, recycled asphalt, and recycled glassphalt  

¶ Native soils 

¶ Alternative surfacing products that are derived from industrial processes or that use 
recycled materials or natural by-products 

¶ Crushed aggregates 

¶ Solid materials such as wood, rock, and recycled rubber and plastic    
 
However, surface material is only one of many decisions to be made in trail design and 
construction. !ƴŀǎŀȊƛ ¢ǊŀƛƭǎΩ нллу wƛƻ DǊŀƴŘŜ ¢Ǌŀƛƭ {ǳǊŦŀŎƛƴƎ ǊŜǇƻǊǘ notes that a properly 
designed trail is critical for water management and drainage as is awareness of critical or 
sensitive habitats. While the trail width will necessarily depend on anticipated use, a smaller 
corridor and trail tread will disturb less area. Smaller trails also expose less soil to erosion and 
invasive plants and are less disruptive to sensitive habitat areas.  

 

   
Figure 15. Left: Mountain Creek Lake Park Trail, Grand Prairie, Texas (source: Grand Prairie Parks, Arts 
& Recreation Department). Right: the College Green at University of Texas, Arlington (source: Gus 
Chavarria).  



 

33 
 

 

 

The myriad topography, soils, hydrology, and 
vegetation on each trail is often as diverse as its 
users. The needs and wants of joggers, horseback 
riders, bicyclists, and those walking with strollers will 
differ. The American Association of State Highway 
ŀƴŘ ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ hŦŦƛŎƛŀƭǎ ό!!{I¢hύ άDǳƛŘŜ ŦƻǊ ǘƘŜ 
5ŜǾŜƭƻǇƳŜƴǘ ƻŦ .ƛŎȅŎƭŜ CŀŎƛƭƛǘƛŜǎέ ǇǊƻǾƛŘŜ guidance 
on a range of design components. This guide and 
other appropriate resources should be consulted 
when designing a trail and selecting a surface. In 
addition, the Americans with Disabilities Act (ADA) 
ŀŎŎŜǎǎƛōƛƭƛǘȅ ƎǳƛŘŜƭƛƴŜǎ Ŏŀƭƭ ŦƻǊ ǎǳǊŦŀŎŜǎ ǘƘŀǘ ŀǊŜ άŦƛǊƳΣ 
stable, and slip-ǊŜǎƛǎǘŀƴǘΦέ  

 
The importance of both design and maintenance are 
shown by the Trinity River Audubon Center (TRAC) 
case study [CS 9]Φ ¢w!/Ωǎ operations director reported that the steepness of many slopes has 
resulted in rapid erosion. The director underscored the importance of understanding the 
ƘȅŘǊƻƭƻƎȅ ƻŦ ŀ ǎƛǘŜΣ ǎǳƎƎŜǎǘƛƴƎ ǘƘŀǘ ¢w!/Ωǎ ǘǊŀƛƭǎ ǿƻǳƭŘ ƘŀǾŜ ōŜƴŜŦƛǘŜŘ ŦǊƻƳ ǘƘŜ ƛƴǘŜƎǊŀǘƛƻƴ ƻŦ 
more ǎǿƛǘŎƘōŀŎƪǎΦ ¢ƘŜ /ƛǘȅ ƻŦ 5ŀƭƭŀǎΩǎ ǇǊƻƧŜŎǘ ƳŀƴŀƎŜǊ ŦƻǊ ¢w!/ ƴƻǘŜŘ ǘƘŀǘ ǘǊŀƛƭǎ ǿŜǊŜ ƭŀƛŘ ƻǳǘ 
with the assumption that daily or weekly maintenance would be performed; however, this has 
not been possible due to staff and budget constraints which may have affected trail 
performance. 
 
Some important factors to consider include: 
 

¶ Existing soil and environmental conditions 

¶ Aesthetic considerations 

¶ Anticipated trail use 

¶ Availability of surfacing materials 

¶ Overall management strategies and maintenance 
 
The following tables ǎǳƳƳŀǊƛȊŜ ƛƴŦƻǊƳŀǘƛƻƴ ŦǊƻƳ !ƴŀǎŀȊƛ ¢ǊŀƛƭǎΩ нллу wƛƻ DǊŀƴŘŜ ¢Ǌŀƛƭ {ǳǊŦŀŎƛƴƎ 
ǊŜǇƻǊǘΣ ǘƘŜ ¢ŜȄŀǎ 5ŜǇŀǊǘƳŜƴǘ ƻŦ IŜŀƭǘƘΩǎ ōƻƻƪƭŜǘ άIƻǿ ǘƻ .ǳƛƭŘ ŀ ²ŀƭƪƛƴƎ ¢ǊŀƛƭΣέ ǘƘŜ /ƛǘȅ ƻŦ 
{ŀƴǘŀ /ǊǳȊΩǎ ά¢Ǌŀƛƭ aŀǘŜǊƛŀƭǎ !ƴŀƭȅǎƛǎ ŀƴŘ /ƻƳǇŀǊƛǎƻƴ aŀǘǊƛȄΣέ and Hill /ƻǳƴǘǊȅ /ƻƴǎŜǊǾŀƴŎȅΩǎ 
2010 Violet Crown Trail Final Master Plan. When applicable, a reference to the relevant NCTCOG 
case study is included. 
  

 
Figure 16. One traditional trail surface and one 
recycled surface at the Katy Trail, Dallas, Texas.  
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4.2  Potential Benefits 
  

Table 5. Green Trail Surface Descriptions and Potential Benefits. 

Trail Type  Descriptions and Potential Benefits 

Native soil   Native material. Easiest for volunteers to build and maintain. 
Somewhat permeable. Lowest cost. 

Wood fiber (shredded wood, engineered wood chips) 
 
Crushed bark and Barka-Mulch may be used, according 
to the Texas Dept. of Health. 

Some wood fiber is soft, spongy, and good for walking. 
Permeable. Moderate to low cost. If the fiber is reused from 
on-site waste, it also may provide additional savings and 
environmental benefits.  

Soil cement/surfacing alternatives 
 
Examples and descriptions from the Rio Grande report: 
Natural Pave XL, a resin pavement binder emulsion that 
is appropriate for riparian areas; Soiltac, a 
biodegradable liquid copolymer; Soil-Sement, a 
polymer emulsion effective for dust control, erosion 
control, and soil stabilization. Other brands are also 
mentioned in the Rio Grande report. 

Makes use of natural materials. Binders vary. Can produce a 
firm, stable, slip-resistant surface with proper installation. 
Accommodates multiple users. Moderate cost.  

Granular stone/crushed aggregates/decomposed 
granite  

Soft surface can be compacted to firm. Crushed concrete might 
make for a softer surface than concrete or asphalt, and be 
acceptable for cross-country runners.  May not float away in 
runoff, unlike some wood fiber. Natural material. Accessible. 
Moderate cost.  

Permeable asphalt  
 

Hard, flexible pavement. Supports most users. Permeable. 
Time-tested material. Can be colored to match the 
environment. Low maintenance. 

Permeable concrete Hard, nonflexible pavement. Best in areas of extreme 
environment. Can be colored and formed. Supports multiple 
uses. Accessible. Resists freeze/thaw. Durable. Low 
maintenance. 

Rubber/plastic/glass products (excluding boardwalk) 
 
Examples and descriptions from the Rio Grande and 
Santa Cruz reports: EcoTrack, which may provide years 
of high-performance outdoor use; Filter-Pave, made 
from recycled glass held by a flexible elastomeric glue; 
Geoblock, interlocking blocks made from recycled 
plastics; and Gravel Pave 2, porous paving with heavy 
load-bearing support and containment of gravel. Others 
mentioned: Geoweb, Nike Grind, and Super Deck. 

Innovative. Examples include: Katy Trail, Dora Kelley Park Trail, 
and the Green at College Park. Increased lifespan. Easier to 
install. Rubber is soft and more suitable for joggers. 

Wood boardwalk Necessary in wet or ecologically sensitive landscapes. Natural 
looking. Medium maintenance. Can be built by volunteers. 

Recycled boardwalk (Trex)  Made from recycled material (recycled milk bottles, water 
bottles, and sawdust).  

This is a modified version of a table in Violet Crown Trail Final Master Plan, 2010. 
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When a trail is located in a more natural area, it may seem unnecessary to increase the 
permeability of trail surfaces or to incorporate green stormwater infrastructure. But, as seen in 
the Red Oak Creek Trail case study [CS 3], adding these in key areas may provide great benefits. 
Red Oak Creek Trail is a mostly concrete trail in Cedar Hill, Texas, but it also includes more than a 
quarter mile of decomposed granite trails, decomposed granite accents to various amenity areas, 
and landscaped beds. 
 
A recent trail enhancement was the removal of part of an asphalt street; in place of that street, 
open channels and landscaping were installed to help filter runoff from an existing neighborhood 
(see Figure 17). Previously, water would run down the street and discharge into the greenbelt 
adjacent to Red Oak Creek with little or no filtration or ability to percolate into the soil. The case 
study reported that the removal of the asphalt road provided a great enhancement to the water 
runoff quality in that area. 

 

 
Figure 17. Red Oak Creek Trail, Cedar Hill, Texas.  
Source: City of Cedar Hill. 

PERMEABLE TRAIL SURFACES 
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4.3  Limitations/Considerations 
 
Table 6. Trail Surface Limitations and Considerations. 

Trail Type  Limitations/Considerations 

Native soil   
 

Dusty when used. High clay content soils cause trails to be slick or muddy when 
wet. Ruts when wet, and difficult to smooth out when ruts dry. High rate of 
cohesion in clay's extra fine particles means soils take a long time to dry out. 
Surface may be uneven/not accessible. Produces sediment that may harm 
streams. May be high maintenance depending on soil and uses. 
 

Wood fiber (shredded wood, 
engineered wood chips) 

Decomposes under exposure to sunlight, moisture, and high temperatures. 
Limited accessibility. Not appropriate for flood-prone areas. High maintenance. 
Short life. (Wood bark can be uneven, so it is less desirable.) 

Soil cement/surfacing alternatives Mixed results. May be only considered feasible, economical, and appropriate if 
the material source is close to the project site and is otherwise suitable. Difficult 
to achieve uniform surface. May require specific installation procedures and ideal 
site conditions to perform optimally. May require soil testing and specific soil 
textures to ensure performance/longevity. Surface erodes and wears unevenly. 
Not stable in all weather. Difficult to achieve uniform surface. Can be high 
maintenance if not installed correctly. 

Granular stone/crushed 
aggregates/decomposed granite (DG)  
 

Surface can erode with heavy rainfall, producing unstable tread conditions. 
Performance depends on diameter. Medium maintenance depending on 
installation. Refreshing of trail surfacing materials is required on a routine basis. 
Not for use on steep slopes or in floodplains. According to the City of Santa Cruz 
report, construction costs for a DG path with steel edging can be the same cost as 
a concrete path, and a heavily-used DG path will require complete reconstruction 
every five to seven years. The Trinity River Audubon Center's DG might work well, 
but the case study reported that birders do not like it because it is noisy.  

Permeable asphalt Can be costly to repair. Not a natural surface. Uncomfortable for walking and 
running. Hot during summer use. 

Permeable concrete High installation cost. Very urban appearance. Hot during summer use. 

Rubber/plastic/ glass products 
(excluding boardwalk) 

Costly. Some new technologies may not live up to claims. The Flexi-Pave case 
study mentioned that a proprietary product might make it harder to contact the 
company immediately. The recycled glass pervious paving at the College Green 
used a binder that was not as UV stable as it needed to be for this region, so the 
company found a more suitable UV stabilizer. While the paving is easy to patch, it 
is not aesthetically pleasing.  

Wood boardwalk  
 

Slippery when wet. Easily damaged by use and vandalism. High cost to install. 
High cost to maintain if damaged. 

Recycled boardwalk (Trex)  Have to be aware of importance of deck substructure. Wood that was used under 
sections of one installation eventually warped, which caused Trex to crack and 
buckle. (However, Trex now provides dimensional material to replace the treated 
lumber installed.) 

Source: This is a modified version of a table in Violet Crown Trail Final Master Plan, 2010.  
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4.4  Costs  
 
The unit cost estimates are national averages and may cover a wide range. Actual costs will vary. 
More specific cost analysis will be necessary based on design factors suitable for anticipated use, 
maintenance, and existing conditions. Use local trail building expertise to help ensure current 
cost analysis and engineering estimates for variables such as excavation, sub-base preparation, 
drainage, appropriate materials, transportation costs, material placement, wetting, compaction, 
and finish work.  
 
Table 7. Trail Surface Costs.  

Trail Type Costs 

Native soil, assuming 4ς6 ft. wide  $10.00-$12.00/LF* 

Wood fiber (shredded wood, engineered wood chips), assuming 6ς8 
ft. wide 

$12.00-$15.00/LF* 

Soil cement/surfacing alternatives, assuming 8 ft. wide $15.00-$20.00/LF* 

Granular stone/crushed aggregates/decomposed granite (DG), 
assuming 10 ft. wide 

$12.50-$40.00/LF** 

Permeable asphalt  $20.00-$81.30/LF** 

Permeable concrete $55.00-$116.00/LF** 

Rubber/plastic/glass products (excluding boardwalk) $35.60-$96.00/LF** 

Wood boardwalk  $280.00-$380.00/LF* 

Recycled boardwalk (Trex)  $3.92-$64.00/LF**  

* Costs taken from Violet Crown Trail Final Master Plan, 2010.   

** Costs taken from NCTCOG cost research. See Appendix D.   

Source: This is a modified version of a table in Violet Crown Trail Final Master Plan, 2010.   
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SECTION 5: Green Stormwater Infrastructure  
 
The concept behind green stormwater infrastructure (GSI) is 
summed up by the American Society of Landscape Architects 
(ASLA): Nature can be harnessed to deliver critical services to 
communities, protecting them against flooding and excessive 
heat while helping to improve air and water quality, the 
foundation of human and environmental health. 

 
Using vegetation, soils, and natural processes, GSI aims to 
simultaneously manage water and create healthier urban 
environments. On the broader scale of a city or county, GSI 
can refer to a network of natural areas that provides flood 
protection, wildlife habitat, cleaner water, and cleaner air. At a 
site-specific scale, GSI refers to stormwater management 
ǎȅǎǘŜƳǎ ǘƘŀǘ ƳƛƳƛŎ ƴŀǘǳǊŜΩǎ ƘȅŘǊƻƭƻƎƛŎ ǇǊƻŎŜǎǎes.  
 
As mentioned in the introduction, this guide is not meant to 
be a how-to manual, and it does not prescribe one method 
nor does it venture into design. For guidance on stormwater 
treatment suitability, water quality performance, site 
applicability, and implementation considerations, please see 
ǘƘŜ ά¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ integrated Stormwater Management 
ό¢Ǌƛ{²aύ !ǇǇŜƴŘƛȄέ όŀǾŀƛƭŀōƭŜ ŀǘ 
http://iswm.nctcog.org/Documents/TriSWM_ 
Appendix_Final_9-18-14.pdf) and the integrated Stormwater 
Management Technical Manual (available at 
http://iswm.nctcog.org/technical_manual.asp).  
 
¢ƘŜ ƎǳƛŘŜΩǎ introduction and Appendix C list several challenges 
related to cost analysis. Costs are an important factor in 
decisions, so this guide provides cost information when 
available. These numbers should be used only as a general 
reference. The cost of a green stormwater element will be 
site-specific, and the evaluation of benefits will depend on the 
prƻƧŜŎǘΩǎ ŀƴŘ ŎƻƳƳǳƴƛǘȅΩǎ ƴŜŜŘǎΦ 
 
Tools are being developed to help calculate costs and benefits 
of a project, such as the set of Green Values calculators 
provided by the Center for Neighborhood Technology. For 
ŜȄŀƳǇƭŜΣ ǘƘŜ bŀǘƛƻƴŀƭ DǊŜŜƴ ±ŀƭǳŜǎϰ /ŀƭŎǳƭŀǘƻǊ allows for a 
quick comparison of GSI to traditional stormwater 
management practices, looking at performance as well as lifecycle costs and benefits.  
 
Even GSI is not incorporated in the final design, the project could still be designed with its 
potential inclusion in mind. If funds are then available in the future, the project may easilyτand 

This guide provides a 
high-level overview for 
a range of green 
stormwater 
infrastructure best 
management practices 
(BMPs) that are 
relevant to 
transportation projects, 
but green infrastructure 
includes much more 
than what is covered in 
this document. The 
American Society of 
[ŀƴŘǎŎŀǇŜ !ǊŎƘƛǘŜŎǘǎΩ 
online section on green 
infrastructure 
(www.asla.org/ 
greeninfrastructure. 
aspx) has a wealth of 
information on topics 
such as forests and 
nature reserves, wildlife 
habitat and corridors, 
constructed wetlands, 
green streets, and 
green roofs and walls. 
¢ƘŜ 9t!Ωǎ ƎǊŜŜƴ 
infrastructure site 
(http://water.epa.gov/ 
infrastructure/ 
greeninfrastructure/ 
index.cfm) is another 
helpful resource. 

ADDITIONAL 
RESOURCES 

http://iswm.nctcog.org/Documents/TriSWM_Appendix_Final_9-18-14.pdf
http://iswm.nctcog.org/Documents/TriSWM_Appendix_Final_9-18-14.pdf
http://iswm.nctcog.org/technical_manual.asp
http://www.asla.org/greeninfrastructure.aspx
http://www.asla.org/greeninfrastructure.aspx
http://www.asla.org/greeninfrastructure.aspx
http://water.epa.gov/infrastructure/greeninfrastructure/index.cfm
http://water.epa.gov/infrastructure/greeninfrastructure/index.cfm
http://water.epa.gov/infrastructure/greeninfrastructure/index.cfm
http://water.epa.gov/infrastructure/greeninfrastructure/index.cfm
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less expensivelyτbe retrofitted with GSI, reported Verdunity, a Dallas-based consulting firm.   
 
For more information on the impacts of expected growth, including natural resource depletion, 
urban heat islands, decreased air quality, increased flooding, and decreased water quality as 
well as a discussion of the potential problems of depending solely on gray infrastructure, see 
Appendix B.  
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5.1 Permeable Pavement  
 

 
Figure 18: An illustration of permeable pavement.  
Source: San Francisco Stormwater Design Guidelines, 2010. 
 

5.1.1  Overview 
 
Several different names refer to permeable pavement types, including porous asphalt, pervious 
concrete, modular permeable pavers, and crushed aggregate. Permeable pavement is a porous 
surface that infiltrates, treats, and/or stores rainwater close to where it falls. If native soils have 
good infiltration rates, the water infiltrates; with poor infiltration rates, the water should be 
conveyed elsewhere to be stored or discharged. While permeable pavements may not be 
appropriate in all paved areas, they can be particularly cost-effective where land values are high 
and where flooding or icing is a problem, the EPA reports. 
 
Due to its specific application for pavements, permeable pavements are discussed separately 
from other GSI approaches, but they are often used with other bioretention and infiltration 
features. 
 
One common application for permeable pavements is parking lots.  
 

¶ At the Fort Worth Nature Center and Refuge [CS 12], issues with continual groundwater 
seepage from the parking lot were solved with a new parking lot made of compacted 
gravel and crushed concrete combined with five bioswales.  
 

¶ !ǎ ǇŀǊǘ ƻŦ ǘƘŜ 5ŀƭƭŀǎ !ǊōƻǊŜǘǳƳΩǎ ŜȄǇŀƴǎƛƻƴ ŀƴŘ ƛƳǇǊƻǾŜƳŜƴǘ ǇǊƻƎǊŀƳ ǘƘŀǘ ƛƴŎƭǳŘŜŘ 
additional parking, the design team chose an ADA-compliant permeable surface that 
would blend into the surrounding area while mitigating stormwater runoff concerns. 
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¶ In Carrollton, Texas, a downtown parking lot uses 
Grasstone pavers for interior parking spaces [CS 
2] (see Figure 19). The pavers allow grass to grow 
on the paversΩ interior and permits stormwater 
to infiltrate into the pavement subsurface.  

 

¶ {ǘΦ {ǘŜǇƘŜƴΩǎ tŜŘŜǎǘǊƛŀƴ DǊŜŜƴ [CS 18] in Austin, 
Texas, uses pervious pavers in the parking area 
to collect and store runoff in the paver voids, 
releasing water slowly to the bioinfiltration 
planter below.  

 

¶ At Blue Hole Regional Park [CS 22] in Wimberley, 
Texas, 90% of gravel from roads that existed 
prior to restoration was repurposed to provide 
280 new parking spaces and create 1.25 miles of 
roadway. Despite these added amenities, impervious surface coverage was limited to a 
mere 7.8% of the site. 

 

¶ An installation at Triangle Parking Lot [CS 41] in 
Stone Mountain Park, Ga., used porous 
pavement for the entire parking area and access 
drives for a 430-car parking lot (see Figure 20). 
 

¶ In Highland Park, Ill., heavy clay soils eliminated 
infiltration as a treatment option, so permeable 
pavers and an underground detention vault 
were used in the Ravinia Festival South Parking 
Lot [CS 30] to prevent frequent surface flooding 
that occurred even after small storm events.  

 

Figure 19. A parking lot installation of 
permeable pavers in Carrollton, Texas.  
Source: City of Carrollton. 

 
Figure 20. Permeable concrete unit 
pavers at Triangle Parking Lot in Stone 
Mountain, Ga.  
Source: Robert and Company. 
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Permeable pavements can also work well for sidewalks and 
walkways.  

¶ The renovation of Elm Street in Dallas, Texas, [CS 6] 
included permeable pavers in sidewalk draining toward 
tree planters. The Green at College Park (University of 
Texas ς Arlington) [CS 1] incorporated pervious recycled 
glass in the walkway.  

 

¶ The City of Olympia, Wash., has installed approximately 
five miles of pervious concrete sidewalk to date [CS 28] 
(see Figure 21). 

 

5.1.2  Potential Benefits 
 

¶ Reduced project costs. GSI elements may cost less than 
their traditional infrastructure counterparts, or they 
may lead to saved costs by reducing or eliminating the need for gray infrastructure.  
 
In Chicago, the Ravinia Festival South Parking LƻǘΩǎ installation of 27,000 ft2 of 
permeable concrete unit pavers instead of traditional poured concrete saved the project 
over $35,000 in construction costs. Preserving 49 oak trees threatened by root-zone 
compaction and inundation saved over $25,000 in tree replacement costs.  
 
For the City of Olympia, Wash., building sidewalks with pervious concrete means the city 
does not need to construct costly stormwater ponds, which would require the 
acquisition of additional land or right-of-ǿŀȅΦ ¢ƘŜ 5ŀƭƭŀǎ !ǊōƻǊŜǘǳƳΩǎ ŎƘƻƛŎŜ of 
permeable paving meant that the project did not need to install a storm drain system. 
The Triangle Parking Lot and the Ravinia Festival South Parking Lot projects also 
eliminated the need for large detention ponds; for Ravinia, this saved the project $1.8 
million.  
 

¶ Reduced stormwater runoff volume and rates, leading to reduced flooding and 
erosion as well as increased groundwater recharge and improved water quality. As 
ƴƻǘŜŘ ƛƴ ǘƘŜ /ŜƴǘŜǊ ŦƻǊ bŜƛƎƘōƻǊƘƻƻŘ ¢ŜŎƘƴƻƭƻƎȅΩǎ ά¢ƘŜ ±ŀƭǳŜ ƻŦ DǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜΣέ 
studies have shown that as much as 80% to 100% of the rain that falls on a site can 
infiltrate. This infiltration can lead to increased groundwater recharge and lower water 
treatment costs. Infiltration and the pollutant filtration can also result in improved 
water quality. 
 
The Texas A&M AgriLife project results showed grass pavers and interlocking concrete 
pavers to have a stormwater volume reduction of approximately 65% with total 
suspended solids (TSS) reduced 25% for the grass and 56% for the concrete.  
 
¢ƘŜ ¢ǊƛŀƴƎƭŜ tŀǊƪƛƴƎ [ƻǘ ǇǊƻƧŜŎǘΩǎ ŦƛŜƭŘ ƻōǎŜǊǾŀǘƛƻƴǎ ǎƘƻǿŜŘ ŀ ǊŜŘǳŎǘƛƻƴ ƻŦ ƻǾŜǊ ул҈ ƻŦ 
predevelopment flow rates for more frequent storm events, significantly better than 
their design calculations of approximately 35%.  

 
Figure 21. Pervious concrete 
sidewalk in Olympia, Wash.  
Source: City of Olympia. 
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The new design of the 
Ravinia Festival South 
Parking Lot eliminated 
surface flooding, 
which previously 
occurred an average 
of 25 days per year 
(see Figure 22). After 
receiving more than 8 
inches of rain in 48 
hours in 2011, the lot 
remained free from 
standing water. The project also reduced complaints related to parking lot inaccessibility 
and nearby flooded yards and basements from several hundred per year to zero.  
  

¶ Support of increased development. The new design for the Fort Worth Nature Center 
and Refuge parking lot allowed for additional parking spaces. The choice of pavers for 
the Triangle Parking Lot project led to an increase in available surface area, which 
ŜǉǳŀƭŜŘ пл ŀŘŘƛǘƛƻƴŀƭ ǎǇŀŎŜǎΦ /ŀǊǊƻƭƭǘƻƴΩǎ ǇŜǊƳŜŀōƭŜ ǇŀǊƪƛƴƎ ƭƻǘ ǎǘŜƳƳŜŘ ŦǊƻƳ ǘƘŜ 
ŎƛǘȅΩǎ ŘŜǎƛǊŜ ǘƻ ŀŘŘ ŀŘŘƛǘƛƻƴŀƭ ǇŀǊƪƛƴƎ ƛƴ ŀ ƘƛǎǘƻǊƛŎ Řƻǿƴǘƻǿƴ ŀǊŜŀ ǘƘŀǘ ŘƻŜǎ not have 
the capacity to handle a 100-year flood event.  
 

¶ Reduced urban heat island (UHI) effect. Conventional pavements can contribute to the 
urban heat island ŜŦŦŜŎǘΦ ¢ƘŜȅ Ƴŀȅ ǊŜŀŎƘ ǳǇ ǘƻ мрлɕC ŘǳǊƛƴƎ ǘƘŜ ǎǳƳƳŜǊǘƛƳŜΣ ŀŎŎƻǊŘƛƴƎ 
ǘƻ 9t!Ωǎ άwŜŘǳŎƛƴƎ ¦Ǌōŀƴ IŜŀǘ LǎƭŀƴŘǎέ ŎƻƳǇŜƴŘƛǳƳΣ ŀƴŘ ƘŜŀǘ ǎǘƻǊŜŘ ƛƴ ǘƘŜ ǎǳōǎǳǊŦŀŎŜ 
is re-released at night. Permeable pavements may stay cooler through evaporative 
cooling.  
 

¶ Improved air quality. By reducing the urban heat island effect, permeable pavement 
can help decrease ground-level ozone formation. Reduced energy use and water 
treatment costs can also contribute to decreased CO2 emissions. 
 

¶ Reduced energy use and reduced energy spending. By lowering air temperatures, 
permeable pavement can lessen demand for cooling in buildings.  
 

¶ Enhanced public safety. During and after rain events, improved water drainage from 
permeable pavements can enhance safety by increasing traction and reducing water 
spray from moving vehicles. 
 

¶ Improved community livability. The open pores of permeable pavements can reduce 
tire noise by 2 to 8 dB, decreasing local noise pollution, according to the EPA webpage 
ά/ƻƻƭ tŀǾŜƳŜƴǘǎ.έ While a parking lot may not be the first thing that comes to mind 
when beautifying an area, the examples of Carrollton and the Fort Worth Nature Center 
show improved aesthetics.  

  

 
Figure 22. Before (left image, source: Ravinia Festival) and after (right 
image, source: SmithGroupJJR) the installation of permeable pavers 
and an underground detention vault at the Ravinia Festival South 
Parking Lot. 
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5.1.3  Limitations/Considerations 
 

¶ Level of traffic, weight of vehicles, and location specifics. The best locations are often 
parking and sidewalks in low- or medium-traffic areas in soils with high permeability. 
Other possibilities include alleys, highway shoulders, emergency vehicle access-ways, 
road gutters, driveways, parking lots, pedestrian paths, recreational trails, and patios. 
Underground utilities should be avoided if possible. The surface grade is an important 
consideration as is vehicle or equipment weight. Permeable pavement may not be a 
good choice in areas where heavy vehicles or equipment are stored or operated 
regularly. 
 

¶ Special attention to design, with an understanding of ǘƘŜ ǇǊƻƧŜŎǘ ǎƛǘŜΩǎ ǳǎŜΣ and 
construction. The Dallas Arboretum permeable paving parking lot has worked well, 
according to its vice president of property development, because it was designed so that 
large vehicles such as concrete trucks would be kept off the lot. It is also important to 
ensure that heavy machinery is not driven over the pavement during construction. If the 
system is poorly designed, poorly constructed, inadequately maintained, or used in 
destabilized ŀǊŜŀǎΣ ǘƘŜ ǎȅǎǘŜƳ Ƴŀȅ ŦŀƛƭΦ ¢ƘŜ {ǘΦ {ǘŜǇƘŜƴΩǎ tŜŘŜǎǘǊƛŀƴ DǊŜŜƴ ŎŀǎŜ ǎǘǳŘȅ 
contact highlighted the importance of covering pervious pavers during construction to 
avoid having dust and debris from construction fill the pervious joints. 
 
While clay-rich soils pose a challenge, permeable pavement installations with the 
appropriate consideration and design can still be successful. As mentioned previously, 
the Ravinia project used an underground detention vault in the face of low infiltration 
rates. Another successful system example is one designed for the Wasatch Touring 
Pervious Pavement project in Salt Lake City, Utah, which won an American Council of 
Engineering CoƳǇŀƴƛŜǎΩ 9ƴƎƛƴŜŜǊƛƴƎ 9ȄŎŜƭƭŜƴŎŜ !ǿŀǊŘ ƛƴ нлмлΦ ¢Ƙƛǎ ǎȅǎǘŜƳ ŀƭƭƻǿǎ 
water and oxygen to percolate from the concrete surface down through the pavement 
and soilτwith a 15-foot-thick clay soil layer beneath the surfaceτusing a perforated 
drain pipe, a catch basin, a darcy column, and an impermeable membrane between the 
system and adjacent buildings. To address freeze/thaw concerns, a rock layer was 
inserted between the top soil and the pervious pavement to allow water to expand 
without cracking the pavement.  

 

¶ Pollutant removal requirements. The level of the pollutant removal depends on the 
system used. Typically, permeable pavement is used as a secondary treatment option. 
For more information, refer to the Transportation integrated Stormwater Management 
(TriSWM) Appendix (http://iswm.nctcog.org/Documents/TriSWM_ 
Appendix_Final_9-18-14.pdf) and the integrated Stormwater Management (iSWM) 
Technical Manual (http://iswm.nctcog.org/technical_manual.asp). 
 
While permeable pavements may significantly reduce TSS, they may contribute other 
pollutants. The Texas A&M AgriLife project found that grass pavers released nitrate 
while the interlocking concrete pavers released orthophosphate. However, its report did 
not see this as an area of concern, noting that these concentrations were still low 
overall.  

http://iswm.nctcog.org/Documents/TriSWM_Appendix_Final_9-18-14.pdf
http://iswm.nctcog.org/Documents/TriSWM_Appendix_Final_9-18-14.pdf
http://iswm.nctcog.org/technical_manual.asp
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¶ Need for region-specific studies. The Texas A&M AgriLife report mentions a wide array 
of studies on permeable pavements showing a reduction in runoff and associated 
pollutant loads with a few including clay soils, but points out that region-specific studies 
are required to compare the effectiveness of permeable pavement types to maximize 
their benefits.  
 

¶ The importance of inspection and maintenance. Infiltration rates could decline over 
time, depending on design, installation, sediment loads, and consistency of 
maintenance. Sand spreading should be avoided near permeable surfaces. As 
mentioned in the Olympia case study, pervious concrete requires a shift in maintenance 
from traditional stormwater infrastructure to sidewalk cleaning. How the maintenance 
is funded and equipped should be taken into consideration. Modular porous pavers can 
fail if they are inadequately maintained or used in unstable areas.  
 

5.1.4  Costs and Life Expectancy 
 
The entire installation cost for permeable pavement ranges from $16.70-$22.69 per square foot  
according to detailed cost estimates provided in the San Antonio River Basin Low Impact 
Development Technical Design Guidance Manual, which gathered 2013 unit bid costs from 
TxDOT, the City of Austin, and the City of San Antonio (see Table 13 in Appendix D). 
 
Porous asphalt/concrete are installed in a similar manner to their impervious counterparts, but 
the initial costs of permeable pavement are often higher than traditional materials. While 
traditional asphalt/concrete costs range from $0.50 to $1.00 per square foot, porous asphalt can 
cost $2.00 per square foot; porous concrete, $6.00 per square foot. Pervious pavers may range 
from $2.50 to $3.00 per square foot. The California Stormwater Management Association 
estimates that a one-acre permeable pavement surface will incur approximately $10,000 in total 
construction costs and $4,000 in annual maintenance.  
 

!ŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ {ŀƴ CǊŀƴŎƛǎŎƻ tǳōƭƛŎ ¦ǘƛƭƛǘƛŜǎ /ƻƳƳƛǎǎƛƻƴΩǎ San Francisco Stormwater Design 
Guidelines, construction costs can be comparable to or less than traditional paving. If all 
construction and drainage costs are included, permeable pavement can be up to 25% cheaper. 
The Olympia, Wash., case study notes that because pervious concrete sidewalks negate the 
need to build a stormwater facility, a true cost comparison must add the cost of that facility to 
traditional bid prices. This cost should include the purchase of required land (which may not 
ŜǾŜƴ ōŜ ŀǾŀƛƭŀōƭŜ ŦƻǊ ǊŜǘǊƻŦƛǘ ǇǊƻƧŜŎǘǎύ ŀƭƻƴƎ ǿƛǘƘ ǘƘŜ ŦŀŎƛƭƛǘȅΩǎ ƛƴǎǘŀƭƭŀǘƛƻƴΣ ƳŀƛƴǘŜƴŀƴŎŜΣ ŀƴŘ 
repair. 
 
The Ravinia Festival South Parking Lot project reported that it saved over $35,000 in 
construction costs by using permeable pavers and that the use of detention vaults avoided the 
need to purchase three adjacent lots for aboveground stormwater detention, resulting in 
savings of $1.8 million. The Triangle Parking Lot project reported that initial capital costs were 
5% to 10% higher than traditional gray infrastructure costs, but lifecycle costs and enhanced 
usability made the green choices a viable economic alternative. 
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Permeable pavements require regular inspection and maintenance to prevent their void spaces 
from clogging permanently, so maintenance costs can be greater than those for traditional 
pavement. Maintenance can include sweeping, blowing, cleaning out debris, and replenishing 
material. The maintenance for Olympia, Wash., pervious sidewalks varies from year to year; in 
general, 150 to 300 hours are spent annually on maintenance for approximately 27,000 linear 
feet of sidewalk. The City sweeps permeable pavement roadways at least four times per year 
with a regenerative sweeper. The Fort Worth Nature Center and Refuge reported its system as 
being very low maintenance; it mostly included sweeping material back in place. If the system is 
planted, the vegetation health needs to be checked and the area reseeded or replanted as 
necessary. 
 
While the California Stormwater Management Association estimated that permeable pavement 
could last up to 25 years if properly maintained, the Triangle Parking Lot, Ravinia, and Olympia 
case studies reported an expected lifetime of at least 50 years (although the Olympia study 
mentioned that some early mixes failed within five years). 
 
For cost estimates that provide a base point and illustrate the importance of including 
ƳŀƛƴǘŜƴŀƴŎŜ Ŏƻǎǘǎ ƛƴ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ōǳŘƎŜǘΣ ǎŜŜ ¢ŀōƭŜ 14 in Appendix D. 
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5.2 Bioretention and Infiltration Practices  
 
5.2.1  Overview 
 
Bioretention and infiltration practices come in a range of sizes, from planter boxes to rain 
gardens to stormwater ponds. (For more information on permeable pavement, see Section 5.1). 
Descriptions of common bioretention and infiltration elements are included in Appendix F to 
provide context for those less familiar with green stormwater infrastructure (GSI). For more 
details, refer to the integrated Stormwater Management (iSWM) Technical Manual 
(http://iswm.nctcog.org/technical_manual.asp). 
 

5.2.2  Potential Benefits 
 
¶ Environmental benefits such as flood mitigation and improved water quality from 

stormwater runoff reduction. By storing and infiltrating stormwater, a bioretention or 
infiltration practice reduces stormwater runoff, which helps to mitigate flood impacts, 
reduce erosion, and improve water quality by preventing the pollution of local 
waterways. It also increases the potential for groundwater recharge. Available water 
supplies are increased by reducing the amount of water pumped for irrigation.  
 
Bioretention BMPs are a proven method of pollutant removal in the northern states, but 
how well do they remove pollutants in Texas, which has a different climate and different 
soil types? Interested in the answer to this question, the Texas Department of 
Transportation (TxDOT) asked the Texas A&M Transportation Institute to embark on an 
investigation. As part of a larger effort spanning five years, the research team created a 
pilot demonstration cell on a highway roadside. The results of the project, completed in 
August 2012, revealed that the BMP surpassed the state requirements of removing 80% 
of pollutants from runoff. In fact, it removed more pollutants by absorption than sand, a 
common BMP.  
 
Promising results have been seen in other pilots, such as a 2013 Texas A&M AgriLife 
project that evaluated the performance of permeable pavements and bioretention in a 
typical urban watershed in the Dallas-Fort Worth area, an area characterized by soil with 
a very high clay content, an underlying calcareous layer, and low permeability. The 
Texas A&M AgriLife pilot found decreases in runoff volume, contaminant loads, flow 
rate, and flooding and increased groundwater recharge in their systems. The 
bioretention BMP data showed runoff reduced by 50%, nitrate reduced by 78%, and TSS 
reduced by more than 80%. 
 

http://iswm.nctcog.org/technical_manual.asp
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This effectiveness has been seen in real-world projects in the North Texas region as well. 
The Green at College Park (University of Texas ς Arlington) [CS 1], a 3-acre urban infill 
development on the campus border, provides a great example of reduced runoff and 
improved water quality. Previously a block of parking and dilapidated apartments 
contaminated with asbestos, it had 75% impervious surfaces. An eroded drainage 
channel flanking the western edge of the site was associated with considerable flooding 
issues. The stormwater management constraints became key opportunities in the final 
design, which includes an aesthetically-pleasing drainage garden and depressed 
gathering lawn in addition to a 
pedestrian walk paved with a pervious 
recycled glass material (see Figure 23). 
These elements serve as both a park 
amenity and stormwater management. 
The site is designed to improve runoff 
water quality by reducing total 
suspended solids 80% and stormwater 
quantity 25% in volume from a two-
year, 24-hour storm.  
 

Several GSI elements were 
implemented at the 104.6-acre Timber 
Creek High School campus [CS 15] in 
Fort Worth, Texas, which opened in 
2009 and is a 2014 winning entry for the 
EPA Region 6 Green Infrastructure & Low Impact Development Poster Competition. The 
project site includes an internal loop road and a parking lot. A retention pond gathers 
stormwater for reuse in irrigation and controls peak discharges. Bioswales improve 
stormwater quality and remove silt and sediments. A desilting pond that controlled 
sediment and silt during construction now acts as the sediment forebay, and a sediment 
pond and silt dam removes additional silt and sediment. These elements remove 80% 
TSS and collŜŎǘ млл҈ ƻŦ ǘƘŜ ǎƛǘŜΩǎ ǎǘƻǊƳǿŀǘŜǊΦ tƻƴŘǎ ŦƛƭƭŜŘ ǘƻ ŎŀǇŀŎƛǘȅ ǇǊƻǾƛŘŜ 
approximately two weeks of irrigation. 
 

For the 2013 Bagby Street Reconstruction project [CS 20] in Houston, Texas, which was 
prompted by a 2008 drainage study to address flooding issues in the area, 33% of 
stormwater runoff enters the rain gardens. The rain gardens filter and remove 
pollutants from stormwater before it enters the storm sewers, bayous, and ultimately 
Galveston Bay, removing 75% of bacteria, 73% of phosphorus, 93% of oil, and 85% of 
TSS.  
 

Stormwater runoff management can also be incorporated underground, which allows 
for it to be integrated with certain recreational facilities. The subsurface infiltration 
feature in the Clark Park Infiltration Bed/Basketball Court project [CS 33] in Philadelphia, 
Pa., manages runoff from the basketball court, an adjacent street, and a parking lot 
(32,517 ft2 of impervious area). The system has been designed to capture about 1.5 
inches of rainfall from the contributing drainage area, but with its well-drained soil, the 
project owners anticipate that actual stormwater capture will be much greater. 

 
Figure 23. The Green at College Park 
(University of Texas ς Arlington).  
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¶ Substantial cost savings. Integrating bioretention and infiltration features can lead to a 
substantial cost savings, whether through stormwater credits, a reduced or eliminated 
need for gray infrastructure, reduced spending on irrigation, avoided property damage 
due to flooding, or avoided costs related to impaired waters. 
 
For the City of Denton, Texas, GSI BMPs are part of its strategy to reverse declining 
water trends due to increased development pressures within the Hickory Creek 
watershed. The City aims to keep its drinking source, Lake Lewisville, off the Texas 
Commission of Environmental Quality (TCEQ) list of water-quality impaired waters. If the 
lake were deemed impaired, the necessary responses could cost the city millions of 
ŘƻƭƭŀǊǎΣ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ /ƛǘȅΩǎ ŜƴǾƛǊƻƴƳŜƴǘŀƭ ŎƻƳǇƭƛŀƴŎŜ ŎƻƻǊŘƛƴŀǘƻǊΦ 
 

 
Figure 24. Green infrastructure elements at the Dallas Urban Reserve.  
Source: Kevin Sloan Studio. 

 
The biofiltration street design at the Dallas Urban Reserve [CS 5] that incorporates an 
asymmetrical slope that directs stormwater into a system of rain gardens and 
sedimentation ponds (see Figure 24) shows that potential savings can benefit more than 
the project owner. The asymmetrical slope eliminates the need for inlets, catch basins, 
or stormwater plumbing along an entire street side, saving tax dollars. The replacement 
of water-thirsty landscapes with naturalizing ecologies can save households substantial 
sums that might otherwise go toward turf irrigation. The continuous use of a laydown 
curb profile eliminates the cost for curb cuts.  
 
Timber Creek HiƎƘ {ŎƘƻƻƭΩǎ D{L implementation achieved credits from the City of Fort 
Worth, which reduced its stormwater fee. The reuse of its captured stormwater is 
estimated to save the campus $130,000 on irrigation each year. 
 
Birnamwood Drive [CS 21], a roadway project in Harris County, Texas, was one of the 
first roadway projects in the Houston area to implement these techniques. One goal was 
to make its implementation less expensive than that of a conventional design, and it 
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succeeded. With the 32-foot depressed median in the middle of a four-lane concrete 
boulevard, Birnamwood Drive requires no off-site detention facilities, which saved the 
county more than $350,000 in land and excavation costs. The LID design resulted in a 
7% cost reduction versus a traditional design (see Table 19 in Appendix F for more 
details). 
 

¶ Decreased need for water treatment, which leads to cost savings, energy savings, and 
reduced air pollution. By reducing the volume and improving the quality of water 
entering treatment facilities, GSI decreases the need for water treatment, saving costs 
related to water treatment. It also saves energy that would be used for treatment; this, 
in turn, reduces air pollution by decreasing greenhouse gas emissions.  
 
A February 2014 case study of Lancaster, Pa., performed by the EPA found that installing 
green infrastructure in the combined storm sewer (CSS) area could reduce gray 
infrastructure capital investments by $120 million and associated wastewater pumping 
and treatment costs by $661,000 per year. Across the entire city, including the areas 
with municipal separate storm sewer systems, the green infrastructure plan was 
estimated to provide approximately $4.2 million in air quality, energy, and climate-
related benefits each year.   
 

¶ Mitigation of the urban heat island effect, which can lead to energy savings, cost 
savings, and improved air quality. Through evaporative cooling and shading, these 
green approaches can mitigate the urban heat island effect, reducing energy use and 
costs for cooling purposes, which in turn reduces pollutant emissions from power 
plants. Using green practices that reduce temperatures can mitigate smog and ozone 
formation. Urban vegetation also removes pollutants from the air. 
 
The U.S. Department of Agriculture (USDA) National Agroforestry Center promotes the 
use of vegetation in buffers, noting that they can reduce temperatures and reduce 
energy use for buildings. Vegetation also removes pollutants from the air by uptake and 
interception. The Center notes that a 65- to 600-foot-wide buffer may reduce 
particulate pollution by 40% to 75%.  
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The Bagby Street project in Houston (see Figure 
25) leveraged the benefits of trees to positively 
impact air quality and increase human comfort 
ƛƴ ¢ŜȄŀǎ ǎǳƳƳŜǊǎΦ ¢ƘŜ ǇǊƻƧŜŎǘ ǊŜǎǳƭǘŜŘ ƛƴ ŀ мнɕC 
decrease in surface temperature.  
 
The Dallas, Texas, Elm Street Streetscape [CS 6] 
design improvements include 26 rain gardens 
and many street trees and planting areas. 
Previously, the site was more than 90% 
hardscape. Given the significantly increased 
amount of plant materials onsite, the City of 
Dallas expects air quality to be improved. 
 

¶ Improved community livability, increased 
economic development, and increased 
property values. Vegetated GSI can improve 
local aesthetics and also enhance recreational 
opportunities and public safety. Several of the 
ǊŜƎƛƻƴΩǎ ŎŀǎŜ ǎǘǳŘƛŜǎ ǊŜǇƻǊǘŜŘ ƛƳproved 
aesthetics, which supports economic 
development, and increased property values as 
project benefits.  
 
For the Green at College Park (University of 
Texas ς Arlington), a redevelopment project 
incorporating rain gardens and a depressed lawn 
revitalized the site and provided a green public 
open space. ¢ƘŜ /ƛǘȅ ƻŦ CƻǊǘ ²ƻǊǘƘΩǎ 
improvements in the Historic Handley Urban 
Village Streetscape project [CS 13] included 
rehabilitating sidewalks close to storefronts, 
creating a more inviting location to shop (see 
Figure 26). The Elm Street Streetscape project 
widened sidewalks and narrowed streets to 
increase pedestrian safety while beautifying the 
site and improving the public realm experience. 
The City of Rowlett completed Merritt Road [CS 
17] in 2013, which integrated a treatment train 
drainage system in approximately 1.7 miles of 
roadway improvements, using medians that 
contain native plantings, vegetated swales, and 
four bioretention systems. The project is 
intended to support the area as a technology 
corridor and to attract related business.  

 

 
Figure 26. Historic Handley Urban Village 
{ǘǊŜŜǘǎŎŀǇŜΩǎ ǊŜƘŀōƛƭƛǘŀǘŜŘ ǎƛŘŜǿŀƭƪǎΦ  
Top image source: City of Fort Worth. 

 

 
Figure 25. Bagby Street Project.  
© Shau Lin Hon - Slyworks 
Photography/Walter P Moore. 
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The Bagby Street Project, part of the City oŦ IƻǳǎǘƻƴΩǎ aƛŘǘƻǿƴ ¢ŀȄ LƴŎǊŜƳŜƴǘ 
Reinvestment Zone Capital Improvement Program, was much more than a drainage 
improvement and street reconstruction project to the design team. It was an 
opportunity to redevelop the Bagby corridor to better serve its diverse and mixed-use 
community. The project included a 38% increase in seating and social gathering areas, 
and has seen a 25% increase in rental market rates ($1.40 to $1.75 average per square 
foot per month). Since the announcement of the project, private development has 
increased by $25 million.  
 
In St. Louis, Mo., a redevelopment of a diverse historic district called the South Grand 
Boulevard Great Streets Initiative transformed a six-block corridor into a vibrant 
destination. The IƴƛǘƛŀǘƛǾŜΩǎ Ŧƛƴŀƭ ōƻǳƭŜǾŀrd design incorporated innovative stormwater 
management with enhanced walkability and opportunities for economic development.  
 

¶ Increased wildlife habitat and biodiversity. Bioretention BMPs can create and improve 
habitat for wildlife and increase biodiversity. Green infrastructure approaches such as 
rain gardens and bioswales can act as patches of habitat in a matrix of urban landscape, 
supporting wildlife with appropriate plant choices. 
 
At the South Grand Boulevard Great Streets Initiative project in St. Louis, the expanded 
sidewalk provides room for not only more pedestrians and outdoor diners, but also for 
significantly larger tree boxes. The plantsτnative to the state, locally available, and able 
to withstand harsh street conditionsτare expected to increase bird and butterfly 
populations.  
 
The design for the Perot Museum [CS 8] in Dallas, Texas, reflects a cross-section of the 
Texas landscape from west to east. This representation of the indigenous landscape 
provides habitat for the creatures that live in these systems. The landscape does not 
contain itself to the living roof or the plantings alongside the building; it moves into the 
parking lot, where bioswales collect stormwater runoff for a cistern system.  

 

¶ Public education opportunities.  
Some project sites are perfect public 
education opportunities. Such is the 
case for the Perot Museum in Dallas 
with its mission to inspire minds 
through nature and science. Its 
parking lot bioswales are described on 
signage that visitors can read on their 
way in and out of the museum (see 
Figure 27). Teaching opportunities are 
also plentiful at the Green at College 
Park, where the flowing form of the 
park celebrates the movement and 
cycles of water and plant life that thrives from its drought and flood dynamics.  
 

 
Figure 27. Educational signage about bioswales in 
the Perot Museum parking lot.  
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The 2012 Elmer Paseo Stormwater 
Improvement Project in Los Angeles, 
Calif., [CS 23] transformed a degraded 
asphalt alley into a green alley with a 
pervious concrete pathway, a vegetated 
bioswale, a subsurface infiltration 
trench, and a palette of plants native to 
the watershed (see Figure 28). Although 
compact (under 6,000 ft2), it captures 
stormwater from 20 acres. Used as an 
outdoor classroom, the project serves 
to educate not only the general public, 
but also the project owners. As a 
demonstration project, it acts as a living 
laboratory to test and demonstrate 
BMPs. The green practices are 
monitored to evaluate surface water 
quality improvements, water 
conservation, groundwater recharge, 
changes in property values, and other 
benefits.  
 
The BMP demonstrations in the Texas 
A&M AgriLife pilot project also acted as 
a living laboratory. The researchers 
leveraged their experiences and findings in educational programming and presentations 
at conferences to help support an increased awareness by surrounding cities, engineers 
from major consulting firms, and the water resources community.  
 
The Bagby Street case study notes that the rain gardens complement adjacent 
developments and introduce a natural element that offers both aesthetic and 
educational benefits. The design solutions implemented on the Bagby Street project 
demonstrate to the community, government entities, and the engineering profession 
the quantifiable benefits derived from applying focused engineering principles to 
context-specific, low-impact design (LID) strategies. The project further demonstrates 
that LID can be implemented within a highly urbanized area, improving quality of life 
and yielding positive economic impacts. 
 

5.2.3  Limitations/Considerations 
 
¶ Challenges in obtaining approval of site controls for pioneer projects. For pioneer 

projects, the unfamiliarity or relative newness of the approaches in this region may 
present challenges in obtaining approval for site controls.  
 
The Rayzor Ranch Marketplace [CS 11], a 100-acre retail center within a 400-acre mixed 
use development in Denton, Texas, was the first major project in the city to incorporate 

 

 
Figure 28. The Elmer Paseo Stormwater 
Improvement Project transformed an asphalt 
alley (top) into a green alley (bottom).  
Source: Council for Watershed Health. 
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GSI features. It began in 2008; Phase 1 construction was completed in 2010. The 
ǇǊƻƧŜŎǘΩǎ ǎƛǘŜ ŎƻƴǘǊƻƭǎ ƛƴŎƭǳŘŜ ŀ ǿŀǘŜǊ ǉǳŀƭƛǘȅ ǇƻƴŘΣ ŦƻǳǊ ōƛƻǊŜǘŜƴǘƛƻƴ ŀǊŜŀǎΣ ŀ pocket 
wetland, an enhanced swale, a filter strip, and several parking lot islands with filter 
strips. The project staff faced a challenge in coordinating with City staff and obtain buy-
in across different departments and from the client. The landscape architects for 
bŀǎƘǾƛƭƭŜΩǎ 5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘ (see Figure 29) also mentioned resistance from City staff, 
but, like the Rayzor Ranch case study, this issue was linked to the project being the first 
ƻŦ ƛǘǎ ƪƛƴŘΦ ό5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘ ǿŀǎ ¢ŜƴƴŜǎǎŜŜΩǎ ŦƛǊǎǘ ƎǊŜŜƴ ǎǘǊŜŜǘΦύ 
 
These challenges may lessen over time; now the City of Denton is leveraging several GSI 
features in its projects to reduce the likelihood of Lake Lewisville becoming impaired, 
and Nashville is building more green streets.  
 

¶ Potential for higher costs. The initial cost (either of GSI materials or installation) may be 
higher than those for traditional gray infrastructure controls. Project costs may also be 
higher than expected due to unfamiliarity with the approaches and a lack of experience 
at various levels.  
 
When a new bus station relocated the transit hub from Deaderick Street, Nashville, 
Tenn., to one block north, the city took the opportunity to re-envision the street as a 
green streetscape [CS 40]. Its bioretention areas, 4-feet-deep planting zones with 
bioretention soils, and structural soils for trees 
treat approximately 1.2 million gallons of 
stormwater per year. However, the Deaderick 
case study that found a lack of trust in the 
engineering design resulted in overdesigned 
infrastructure and unnecessary costs.  
 
In ¢ŜȄŀǎ !ϧa ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ LƴǎǘƛǘǳǘŜΩǎ 
bioretention pilot project [CS 19] in Bryan, 
Texas, the researcher reported that the cost 
was originally estimated at $5,888, but the 
total cost increased to $8,978 because the 
person building the bioretention feature had 
not built one before. In a similar vein, the 
¢ŜȄŀǎ !ϧa !ƎǊƛ[ƛŦŜ ǇƛƭƻǘΩǎ ŎƻƴǎǘǊǳŎǘƛƻƴ ōƛŘǎ 
ŎŀƳŜ ƛƴ ƳǳŎƘ ƘƛƎƘŜǊ ǘƘŀƴ ǘƘŜ ŜƴƎƛƴŜŜǊΩǎ 
estimate. The AgriLife researcher noted that 
this was pǊƻōŀōƭȅ ŘǳŜ ǘƻ ǘƘŜ ŎƻƴǎǘǊǳŎǘƻǊΩǎ lack of expertise in this relatively new field.  
 
However, increased costs are not a given. The Birnamwood case study reported that the 
Birnamwood project cost less than its gray counterpart. Its case study also noted that 
subsequent LID-based Harris County roadways have reduced costs even further, which 
suggests that as more GSI is implemented and the controls become more familiar, costs 
may come down.  

 

 
Figure 29Φ 5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘΩǎ ƎǊŜŜƴ 
streetscape.  
Source: Hawkins and Partners. 
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¶ LƳǇƻǊǘŀƴŎŜ ƻŦ ǳƴŘŜǊǎǘŀƴŘƛƴƎ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ǎƛǘŜΦ GSI ƛǎ ƴƻǘ ŀ άƻƴŜ ǎƛȊŜ Ŧƛǘǎ ŀƭƭέ ŀǇǇǊƻŀŎƘΦ 
Well-designed bioretention and infiltration features capture all or nearly all of the 
precipitation that falls on the feature and its related drainage area. However, in an 
urban context, the percentage of rainfall that these features can accommodate depends 
on available square footage and locally-defined maximum ponding times. Determining a 
site-specific performance measure requires complex hydrological modeling. The 
Deaderick Street case study discovered that it is crucial to determine the percolation 
rate, soil type, and existing conditions through on-site testing. Because earthwork may 
have been completed since national soils data collection in the 1960s, soils maps are not 
always reliable.  

 

¶ Importance of choice and placement for plants. Plants in bioretention features should 
be chosen with care. The design of the feature will also need to consider the best 
placement for the plants. Plants come in a range of sizes and grow to various heights, 
which may impact plant placement, especially with tall plants. For example, the design 
for the Merritt Road project in Rowlett, Texas, incorporates safe roadway geometrics by 
avoiding plantings in sight triangles at intersections, the consulting firm reports. Plants 
also have different tolerances for drought, heat, inundation, shade, and so on. In 
addition, they have different pollutant uptakes. It is important to understand plant 
characteristics and to choose plants wisely; otherwise, one should allow for some 
experimentation to figure out which plants work best, as the Fort Worth Nature Center 
and Refuge is currently doing with the parking lot bioswales [CS 12]. For more 
information on native and adapted plants, see Appendix F. 

 

¶ Potential for challenges emerging during design and construction. As with many 
innovative approaches, challenges may emerge during design and construction. Yet with 
the sharing of knowledge and an increased familiarity, these challenges are expected to 
lessen over time, especially with pilot projects that aim to resolve specific issues. 
 
Several lessons learned were shared in the case studies.  
 

o CƻǊ 5ŀƭƭŀǎ ¦Ǌōŀƴ wŜǎŜǊǾŜΣ ŎƘŀƴƎƛƴƎ ǘƘŜ Ǌŀƛƴ ƎŀǊŘŜƴǎΩ ƎǊŀŘƛƴƎ ǎƻ ǘƘŜȅ ŎƻǳƭŘ ƘƻƭŘ 
up to 12 inches of stormwater at their deepest point is one adjustment 
considered for the future. Other future considerations include selecting a plant 
that might save even more water and irrigation costs than the current horsetail 
reed and accounting for low water levels when considering the aesthetic of 
pond edges.  

 
o The Bagby Street team learned from past mistakes, ensuring their designs 

incorporated appropriate engineered soils and bridge aggregates and allowed 
for proper flow dissipation.  

 
o At Rayzor Ranch, the engineering and design firm found that it is vital to ensure 

that the contractor properly pours the paving around the islands and smooths 
the pavement between the sawtooth curbs. Otherwise, ponding at the curb face 
is a potential issue.  
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o At Merritt Road, the consultants found that contractors should purchase 

products in advance to avoid cost increases. They also noted the importance of 
making sure that installers are available to guide the installation of the 
bioretention materials.  

 
o The Merritt Road and Birnamwood Drive case studies both mentioned the 
ƛƳǇƻǊǘŀƴŎŜ ƻŦ ǳƴŘŜǊǎǘŀƴŘƛƴƎ ŀƭƭ ǇƻǎǎƛōƭŜ ƛƳǇŀŎǘǎ ŘǳǊƛƴƎ ǘƘŜ ǊƻŀŘǿŀȅΩǎ 
construction and maintenance. Vegetation needs to be established to prevent 
clogging. The Birnamwood Drive case study recommended installing BMPs last 
and supplying ample BMP protection when possible. 

 
These challenges and lessons learned are not necessarily negatives. They deepen the 
knowledge of an approach and open the door for improvements. During its investigation 
of bioretention in hot, semi-arid areas, the Texas A&M Transportation Institute 
converted its design into one that allowed for internal water storage (IWS) to improve 
the water quality and performance of bioretention. In the end, the researchers found its 
effectiveness to be better than that of sand, a common BMP. In Birnamwood, the need 
to maintain the vast majority of the bioswale under currently established maintenance 
protocols led to innovative problem solving. As a result, the team figured out how to 
make ǘƘŜ ǎȅǎǘŜƳΩǎ ŦƻƻǘǇǊƛƴǘ ǎƳŀƭƭŜǊΦ 
 

¶ Importance of maintenance, which does not always have well-established guidelines. 
The budget should include maintenance costs, and the party responsible for 
maintenance should be determined during the planning process.  
 
For the Texas A&M Transportation Institute pilot, the lead researcher noted that 
maintenance of bioretention is an important item, and more time and research are 
needed to create guidelines.  
 
Many case studies underscored ƛǎǎǳŜǎ ǊŜƭŀǘŜŘ ǘƻ ƳŀƛƴǘŜƴŀƴŎŜ ŎƻǎǘǎΦ CƻǊǘ ²ƻǊǘƘΩǎ 
Historic Handley project owner foresees it as a challenge, noting that with budget 
constraints, long-term maintenance may not be achievable. The Deaderick Street 
landscape architect recommended that budgets include maintenance costs and that the 
party responsible for ongoing maintenance should be determined during the planning 
process (for example, the public works or parks department, another agency, or a 
contracted party).  
 
The Elmer Paseo project proposed that challenges related to inspection and 
maintenance funding could be resolved by valuing these projects as assets similar to 
gray infrastructure, which are funded for long-term maintenance. New York /ƛǘȅΩǎ 
Department of Environmental Protection settled this issue by partnering with the Parks 
Department to maintain GSI in the right-of-way [CS 32]. The Elm Street project includes 
a two-year contract for maintenance; during this time, the maintenance crew will train a 
volunteer group to handle the upkeep after the contract ends. Denton has reduced 
costs by using volunteers. The design process for the Blue Hole Regional Park [CS 22] in 
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Wimberley, Texas, included the creation of an operation, management, and monitoring 
plan, which incorporated a budget. Long-term annual operation costs for maintenance 
and management are paid for by the park entrance fees and through an endowment. 
 
For more information on maintenance costs, see the following Costs and Life Expectancy 
section. 
 

5.2.4  Costs and Life Expectancy 
 
As mentioned in the Limitations/Considerations section, the initial cost of green infrastructure 
practices may be higher than gray infrastructure. Project costs may also be higher than expected 
due to unfamiliarity with the approaches. However, this is not always the case. As highlighted on 
9t!Ωǎ /ƻǎǘ-Benefit Resources webpage 
(http://water.epa.gov/infrastructure/greeninfrastructure/gi_costbenefits.cfm), green 
infrastructure may provide more benefits for less cost than single-purpose gray infrastructure.  
 
Seattle Public Utilities examined the costs and benefits of traditional versus natural drainage 
systems (i.e., GSI projects using vegetated swales and narrow streets) and found that not only 
did the systems provide benefits such as traffic calming, improved neighborhood aesthetic, and 
high water quality protection, but the designs also cost significantly less than traditional 
drainage and street designs (see Figure 30). 

http://water.epa.gov/infrastructure/greeninfrastructure/gi_costbenefits.cfm
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Figure 30. Seattle Public Utilities Cost Analysis of Natural vs Traditional Drainage Systems.  
Source: Seattle Public Utilities, n.d.
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One example of using GSI to reduce potential future costs can be seen in the City of Denton. Its 
Ǝƻŀƭ ƛǎ ǘƻ ƪŜŜǇ [ŀƪŜ [ŜǿƛǎǾƛƭƭŜΩǎ ǿŀǘŜǊǎ ǳƴƛƳǇŀƛǊŜŘ because impairment would cost the City 
Ƴƛƭƭƛƻƴǎ ƻŦ ŘƻƭƭŀǊǎ ǘƻ ǊŜǎƻƭǾŜΦ 9t!Ωǎ ǿŜōǇŀƎŜ ǇǊƻǾƛŘŜǎ ǎŜǾŜǊŀƭ ǊŜǎƻǳǊŎŜǎ ŀƴŘ ǘƻƻƭǎ that 
demonstrate the potential for green infrastructure to improve not only the environmental 
outcome but also the financial performance and social impact at multiple scales. 
 
hƴŜ ŎƘŀƭƭŜƴƎŜ ƛƴ ŀƴŀƭȅȊƛƴƎ ǘƘŜ Ŏƻǎǘǎ ƎŀǘƘŜǊŜŘ ƛƴ b/¢/hDΩǎ ŎŀǎŜ ǎǘǳŘȅ ǊŜǎŜŀǊŎƘ ƛǎ ǘƘŀǘ 
bioretention and infiltration practices are often used together, so costs and benefits for each 
practice may not always be easily separated. For example, excavation costs for several pieces of 
the project are often consolidated, so it may not be clear how much to allot for one piece.  
 
Treatment trains also work as a whole, so divvying up the cost between each included practice 
may not always be appropriate. In addition, designs, costs, and benefits are site-specific.  
 
However, this specificity in site and design allows designers to use their ingenuity to reduce 
Ŏƻǎǘǎ ŦƻǊ ƛƴǎǘŀƭƭŀǘƛƻƴ ƻǊ ƳŀƛƴǘŜƴŀƴŎŜΣ ŀǎ ǎŜŜƴ ƛƴ ǘƘŜ aŜǊǊƛǘǘ wƻŀŘ ŎƻƴǎǳƭǘŀƴǘΩǎ ŘŜŎƛǎƛƻƴ ǘƻ ǳǎŜ 
fewer inlets and eliminate sod in the median to reduce maintenance. See the previous Potential 
Benefits section for more case study examples of how green infrastructure can reduce costs or 
increase long-term savings. A more in-depth discussion of challenges related to cost analysis is 
available in Appendix C. 
 
The San Antonio River Basin Low Impact Development Technical Design Guidance Manual 
provides the following common cost considerations in planning and designing BMPs. These are 
provided only as a starting point; the San Antonio manual points out that these numbers must 
ōŜ ǊŜŦƛƴŜŘ ǘƘǊƻǳƎƘƻǳǘ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ŘŜǎƛƎƴ ǇƘŀǎŜǎΦ 
 

¶ Planning: 10% of total project cost 

¶ Design: 30% of total project cost 

¶ Mobilization: 11% of total project cost 

¶ Contingency: 20% of total project cost 

¶ Site preparation: 
Cleaning and grubbing: $0.24-0.50/ft2 

Asphalt removal: $2.32/ft2 

Concrete removal: $2.39/ft2 

Sidewalk removal: $1.21-2.39/ft2 

 
Using 2013 unit bid costs from TxDOT, the City of Austin, and the City of San Antonio, the 
following planning-level cost estimates were developed. 

 

¶ Bioretention and bioswale: $23.57-$33.67/ft 2  (without underdrains) or $24.72-
$34.82/ft 2  (with underdrains) plus $18/ft for curb and gutter 

¶ Planter box: $23.62-$33.72/ft2 plus $18/ft for curb and gutter 

¶ Vegetated swale: $1.87-$1.94/ft2 

¶ Filter strip: $0.82-$0.89/ft2 
 
For a detailed list of items included in the above costs, see Table 15 in Appendix D. 
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Examples of Costs from Case Studies 
 
When evaluating the costs provided by the case studies, the reader should be aware that the 
information provided by each case study varied. For example, one estimate did not provide 
planting or soil costs, while other estimates did not include excavation or grading costs because 
those could not be accurately calculated for a specific green element when the costs available 
were for the entire project. 
 

Rayzor Ranch North ς Denton, Texas ς 2013-2014 
 

Rayzor Ranch North (officially Rayzor Ranch Marketplace) is a 100-acre retail center in Denton, 
Texas, with an ultimate build-out of approximately 800,000 ft2 of retailers, restaurants, and 
financial institutions. Rayzor Ranch North incorporates several iSWM site controls: a water 
quality pond, four bioretention areas, a pocket wetland, an enhanced swale, a filter strip, and 
several parking lot islands with filter strips as components in the treatment train. (An example of 
the parking lot island can be seen in Figure 31.) ¢Ƙƛǎ ŎŀǎŜ ǎǘǳŘȅ ƘƛƎƘƭƛƎƘǘǎ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ǇŀǊƪƛƴƎ 
lot islands and sawtooth curbs because the engineer/design firm had the most recent 
information available for those. 
 

 
Figure 31. Parking lot island with sawtooth curbs at Rayzor Ranch North, Denton, Texas.  
Source: Dunaway Associates.   

 
These are early treatment train areas. The water runs off the pavement through rock, grass, and 
mulch, which then drain into a wye inlet and down the storm system. Some rock and 
landscaping in the interior portion is included to help filter water. Each 36 ft. x 18 ft. island costs 
around $5,716, or $8.82/ft2. Details are included in Table 8. 
 
Table 8. Costs of a parking lot island with sawtooth curbs at Rayzor Ranch North.  

Item and quantity Cost 

108 linear feet concrete curb $756 

$10 per sawtooth opening at curb x 36 openings $360 

Wye inlet $1,500 

Trenching and haul off $55 per cubic yard x 15 cubic yard $825 

Furnishing and installing gravel fill $60 per cubic yard x 15 cubic yards  $900 

Landscaping (excludes irrigation) and river rock $1,375 

Total $5,716 
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Merritt Road ς Rowlett, Texas ς 2013 
 

The design for Merritt Road integrates sustainable features, 
including medians that contain native plantings, vegetated 
swales, and four bioretention systems (see Figure 32). These 
ŦŜŀǘǳǊŜǎ ŎƻƳōƛƴŜ ǘƻ ŦƻǊƳ ŀ άǘǊŜŀǘƳŜƴǘ ǘǊŀƛƴέ ŘǊŀƛƴŀƎŜ 
method: open vegetated swale, forebay sediment filtering, 
biological uptake of pollutants with native plantings, and 
filtration of water before discharge. The treatment train cost 
an estimated $270,700 for the 1.7 miles of roadway 
improvements. The system focuses on the application of low 
maintenance and cost-effective stormwater control design 
solutions aimed to improve water quality, reduce landscaping 
maintenance and irrigation demands, and provide cost 
savings. The life expectancy is 15 years without reduction in 
pollution removal efficiency. 

 
Elm Street Streetscape Improvements ς  
Dallas, Texas ς Spring 2015  
 
As part of its Complete Streets Initiative, the City of Dallas is 
reconstructing a portion of Elm Street, narrowing the streets, 
widening the sidewalks, improving drainage, improving accessibility, and upgrading water and 
wastewater mains. The design includes 26 rain gardens with native plants, pedestrian walks, and 
permeable pavement around tree wells in portions of the sidewalk. Figure 33 shows a plan for 
one of the rain gardens. With the constraint on the downstream drainage system, the use of 
stormwater for rain gardens helps conserve water and mitigate downstream effects.  
 
The 26 rain gardens cost a total of $378,000, or an average of $14,543 each. This estimate 
included bed preparation, top soil, compost, plants, mulch, rain garden inlets, and concrete 
bands. Other costs included irrigation and landscaping ($102,000) and maintenance over two 
years ($69,000).  
 

 
  

 
Figure 32. The construction of bioswales 
in the median on Merritt Road, Rowlett, 
Texas.  
Source: Freese & Nichols. 

Figure 33. Plan of rain 
garden planting for the 
Elm Street streetscape 
improvements.  
Source: CCA Landscape 
Architects. 
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Timber Creek High School ς Fort Worth, Texas ς 2009  
 

The Timber Creek High School project includes several green infrastructure elements, including 
bioswales, a desilting pond, a sediment pond and silt dam, and a retention pond, which controls 
peak discharges and captures stormwater that will be reused for irrigation (see Figure 34). Costs 
associated with the ponds are listed in Table 9. 
 

 
Figure 34. Green infrastructure elements at Timber Creek High School, Fort Worth, Texas.  
Source: Teague Nall & Perkins. 
 

!ƭƳƻǎǘ фл ŀŎǊŜǎ ŘǊŀƛƴ ƛƴǘƻ ǘƘŜ ǇƻƴŘ ǎȅǎǘŜƳΦ ¢ƘŜ ǿŜǎǘ ǇƻƴŘΩǎ ǾƻƭǳƳŜ ƛǎ мтΦм ŀŎǊŜ ŦŜŜǘΦ Lǘ Ƙŀǎ 
three aeration devices to oxygenate water and connects to the Trinity Well Aquifer. The east 
ǇƻƴŘΩǎ ǾƻƭǳƳŜ ƛǎ оΦн ŀŎǊŜ ŦŜŜǘΦ Lǘ Ƙŀǎ ƻƴŜ ŀŜǊŀǘƛƻƴ ŘŜǾƛŎŜ ǘƻ ƻȄȅƎŜƴŀǘe water and connects to 
the Paluxy Well Aquifer. Ponds filled to capacity provide approximately two weeks of irrigation 
before engaging the wells.  
 

Table 9. Costs of green infrastructure improvements at Timber Creek High School.  

Direct costs from the subcontractors that are part of the larger project 

Mass excavating including bioswales   $174,000 

Boulder and gabions                                          $416,000 

Wheaton wall                                               $108,000 

Outfall structure                                               $54,029 

Channel and dry creek bed                                  $20,000 

Underground storm drainage                $117,000 

Water wells drilling                                    $242,670 

Well completion and pumps $100,830 

Subtotal $1,232,529 

10% for general conditions, insurance, etc. $123,253 

Total $1,355,782 
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¢ƘŜ ǇǊƻƧŜŎǘΩǎ ƎǊŜŜƴ ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ ǎŀǾŜǎ ƳƻƴŜȅ ƛƴ ǘǿƻ ǿŀȅǎΦ CƛǊǎǘΣ ǘƘŜ ǎǘƻǊƳǿŀǘŜǊ ŦŜŜ ƛǎ 
reduced. Second, due to the reuse of stormwater in irrigation, the amount of potable water 
purchased is reduced. Annual demand is about 37.2 million gallons, which would cost $212,000 
per year if purchased from the Cƛǘȅ ǎǳǇǇƭȅΣ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ŎŀǎŜ ǎǘǳŘȅΩǎ ŎŀƭŎǳƭŀǘƛƻƴǎΦ ¢ƘŜ ǿŜƭƭ 
water cost, including electricity and maintenance, is $82,000 per year. The expected savings on 
water is $130,000 per year, a substantial savings that would pay for the above improvements in 
less than 11 years, even excluding the stormwater fee reduction. 

 
For costs for the following case studies, see Appendix F: 
 

¶ Perot Museum of Nature and Science ς Dallas, Texas 

¶ {ǘΦ {ǘŜǇƘŜƴΩǎ tŜŘŜǎǘǊƛŀƴ Green ς Austin, Texas 

¶ Bioretention for Stormwater Quality Improvement in Texas ς Bryan, Texas  

¶ Bagby Street Reconstruction ς Houston, Texas 
¶ Birnamwood Drive ς Houston (North Harris County), Texas  

¶ SE Clay Green Street ς Portland, Ore.  
¶ Area-wide Right-of-way Bioswale ς New York City, N.Y. 

¶ Clark Park Infiltration Bed (Basketball Court) ς Philadelphia, Pa.  

 
Maintenance Costs  
 
For a base point for costs, which illustrates the importance of including maintenance costs in the 
ǇǊƻƧŜŎǘΩǎ budget, see Table 16 in Appendix D. This is a condensed version of a table found in 
!ǇǇŜƴŘƛȄ DΣ ά/ƻǎǘ 9ǎǘƛƳŀǘŜǎ ŀƴŘ wŜƎǳƭŀǘƻǊȅ DǳƛŘŀƴŎŜέ ƻŦ ǘƘŜ San Antonio River Basin Low 
Impact Development Technical Guidance Manual. Maintenance costs were based on Water 
Environment Federation research with labor and equipment operating costs collected from 
TxDOT and municipalities. It does not include all bioretention and infiltration BMPs discussed in 
this guide. For examples of inspection and maintenance tasks for bioretention and bioswales, 
see Appendix F.  
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5.3 Trees: Structural Support and Runoff Retention 
 

 
Figure 35. Native trees create a shady grove at {ǘΦ {ǘŜǇƘŜƴΩǎ tŜŘŜǎǘǊƛŀƴ DǊŜŜƴΣ !ǳǎǘƛƴΣ ¢ŜȄŀǎ.  
Source: Reese Hyde. 

 

5.3.1  Overview  
 
Preserving and enlarging the tree canopy has emerged as an important goal over the past 
several years, accorŘƛƴƎ ǘƻ ǘƘŜ нллу ¦Φ{Φ /ƻƴŦŜǊŜƴŎŜ ƻŦ aŀȅƻǊǎ ǊŜǇƻǊǘ άtǊƻǘŜŎǘƛƴƎ ŀƴŘ 
5ŜǾŜƭƻǇƛƴƎ ǘƘŜ ¦Ǌōŀƴ ¢ǊŜŜ /ŀƴƻǇȅΣέ ǿƘƛŎƘ contained contributions from the cities of Frisco, 
McKinney, and Mesquite, Texas. This goal can also ōŜ ǎŜŜƴ ƛƴ 5ŀƭƭŀǎΩǎ ¦Ǌōŀƴ CƻǊŜǎǘ !ŘǾƛǎƻǊȅ 
CommitǘŜŜΣ ǿƘƻǎŜ Ƴƛǎǎƛƻƴ ƛǎ ǘƻ ŎƻƴǎŜǊǾŜ ŀƴŘ ǇǊƻƳƻǘŜ 5ŀƭƭŀǎΩǎ ǘǊŜŜ ŎŀƴƻǇȅΣ ŀƴŘ CƻǊǘ ²ƻǊǘƘΩǎ 
2006 tree ordinance, which aims for 30% tree canopy coverage citywide. 
 
Most recently, the Texas Trees Foundation and more than 40 North Texas cities partnered to 
create Tree North Texas. The Tree North Texas urban forestry initiative is the largest in the 
nation, aiming to plant 3 million trees in North Texas over the next 10 years. While that number 
seems immense, so is the number of trees lost during the 2011 Texas drought. Approximately 
300 million rural trees and 5 million urban trees died, reported a Texas A&M Forest Service 
survey. In North Texas, the drought-related mortality was approximately 8.3%, which equals 
30.9 million trees. In addition, other trees have reached the end of their natural lifespans, 
succumbed to disease or insects, or were removed to make room for development. In other 
words, those 3 million trees will be ŎǊǳŎƛŀƭ ƛƴ ǇǊŜǎŜǊǾƛƴƎ ǘƘŜ ǊŜƎƛƻƴΩǎ ǘǊŜŜ ŎŀƴƻǇȅΦ  
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5.3.2  Potential Benefits  
 

¶ Environmental benefits from rainfall interception and increased infiltration. By 
intercepting rainfall and helping increase infiltration, trees reduce runoff volume and 
surface transport rates. A Tree City USA Bulletin states that the urban forest can 
decrease annual runoff by 2%-7%; furthermore, as much as 65%-100% of rainfall can be 
retained when trees are combined with other natural landscaping. Through their 
canopies and roots, trees contribute to soil stabilization, cleaner water, and 
groundwater recharge. Interception also helps reduce erosion of barren ground. 
 

¶ Reduced urban heat island effect and reduced energy consumption. Trees help 
mitigate the urban heat island effect by releasing water into the atmosphere and 
providing shade, which can also help reduce energy consumption. Building surfaces 
have been shown to be cooled by up to 45°F, the Dallas Sustainable Skylines Initiative 
(DSSI) reports. Trees can also reduce wind speeds, which can have a significant impact 
ƻƴ ǘƘŜ ŜƴŜǊƎȅ ƴŜŜŘŜŘ ŦƻǊ ƘŜŀǘƛƴƎΦ ! ǘǊŜŜΩǎ ŀōƛƭƛǘȅ ǘƻ ǇǊƻǾƛŘŜ ǎƘŀŘŜ ŀƴŘ ōƭƻŎk winds can 
result in reduced building energy consumption.   
 

¶ Improved air quality. Because building energy consumption can be reduced with 
properly placed trees, trees help reduce greenhouse gas emissions, the Center for 
Neighborhood Technology reports. Trees can reduce atmospheric CO2 levels through 
direct absorption. They also absorb pollutants and intercept particulate matter. In the 
нлмп ŀǊǘƛŎƭŜ άTree and Forest Effects on Air Quality and Human Health in the United 
{ǘŀǘŜǎέ by Nowak et al. (2014), researchers found that the total amount of pollution 
removed in 2010 by trees and forests in the conterminous United States was 17.4 
million tons. States with the highest pollution removal amounts were California, 
Georgia, and Texas (see Figure 36).  

 

 
Figure 36. Estimated pollutant removal (NO2, O3, PM2.5, SO2) per square kilometer of land by 
trees per county in 2010.  
Source: Nowak et al., Environmental Pollution. 2014. 
 

¶ Improved community and livability. Trees can improve community aesthetics, provide a 
sense of place, and increase recreational opportunities by providing shade for hot areas. 
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They can also reduce local noise pollution by decreasing sound transmission. As an 
element of nature, trees can help restore the mind from mental fatigue. The movement 
pattern created by trees moving softly and rhythmically in a light breeze helps support a 
ŎŀƭƳΣ ǎǘŀōƭŜ ƳŜƴǘŀƭ ǎǘŀǘŜΣ ǿƘƛŎƘ ŎƻǳƭŘ ƛƴ ǘǳǊƴ ŀƛŘ ǇŀǘƛŜƴǘǎΩ ǊŜŎƻǾŜǊȅ ƻǊ ƛƳǇǊƻǾŜ ǿƻǊƪŜǊ 
or student productivity, a University of Washington research summary reports in its 
άDǊŜŜƴ /ƛǘƛŜǎΥ DƻƻŘ IŜŀƭǘƘέ research division. The cooling functions of trees can also 
reduce heat-related illnesses and fatalities.  
 

¶ Provision of wildlife habitat, especially when native plant species are used. 
 

¶ Economic benefits. These benefits include energy savings, stormwater management, 
carbon storage, human health, quality of life, and air quality improvements. Trees can 
also increase property values. 
 
Although the initial cost of new tree plantings can be high, from $200 to $400 per tree, 
with maintenance, liability, and administration adding costs, the DSSI report stated that 
the net benefit can still outweigh the cost by as much as three to one. Estimated net 
annual benefits of street trees range from $30 to $90 per tree.  
 
Trees may increase property values up to 15%, the Missouri Department of 
Conservation reported, boosting ŀ ŎƻƳƳǳƴƛǘȅΩǎ ƻǾŜǊŀƭƭ ǘŀȄ ōŀǎŜ and helping to pay for 
streets, schools, and police. Research by Kathleen L. Wolf at the University of 
Washington showed that shoppers in areas with street trees come more often, stay 
longer, and feel more positive about their purchases. Research by E. Gregory McPherson 
and Jules Muchnick noted that shade from trees protects pavement from high surface 
temperatures. Lowered surface temperatures make pavement less prone to rutting and 
cracking and increase ǇŀǾŜƳŜƴǘΩǎ ŘǳǊŀōƛƭƛǘȅΦ ¢ƘŜƛǊ ŦƛƴŘƛƴƎǎ ǎǳƎƎŜsted that extensive 
shade can decrease the need for repaving, possibly by up to 25 years on a heavily 
shaded street, which translates into decreased spending.  
 
Nowak et al. (2014) ŦƻǳƴŘ ǘƘŀǘ ǘƘŜ ǘǊŜŜǎΩ Ǉƻƭƭǳǘŀƴǘ ǊŜƳƻǾŀƭ ƻŦ мтΦп Ƴƛƭƭion tons had a 
human health value of $6.8 billion. Most of the health values were derived from urban 
trees. The effects of reducing human mortality dominated these benefits;  researchers 
found a national reduction of more than 850 incidences of human mortality. Other 
substantial health benefits include the reduction of more than 670,000 incidences of 
acute respiratory symptoms, 430,000 incidences of asthma exacerbation, and 200,000 
school loss days. 
 

For an example of quantified ecosystem service benefits, see Appendix F (Section F.2.1) for a 
summary of Southern Methodist ¦ƴƛǾŜǊǎƛǘȅΩǎ ŎŀƳǇǳǎ ǘǊŜŜ ƛƴǾŜƴǘƻǊȅ done by the Texas Trees 
Foundation.  
 

5.3.3  Limitations/Considerations 
 
To provide as many benefits as possible, trees need to live a full, healthy lifespan. Unfortunately, 
tree roots can suffer from soil compaction and lack of space in urban spaces, causing higher tree 
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mortality and increased replanting costs. Structural soil, tree pits, and Silva Cells are a few ways 
to counter these issues. Planting the right tree in the right place is also key to obtaining the most 
benefits. For more information, see 
http://forestry.usu.edu/files/uploads/PlantingTreesEnergyConservation.pdf. 
 
Structural Soil 
 
Structural soil is a medium made of a mixture of rock and soils that can be compacted to 
pavement design and installation requirements while permitting root growth. According to a 
Tree City USA Bulletin, it is one of the most significant urban forestry developments in recent 
decades. Structural soil can be used under sidewalks and parking lots to provide the strength 
needed for paving or compaction while supplying tree roots with a comfortable environment.  
 
The use of structural soil provides several benefits, according to the bulletin.  
 
Ɇ It provides a reservoir for runoff that can then percolate deeper into the subsoil and 

potentially recharge groundwater. Notes: Soil type affects infiltration. With poor 
infiltration rates, drain pipes may be necessary.  

Ɇ It allows deeper root development, which translates into larger tree canopies, more 
intercepted precipitation, and more uptake by roots for transpiration. 

Ɇ It can be used under paved areas. 
Ɇ Normal amounts of surface pollutants are intercepted before reaching waterways.  
Ɇ The space can be shared with utilities. 

 
Tree Pits 
 
Traditional tree pits can also contribute to runoff retention, especially if they are engineered for 
water to drain into the pits with sloping pavement, curbs with inlets, and so on. The Tree City 
USA Bulletin recommends using greater soil volume, connecting pits with trenches, and ensuring 
that either the subsoil can receive percolating water or that a drain system is implemented to 
prevent drowning of the root system. 
 
Silva Cells 
 
Silva Cells, crate-like structures filled with soil, possess similar engineering attributes to 
structural soil and provide even more growing space for roots, the Tree City USA Bulletin 
reports. Acting as modular building blocks, they can contain healthy soil beneath paving while 
accommodating surrounding utilities and supporting traffic loads. According to DeepRoot Green 
Infrastructure, the manufacturer of Silva Cells, through soil filtration, bioremediation, and 
evapotranspiration, the Silva Cell helps treat stormwater on site, restoring ecosystem services 
and saving money while protecting an incredibly valuable resource. 
 
Common applications include breakout zones, parking lots, streetscapes, and plazas.  
Installations in the North Texas region include Sundance Square Plaza in Fort Worth (installed in 
October 2013) and Main Street in downtown Rowlett (installed in July 2014).  
 

http://forestry.usu.edu/files/uploads/PlantingTreesEnergyConservation.pdf
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5.3.4  Costs and Life Expectancy for Silva Cells 
 
Converted from two old surface parking lots, the Sundance 
Square Plaza (see Figure 37) includes two rows of Cedar Elms 
ŀƭƻƴƎ ǘƘŜ ǇƭŀȊŀΩǎ ǇŜǊƛƳŜǘŜǊΦ According to a case study done by 
DeepRoot, tƘŜ ǇǊƻƧŜŎǘΩǎ ƭŀƴŘǎŎŀǇŜ ŀǊŎƘƛǘŜŎǘ ǳǎŜŘ фсл ŦǊŀƳŜǎ ŀƴŘ 
480 decks for the 18 trees to prevent soil compaction, foster 
growth, support a large canopy to provide shade, and use 
innovative irrigation techniques. The average soil volume per 
tree was 800 cubic feet.  
 
For the Rowlett project (see Figure 38), trees previously installed 
in the area were not thriving due to poor soil condition, the 
landscape architect reported. Wanting the best possible outcome for the large investment in 
trees, the firm recommended the use of Silva Cells. The City installed enough cells to provide 61 
trees with an average soil volume of 350 cubic feet. Rather than containing a tree in a 6 ft. x 6 ft. 
tree well, the trees in downtown Rowlett are all connected by 6 ft. x 80 ft. trenches, which gives 
the roots more space to grow. In addition, the adjacent concrete sidewalk is expected to need 
less maintenance because roots should have space to 
grow down rather than push the sidewalk up. The cost of 
the Silva Cells fror the contractor to furnish and install 
(including excavation, the Silva Cell material and 
miscellaneous materials such as drainage system, and 
aggregate) was $23 per cubic foot based on a quantity of 
21,000 cubic feet for a total of $483,000.  
 
{ƛƭǾŀ /ŜƭƭǎΩ ƛƴƛǘƛŀƭ Ŏƻǎǘǎ ŀǊŜ ƳǳŎƘ ƘƛƎƘŜǊ ǘƘŀƴ ǘƘŀǘ ƻŦ 
standard tree installation. The design engineer for the 
Rowlett project estimated standard costs for trees and 
installation (without subsurface soil improvements) at 
$1,500 per tree. Costs of trees with Silva Cells, including 
Silva Cell material, excavation, and soil replacement of the 
entire Silva Cell installation, were estimated at $5,000 per tree. Costs depend on several factors, 
including site characteristics, the quantity of frames and decks, the tree size, and stormwater 
treatment goals. The manufacturer estimates that a Silva Cell system costs $14-$15 per cubic 
foot, not including the base course, the final paving, and the tree. (Each frame is 48 inches long 
by 24 inches wide by 16 inches high and holds about 10 cubic feet of soil.) 
 
DeepRoot created a lifecycle analysis using the i-Tree tool, which is available at 
www.deeproot.com/silvapdfs/resources/articles/LifecycleCostAnalysis.pdf. The DeepRoot 
analysis shows the urban tree net lifecycle cost for a 50-year study period, based on typical costs 
and benefits for Minneapolis, Minn., to be approximately $3,000 for the tree without Silva Cells, 
and approximately $25,500 for the tree with Silva Cells. Even though installation costs and total 
maintenance costs of trees installed with Silva Cells are initially higher than those of a standard 
tree installation, the benefits from reduced building energy costs, stormwater interception, 
increased property values, and net value of carbon absorption are expected to provide a 

 
Figure 38. Trees installed with Silva Cells in 
Rowlett, Texas.  
Source: La Terra Studio. 

 
Figure 37Φ {ǳƴŘŀƴŎŜ {ǉǳŀǊŜ tƭŀȊŀΩǎ 
Silva Cell installation.  
Source: DeepRoot Green 
Infrastructure. 

http://www.deeproot.com/silvapdfs/resources/articles/LifecycleCostAnalysis.pdf
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substantial cost savings. Unlike a traditional tree installation, Silva Cells can provide bioretention 
and help a project achieve a stormwater fee credit, providing further cost savings.  
 
Trees are also expected to have a much longer lifespanτ50 years versus 13 years. The longer 
lifespan gives trees the chance to grow to their full potential and provide more ecosystem 
service benefits, which also saves money due to the decreased frequency of purchasing and 
planting.  
 
A Landscape Architecture Foundation (LAF) 
case study provides a real-world example: 
the Uptown Normal Street and Streetscape 
Project in Normal, Ill. This 2010 
redevelopment project includes a new 
roundabout and Town green that 
incorporates stormwater management and 
public recreation into a vibrant gathering 
space (Figure 39). The streetscape features 
tree wells with Silva Cells. These cells provide 
67 street trees with generous space for root 
growth in uncompacted soil, which also 
absorbs and filters runoff from downtown 
sidewalks. 
 
Some of the benefits listed by the LAF case 
study: 
 
¶ Prevents 1.4 million gallons of stormwater per year from entering the municipal storm 

sewer by directing runoff into tree wells and planter areas with underground structural 
cells, which also recharges groundwater. 

¶ Saves $61,000 in tree purchase and installation costs over 50 years by more than tripling 
the expected lifespan of street trees from 13 to 50+ years through the use of 
underground structural cells. 

¶ Sequesters at least 10,790 pounds of carbon annually in 104 new trees. 
 
 
 
 
 

  

 
Figure 39Φ ¦Ǉǘƻǿƴ bƻǊƳŀƭΩǎ ƴŜǿ ǊƻǳƴŘŀōƻǳǘ ŀƴŘ 
Town green features tree wells with Silva Cells.   
Source: Town of Normal. 
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FUNDING RESOURCES 
 
The below list includes some funding resources related to green infrastructure. Webpage links 
are provided for further information.     
 

¶ American Trails 
www.americantrails.org 
 
¢Ƙƛǎ ǿŜōǎƛǘŜ ƛƴŎƭǳŘŜǎ ǎŜǾŜǊŀƭ ǿŜōǇŀƎŜǎΣ ƛƴŎƭǳŘƛƴƎ ǘƘŜ άCǳƴŘƛƴƎ ŀƴŘ wŜǎƻǳǊŎŜǎέ ǿŜōǇŀƎŜ 
(www.americantrails.org/resources/funding/index.html), 
that provides grant and funding opportunity information as well as tips on grant writing.  
 

¶ b/¢/hDΩǎ {ǳǎǘŀƛƴŀōƭŜ 5ŜǾŜƭƻǇƳŜƴǘ CǳƴŘƛƴƎ tǊƻƎǊŀƳ 
www.nctcog.org/trans/sustdev/fundingprogram.asp 
 
This program is designed to address existing transportation system capacity, rail access, air 
quality concerns, and/or mixed use development in and around historic downtowns and 
Main Streets, in infill areas, along passenger rail lines, and at rail stations. Three Calls for 
Projects were conducted in 2001, 2006, and 2010 to fund Sustainable Infrastructure, 
Landbanking, and Planning projects. 
 

¶ State Energy Conservation Office (SECO), Renewable Energy Incentives 
www.seco.cpa.state.tx.us/re/incentives.php 
 
The website as of March 2017 lists the following: 
 

o SECO funding opportunities for renewable energy, energy efficiency, and energy 
conservation projects and initiatives (www.seco.cpa.state.tx.us/funding/) 

o Texas Tax Code Incentives for Renewable Energy Systems with a listing of property 
tax exemptions, franchise tax exemptions, and franchise tax deductions 
(www.seco.cpa.state.tx.us/re/incentives-taxcode-statutes.php) 

o The Database of State Incentives for Renewable Energy (DSIRE), which provides 
information on federal & state efficiency incentives (http://www.dsireusa.org/) 

o U.S. Department of Agriculture (USDA) Rural Energy for America Program, which 
provides assistance for energy audits, renewable energy technical assistance, and 
renewable energy site assessments to agricultural producers and rural small 
businesses (http://www.rd.usda.gov/programs-services/rural-energy-america-
program-energy-audit-renewable-energy-development-assistance) and provides 
guaranteed loan financing and grant funding to agricultural producers and rural 
small businesses to purchase and install renewable energy systems or make energy 
efficiency improvements (www.rd.usda.gov/programs-services/rural-energy-
america-program-renewable-energy-systems-energy-efficiency)  

 
 
 

http://www.americantrails.org/
http://www.americantrails.org/resources/funding/index.html
http://www.nctcog.org/trans/sustdev/fundingprogram.asp
http://www.seco.cpa.state.tx.us/re/incentives.php
http://www.seco.cpa.state.tx.us/funding/
http://www.seco.cpa.state.tx.us/re/incentives-taxcode-statutes.php
http://www.dsireusa.org/
http://www.rd.usda.gov/programs-services/rural-energy-america-program-energy-audit-renewable-energy-development-assistance
http://www.rd.usda.gov/programs-services/rural-energy-america-program-energy-audit-renewable-energy-development-assistance
http://www.rd.usda.gov/programs-services/rural-energy-america-program-renewable-energy-systems-energy-efficiency
http://www.rd.usda.gov/programs-services/rural-energy-america-program-renewable-energy-systems-energy-efficiency
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¶ Nonpoint Source Grants for Cleaning Up or Preventing Water Pollution  
https://www.tceq.texas.gov/waterquality/nonpoint-source/grants/grant-pgm.html 
 
The Texas Commission on Environmental Quality and Texas State Soil and Water 
Conservation Board administer federal grants for activities that prevent or reduce nonpoint 
source pollution, such as development and implementation of watershed protection plans, 
implementation of both technology-based and water quality-based management measures, 
low-impact development practices, and retrofits of stormwater control structures.  
 

¶ Texas Community Development Block Program (TCDP)  
https://www.texasagriculture.gov/GrantsServices/RuralEconomicDevelopment/RuralComm
unityDevelopmentBlockGrant(CDBG).aspx and  
www.nctcog.org/envir/SEEDevEx/tcdp/index.asp   
 
The TCDP provides grant funding to cities and counties for improvement of water and sewer 
systems, other public facilities, and housing.  

 
o The Community Development Fund is available on a biennial basis through regional 

competition for assistance to eligible cities and counties to address public facilities 
and housing needs. Eligible activities include infrastructure projects such as sewer 
and water system improvements, street, bridge, and drainage improvements, and 
housing rehabilitation.  

o Other funds that may relate to green infrastructure: The Community Enhancement 
Fund, which includes enhancements that address public health, public safety, and 
renewable energy as part of a public facility; the Downtown Revitalization and Main 
Street Programs, for public infrastructure improvements that aid in the elimination 
of a blighted area; the Planning and Capacity Building Fund, which is for local public 
facility and housing planning activities to help prepare a comprehensive plan or any 
of its components; and the Small Towns Environment Program Fund, which provides 
assistance for solving water and sewer problems using self-help methods. 
 

¶ Texas Department of TransportationΩǎ Transportation Alternatives Set-Aside Call for 
Projects.  
www.txdot.gov/inside-txdot/division/public-transportation/local-assistance.html 
and www.nctcog.org/trans/sustdev/landuse/step/index.asp 
 
The TA Set-Aside, as administered by the department, provides funding for a variety of 
alternative transportation projects, including on- and off-road pedestrian and bicycle 
facilities, infrastructure for non-driver access to public transportation, projects that enhance 
mobility, and Safe Routes to School infrastructure projects.  
 
 

 
 
 
 

https://www.tceq.texas.gov/waterquality/nonpoint-source/grants/grant-pgm.html
https://www.texasagriculture.gov/GrantsServices/RuralEconomicDevelopment/RuralCommunityDevelopmentBlockGrant(CDBG).aspx
https://www.texasagriculture.gov/GrantsServices/RuralEconomicDevelopment/RuralCommunityDevelopmentBlockGrant(CDBG).aspx
http://www.nctcog.org/envir/SEEDevEx/tcdp/index.asp
http://www.txdot.gov/inside-txdot/division/public-transportation/local-assistance.html
http://www.nctcog.org/trans/sustdev/landuse/step/index.asp
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¶ Texas Parks and Wildlife, Recreation Grants Program 
www.tpwd.state.tx.us/business/grants/trpa/ 
 
These programs help to build new parks, conserve natural resources, provide access to 
water bodies, develop educational programs for youth, and much more. The National 
Recreation Trails Fund grant projects could include both motorized and non-motorized 
recreational trail projects such as the construction of new recreational trails, improvements 
to existing trails, development of trailheads or trailside facilities, and acquiring trail 
corridors. 
 

¶ ¢ŜȄŀǎ ²ŀǘŜǊ 5ŜǾŜƭƻǇƳŜƴǘ .ƻŀǊŘΩǎ /ƭŜŀƴ ²ŀǘŜǊ {ǘŀǘŜ wŜǾƻƭǾƛƴƎ CǳƴŘ ό/²{wCύ  
www.twdb.texas.gov/financial/programs/CWSRF/index.asp  
 
The CWSRF provides low-cost financial assistance for planning, design, and construction of 
wastewater infrastructure. Eligible applicants include cities, counties, districts, river 
authorities, other public bodies, and private entities. Financial assistance can be utilized for 
wastewater treatment facilities, collection systems, wastewater recycling and reuse 
improvements, stormwater pollution control, non-point source pollution control, estuary 
management project, and eligible green project reserve components. 

 

¶ ¢ŜȄŀǎ ²ŀǘŜǊ 5ŜǾŜƭƻǇƳŜƴǘ .ƻŀǊŘΩǎ DǊŜŜƴ tǊƻƧŜŎǘ wŜǎŜǊǾŜ 
www.twdb.texas.gov/financial/programs/green/index.asp 
 
The Green Project Reserve aims to fund projects that utilize green or soft-path practices to 
complement and augment hard or gray infrastructure; adopt practices that reduce the 
environmental footprint of water and wastewater treatment,  collection, and distribution; 
help utilities adapt to climate change; adopt more sustainable solutions to wet weather 
flows; provide mechanisms to reinvest savings from reductions in water loss and energy 
conservation; and promote innovative approaches to water management problems.  
 

¶ ¦Φ{Φ 5ŜǇŀǊǘƳŜƴǘ ƻŦ !ƎǊƛŎǳƭǘǳǊŜΩǎ wǳǊŀƭ 5ŜǾŜƭƻǇƳŜƴǘ ²ŀǘŜǊ ŀƴŘ ²ŀǎǘŜ 5ƛǎǇƻǎŀƭ [ƻŀƴ ŀƴŘ 
Grant Program  
www.rd.usda.gov/programs-services/water-waste-disposal-loan-grant-program 
 
This program provides funding to households and businesses in eligible rural areas through 
long-term, low-interest loans and, if funds are available, grants combined with a loan for 
stormwater drainage and other systems. 
 

¶ ¦Φ{Φ 5ŜǇŀǊǘƳŜƴǘ ƻŦ IƻǳǎƛƴƎ ŀƴŘ ¦Ǌōŀƴ 5ŜǾŜƭƻǇƳŜƴǘΩǎ Sustainable Communities Regional 
Planning (SCRP) Grant Program  
http://portal.hud.gov/hudportal/HUD?src=/program_offices/economic_resilience/sustainab
le_communities_regional_planning_grants 
 
This program supports locally led collaborative efforts that bring together diverse interests 
from many municipalities in a region to determine how best to target housing, economic 
and workforce development, and infrastructure investments to create more jobs and 

http://www.tpwd.state.tx.us/business/grants/trpa/
http://www.twdb.texas.gov/financial/programs/CWSRF/index.asp
http://www.twdb.texas.gov/financial/programs/green/index.asp
http://www.rd.usda.gov/programs-services/water-waste-disposal-loan-grant-program
http://portal.hud.gov/hudportal/HUD?src=/program_offices/economic_resilience/sustainable_communities_regional_planning_grants
http://portal.hud.gov/hudportal/HUD?src=/program_offices/economic_resilience/sustainable_communities_regional_planning_grants
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regional economic activity. One example is the Heart of Texas Council of Governments 
award to develop a regional plan that includes the following areas: housing; transportation; 
water; infrastructure; air quality; solid waste; community engagement and engagement 
resources; entrepreneurship and small business; community priorities, needs, and concerns; 
issues creating disparities in access; economic vulnerability points, both for physical 
communities and for characteristic communities; and climate vulnerability points, especially 
drought and subsequent flooding.  

 

¶ ¦Φ{Φ 5ŜǇŀǊǘƳŜƴǘ ƻŦ ǘƘŜ LƴǘŜǊƛƻǊΩǎ wƛǾŜǊΣ ¢ǊŀƛƭǎΣ ŀƴŘ /ƻƴǎŜǊǾŀǘƛƻƴ !ǎǎƛǎǘŀƴŎŜ tǊƻƎǊŀƳ 
www.nps.gov/orgs/rtca/index.htm 
 
This program helps communities improve parks, establish trails, access rivers, and protect 
special places. 
 

¶ U.S. Economic Development Administration (EDA) Public Works programs 
www.eda.gov/ 
 
This program aims to empower distressed communities to revitalize, expand, and upgrade 
their physical infrastructure to attract new industry, encourage business expansion, diversify 
local economies, and generate or retain long-term, private sector jobs and investment. 
 

¶ U.S. Environmental Protection Agency. Getting to Green: Paying for Green Infrastructure ς 
Financing Options and Resources for Local Decision-Makers. December 2014. EPA 842-R-14-
005. Available online at www2.epa.gov/sites/production/files/2015-
02/documents/gi_financing_options_12-2014_4.pdf.   
 
This document summarizes various funding sources that can be used to support stormwater 
management programs or finance individual projects.  Each type of funding source is 
illustrated by several municipal programs and contains a list of additional resources.  A 
comparative matrix describes the advantages and disadvantages of the various funding 
sources. 
 

http://www.nps.gov/orgs/rtca/index.htm
http://www.eda.gov/
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APPENDIX A: NCTCOG CASE STUDIES 
 

A.1 NCTCOG Questionnaire Sent to Case Studies 
 

Contact Name: 
Email Address:  
Phone Number: 

Entity and Relationship to Project: 

Project Name: 
Project Location: 
Project Completion Date: 
Size of Project (acres, miles, or square feet):  
If you know the impervious area as well as the total size, please let us know both. 

 

1. Project Description (one or two paragraphs)  
If you prefer that we create the description, provide a link to a previous case study or preferred webpage.  

 

2. Reasons the Project Used Green Practices Versus Traditional  

 
3. Land Use/Project Type 

 δPark/open space 

 δInstitutional 

 δCommercial 

 δGreyfield or brownfield redevelopment 

 δTransportation 

 δStreetscape  

 δRecreational trail 

 δOther: ________ 

 

4. Green Features (Note: The features should be relevant for transportation projects.) 
 

 δPermeable pavement in roadway, alley, parking lot, or sidewalk 

 δPermeable pavers in parking lot or sidewalk 

 δRecycled materials for roadway or trail construction 

 δGreen trail materialsτplease list: ____________ 
Ex: Native soil with ecofriendly binder, specific recycled materials, porous pavement, etc.   

 δBioretention or rain garden 

 δBioswale   

 δEnhanced swale 

 δGrass channel (vegetated swale) 

 δFilter strip 

 δInfiltration trench  

 δStormwater pond 

 δXeric species  
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 δTreesτwith Silva Cells 

 δTreesτwithout Silva Cells 

 δLED lighting 

 δSolar lighting 

 δLED and solar lighting  

 δOther: ___________            

 
5. Key Design Features 
 

6. Costs 
²ŜΩŘ ƭƛƪŜ ŀǎ ƳǳŎƘ ƛƴŦƻǊƳŀǘƛƻƴ ŀǎ ȅƻǳ Ŏŀƴ ǇǊƻǾƛŘŜΦ {ŜǇŀǊŀǘŜ ǘƘŜ costs for each element, if possible. If not 
possible, please provide what you can or send us bid tabulations.  

Estimated cost of each green element: 

Element:____________ Quantity: ________ Total cost: $_______  
Element:____________ Quantity: ________ Total cost: $_______ 
Element:____________ Quantity: ________ Total cost: $_______ 
 
or green features as percentage of overall project cost ______% 

or sending bid tabulation: δ  
 
B. Cost of entire project: $__________ 

7. Maintenance Requirements  
 

8. Expected Lifetime of Green Elements (if known)  

 

9. Project Challenges 

 δHigh material costs 

 δHigh maintenance 

 δCodes/ordinances 

 δOther: ____________ 

 
10. Lessons Learned (optional) 

 

11. Social, Environmental, and Economic Benefits 

 δWater quality improvements  

 δRunoff reduction  

 δGroundwater recharge  

 δStormwater peak rate reduction  

 δReduced urban heat island effect  

 δAir quality improvements 

 δIncreased open space  

 δEnergy efficiency 

 δReduced construction costs (compared to gray infrastructure) 

 δIncreased property values 

 δIncreased potential for economic development 
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 δTraffic calming/pedestrian safety 

 δPublic education opportunity 

 δImproved community aesthetics 

 δOther: _____________ 
 
If you have specific information about the above benefits you want to share, please include here: 

 
12. Images 

Do you have photos, images, or diagrams that you can give us permission to use? Please send them to us 
when you submit this form. Supply credits here: 

 

13. Links 

If you have one to two links you would like us to include for more information, please list them here:  
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A.2 Project Contacts and Links for More Information 
 

Table 10. List of case studies, project contacts, and links for more information. 
Case 
Study 
No. 

Project Name Location Project Contact and 
Relationship to Project 

Links Provided in Case Study Questionnaires for More Information 

1 The Green at 
College Park 

Arlington, 
Texas 

Schrickel, Rollins & 
Associates (Landscape 
Architect, Architect, and 
Civil Engineer) 

None 

2 South Main 
Reconstruction 
Parking Lot 

Carrollton, 
Texas 

City of Carrollton 
(Project Owner) 

None 

3 Red Oak Creek 
Trail 

Cedar Hill, 
Texas 

City of Cedar Hill 
(Project Owner) 

None 

4 Congo Street 
Initiative 

Dallas, Texas bcWORKSHOP 
(Designer) 

bcWORKSHOP webpage, ά/ƻƴƎƻ Street LƴƛǘƛŀǘƛǾŜΣέ January 11, 2013: 

www.bcworkshop.org/posts/congo-street-initiative  

5 Dallas Urban 
Reserve 

Dallas, Texas Kevin Sloan Studio 
(Landscape Architect, 
Planning Consultant) 

Kevin Sloan Studio webpage: www.kevinsloanstudio.com/  

6 Elm Street 
Streetscape 
Improvements 

Dallas, Texas City of Dallas (Project 
Owner) 

None 

7 Katy Trail Dallas, Texas City of Dallas (Project 
Owner) and Friends of 
the Katy Trail 
(Maintainer) 

None 

8 Perot Museum 
of Nature and 
Science 

Dallas, Texas Talley Associates 
(Landscape Architect) 

Perot Museum of Nature and Science website: www.perotmuseum.org/ 
 
¢ŀƭƭŜȅ !ǎǎƻŎƛŀǘŜǎ ǿŜōǇŀƎŜΣ άtŜǊƻǘ aǳǎŜǳƳ ƻŦ bŀǘǳǊŜ ŀƴŘ {ŎƛŜƴŎŜέΥ 
http://talleyassociates.com/perot-museum.html 
 

http://www.bcworkshop.org/posts/congo-street-initiative
http://www.kevinsloanstudio.com/
http://www.perotmuseum.org/
http://talleyassociates.com/perot-museum.html


 

78 
 

 

 

Case 
Study 
No. 

Project Name Location Project Contact and 
Relationship to Project 

Links Provided in Case Study Questionnaires for More Information 

9 Trinity River 
Audubon Center 

Dallas, Texas City of Dallas (Project 
Owner) and Trinity River 
Audubon Center 
(Operator) 

None 

10 Oncor LED 
Streetlight Pilot 
and Technical 
Evaluation 
Program  

Dallas-Fort 
Worth Area, 
Texas 

Oncor (Project Owner) Oncor LED Streetlight Pilot & Technical Evaluation Update, a 2012 presentation by 
Michael Navarro, Oncor Electric Delivery:   
http://apps1.eere.energy.gov/buildings/publications/pdfs/ssl/ 
msslc_dallas2012_navarro.pdf 
 

11 Rayzor Ranch Denton, 
Texas 

Dunaway Associates 
(Engineer and Designer) 

Post-Established iSWM Maintenance Plan for Rayzor Ranch North by Dunaway 
Associates: http://iswm.nctcog.org/Documents/iTools/Case_Studies/ 
Rayzor/Rayzor_iSWM_Maint.pdf 
 
Final iSWM Study Report ς Rayzor Ranch Addition: 
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor/ 
Rayzor_Ranch_iSWM_Report.pdf  
 
iswm Tools ς /ŀǎŜ {ǘǳŘƛŜǎ ǿŜōǇŀƎŜ ά[ƻŎŀƭ tǊƻƧŜŎǘǎ ¦ǎƛƴƎ ƛ{²a tǊƛƴŎƛǇƭŜǎ ς Rayzor 
wŀƴŎƘ bƻǊǘƘέΥ http://iswm.nctcog.org/Documents/iTools/Case_Studies/ 
Rayzor_CS.asp 
 

12 Fort Worth 
Nature Center 
and Refuge 
Green Parking 
Lot  

Fort Worth, 
Texas 

Fort Worth Nature 
Center & Refuge 
(Project Owner)  

Fort Worth Nature Center and Refuge webpage: www.fwnaturecenter.org/ 
 
Teague Nall & Perkins webpage on the Fort Worth Nature Center: 
www.tnpinc.com/project/fort-worth-nature-center/ 
 

13 Historic Handley 
Urban Village 
Streetscape 
Project 

Fort Worth, 
Texas 

City of Fort Worth 
(Project Owner) 

None 

http://apps1.eere.energy.gov/buildings/publications/pdfs/ssl/msslc_dallas2012_navarro.pdf
http://apps1.eere.energy.gov/buildings/publications/pdfs/ssl/msslc_dallas2012_navarro.pdf
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor/Rayzor_iSWM_Maint.pdf
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor/Rayzor_iSWM_Maint.pdf
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor/Rayzor_Ranch_iSWM_Report.pdf
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor/Rayzor_Ranch_iSWM_Report.pdf
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor_CS.asp
http://iswm.nctcog.org/Documents/iTools/Case_Studies/Rayzor_CS.asp
http://www.fwnaturecenter.org/
http://www.tnpinc.com/project/fort-worth-nature-center/
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14 Mountain Creek 
Lake Park Trail  

Grand 
Prairie, Texas 

City of Grand Prairie 
(Project Owner) 

None 

15 Timber Creek 
High School 

Keller, Texas Teague Nall and Perkins, 
Inc. 
(Engineer/Landscape 
Architect)  

None 

16 Downtown 
Rowlett 
Streetscape 

Rowlett, 
Texas 

La Terra Studio 
((Landscape Architect) 
and Kimley-Horn 
(Design Engineer) 
 

Downtown Rowlett Tour video:  https://www.youtube.com/watch?v=8_q2R5QMDMw 
 
 

17 Merritt  Road Rowlett, 
Texas 

Freese and Nichols 
(Consultants) 

Sustainable Public Right-of-Way Principles ς Merritt Road presentation: 
www.nctcog.org/envir/SEEDevEx/pubworks/documents/ 
2011/4-Dennis_Abraham_Merritt_Rd_PWR.pdf 
 

18 St. Stephen's 
Pedestrian 
Green  

Austin, Texas Resource Design 
(Designer and 
Landscape Architect) 

wŜǎƻǳǊŎŜ 5ŜǎƛƎƴΩǎ ǿŜōǇŀƎŜΥ www.ResourceDesignAustin.com 
 

19 Bioretention for 
Stormwater 
Quality 
Improvement in 
Texas  

Bryan, Texas Texas A&M 
University/Texas A&M 
Transportation Institute 
(Researcher) 

Li, Ming-Iŀƴ Ŝǘ ŀƭΦ ²ŀǘŜǊ 9ƴǾƛǊƻƴ wŜǎΦΣ aŀȅ нлмпΣ άComparing Bioretention Designs 
²ƛǘƘ ŀƴŘ ²ƛǘƘƻǳǘ ŀƴ LƴǘŜǊƴŀƭ ²ŀǘŜǊ {ǘƻǊŀƎŜ [ŀȅŜǊ ŦƻǊ ¢ǊŜŀǘƛƴƎ IƛƎƘǿŀȅ wǳƴƻŦŦέ: 
www.ncbi.nlm.nih.gov/pubmed/24961065 
 
¢ŜȄŀǎ !ϧa ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ LƴǎǘƛǘǳǘŜ ǿŜōǇŀƎŜ ά.ƛƻǊŜǘŜƴǘƛƻƴ CƻǊ IƛƎƘǿŀȅ {ǘƻǊƳǿŀǘŜǊ 
vǳŀƭƛǘȅ LƳǇǊƻǾŜƳŜƴǘ ƛƴ ¢ŜȄŀǎέΥ  
http://tti.tamu.edu/enhanced-project/bioretention-for-highway-stormwater-quality/ 
 

https://www.youtube.com/watch?v=8_q2R5QMDMw
http://www.nctcog.org/envir/SEEDevEx/pubworks/documents/2011/4-Dennis_Abraham_Merritt_Rd_PWR.pdf
http://www.nctcog.org/envir/SEEDevEx/pubworks/documents/2011/4-Dennis_Abraham_Merritt_Rd_PWR.pdf
http://www.resourcedesignaustin.com/
http://www.ncbi.nlm.nih.gov/pubmed/24961065
http://tti.tamu.edu/enhanced-project/bioretention-for-highway-stormwater-quality/
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20 Bagby Street 
Reconstruction 

Houston, 
Texas 

Walter P Moore 
(Designer) 

!/C 9ƴǾƛǊƻƴƳŜƴǘŀƭΣ άCƻŎŀƭtƻƛƴǘ .ƛƻŦƛƭǘǊŀǘƛƻƴ {ȅǎǘŜƳ ¦ǘƛƭƛȊŜŘ ƛƴ ¦Ǌōŀƴ wŜǘǊƻŦƛǘ ŦƻǊ 
/ŜǊǘƛŦƛŜŘ DǊŜŜƴǊƻŀŘ !ǇǇƭƛŎŀǘƛƻƴέΥ 
www.acfenvironmental.com/App_Content/media/Greenroad_1SPP.pdf 
 
DǊŜŜƴǊƻŀŘǎ ǿŜōǇŀƎŜΣ ά.ŀƎōȅ {ǘǊŜŜǘ wŜŎƻƴǎǘǊǳŎǘƛƻƴέΥ  
https://www.greenroads.org/141/49/bagby-street-reconstruction.html  
 
bƛƴƳŀƴƴΣ ¢ŀǊŀΦ άaƛŘǘƻǿƴ Iƻǳǎǘƻƴ {ǘǊŜŜǘ wŜŎŜƛǾŜǎ DǊŜŜƴǊƻŀŘǎ {ƛƭǾŜǊ /ŜǊǘƛŦƛŎŀǘƛƻƴΣέ 
Sustainable Construction, Winter 2013:   
www.nxtbook.com/nxtbooks/cygnus/sc_2013winter/index.php?startid=29#/27 
 
{ǇŜƴŎŜǊΣ LƴƎǊƛŘΦ DǊŜŜƴ{ƻǳǊŎŜ ǿŜōǇŀƎŜΣ ά! DŀƳŜ /ƘŀƴƎŜǊ ŦƻǊ Iƻǳǎǘƻƴ {ǘǊŜŜǘǎΦέ 
August 5, 2015: 
http://greensource.construction.com/news/2014/08/140805-bagby-street-changes-
the-game-for-houston-streets.asp 
 

21 Birnamwood 
Drive  

Houston, 
Texas  

Construction 
EcoServices 
(Construction) 

Construction EcoServices project profile: http://cdn2.hubspot.net/hub/153600/file-
23238001-pdf/resources/swq%20treatment/ 
focalpoint_application_report_birnamwood_drive.pdf?t=1446564307735 
 

22 Blue Hole 
Regional Park 

Wimberley, 
Texas 

Design Workshop 
(Planner, Designer, and 
Landscape Architect) 

Blue Hole Regional Park website: www.blueholeregionalpark.com/ 
 
/ŜƴǘŜǊ ŦƻǊ !ŎǘƛǾŜ 5ŜǎƛƎƴΣ ά.ƭǳŜ IƻƭŜ wŜƎƛƻƴŀƭ tŀǊƪέ ǿŜōǇŀƎŜΣ 
http://centerforactivedesign.org/awards/blueholepark 
 
Landscape Architecture Foundation, Blue Hole Regional Park case study: 
http://landscapeperformance.org/case-study-briefs/blue-hole-regional-park 
 
 

http://www.acfenvironmental.com/App_Content/media/Greenroad_1SPP.pdf
https://www.greenroads.org/141/49/bagby-street-reconstruction.html
http://www.nxtbook.com/nxtbooks/cygnus/sc_2013winter/index.php?startid=29#/27
http://greensource.construction.com/news/2014/08/140805-bagby-street-changes-the-game-for-houston-streets.asp
http://greensource.construction.com/news/2014/08/140805-bagby-street-changes-the-game-for-houston-streets.asp
http://cdn2.hubspot.net/hub/153600/file-23238001-pdf/resources/swq%20treatment/focalpoint_application_report_birnamwood_drive.pdf?t=1446564307735
http://cdn2.hubspot.net/hub/153600/file-23238001-pdf/resources/swq%20treatment/focalpoint_application_report_birnamwood_drive.pdf?t=1446564307735
http://cdn2.hubspot.net/hub/153600/file-23238001-pdf/resources/swq%20treatment/focalpoint_application_report_birnamwood_drive.pdf?t=1446564307735
http://www.blueholeregionalpark.com/
http://centerforactivedesign.org/awards/blueholepark
http://landscapeperformance.org/case-study-briefs/blue-hole-regional-park
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23 Elmer Paseo 
Stormwater 
Improvement 
Project 

Los Angeles, 
Calif. 

Council for Watershed 
Health (Secured 
Funding, Managed 
Stakeholder 
Collaboration) 

DǊŜŜƴΣ 9ƳƛƭȅΦ ά¢ƘŜ 5Ǌȅ DŀǊŘŜƴΥ 9ƭƳŜǊ !ǾŜƴǳŜ .ŜŎƻƳŜǎ DǊŜŜƴ {ǘǊŜŜǘΣ ŀ ²ŀǘŜǊ-Wise 
and Solar-[ƛƎƘǘŜŘ /ƻƳƳǳƴƛǘȅ 9ŦŦƻǊǘέ Los Angeles Times. July 23, 2010. 
http://latimesblogs.latimes.com/home_blog/2010/07/elmer-avenue-sun-valley.html 
 
Landscape Architecture Foundation, Elmer Avenue Neighborhood Retrofit case study: 
http://landscapeperformance.org/case-study-briefs/elmer-avenue-neighborhood-
retrofit  
 
.ŜƭŘŜƴΣ 9ŘǿŀǊŘ Ŝǘ ŀƭΦ ά{ǳǎǘŀƛƴŀōƭŜ LƴŦǊŀǎǘǊǳŎǘǳǊŜΥ ¢ƘŜ 9ƭƳŜǊ !ǾŜƴǳŜ bŜƛƎƘōƻǊƘƻƻŘ 
wŜǘǊƻŦƛǘΦέ Urban Coast. March 2012. 
http://watershedhealth.org/Files/document/793_2012%20Belden.pdf 
 

24 Obern Trail 
Lighting Retrofit 
Project  

Santa 
Barbara 
County, Calif. 

Santa Barbara County 
(Owner) 

None 

25 Santa Monica 
Rubberized 
Sidewalk 
Program  

Santa 
Monica, Calif. 

City of Santa Monica 
(Owner) 

None 

26 LED-Mark Light 
Demonstration 
Project  

Portland, 
Ore. 

Portland Bureau of 
Transportation (Owner) 
and Saris (Product 
Provider) 

Saris Guide Lights Sell Sheet: https://www.sarisparking.com/wp-
content/uploads/2013/10/2013-Cycle-Guide-Light-Sell-Sheet.pdf 
 

27 SE Clay Green 
Street: Water to 
10th Avenues 

Portland, 
Ore. 

City of Portland (Owner) ¢ƘŜ /ƛǘȅ ƻŦ tƻǊǘƭŀƴŘΣ hǊŜΦΣ ǿŜōǇŀƎŜ ά{9 /ƭŀȅ DǊŜŜƴ {ǘǊŜŜǘ tǊƻƧŜŎǘέΥ 
www.portlandoregon.gov/bes/47012  

http://latimesblogs.latimes.com/home_blog/2010/07/elmer-avenue-sun-valley.html
http://landscapeperformance.org/case-study-briefs/elmer-avenue-neighborhood-retrofit
http://landscapeperformance.org/case-study-briefs/elmer-avenue-neighborhood-retrofit
http://watershedhealth.org/Files/document/793_2012%20Belden.pdf
https://www.sarisparking.com/wp-content/uploads/2013/10/2013-Cycle-Guide-Light-Sell-Sheet.pdf
https://www.sarisparking.com/wp-content/uploads/2013/10/2013-Cycle-Guide-Light-Sell-Sheet.pdf
http://www.portlandoregon.gov/bes/47012
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28 Henderson Blvd. 
Sidewalk  

Olympia, 
Wash. 

City of Olympia (Owner) ¢ƻǎƻƳŜŜƴΣ /ǊŀƛƎΦ άtƻǊƻǳǎ /ƻƴŎǊŜǘŜ {ƛŘŜǿŀƭƪǎΥ Iƻǿ ǘƻ .ǳƛƭŘ {ƛŘŜǿŀƭƪǎ ŀƴŘ bƻǘ 
{ǘƻǊƳǿŀǘŜǊ tƻƴŘǎΦέ /ƛǘȅ ƻŦ hƭȅƳǇƛŀΦ нллтΦ 
http://olympiawa.gov/~/media/Files/PublicWorks/Water-
Resources/PorousConcreteSidewalks_BuildSidewalks_NotStormwaterPonds.ashx 
 
¢ƻǎƻƳŜŜƴΣ /ǊŀƛƎΦ ά{ƛŘŜǿŀƭƪ tǊƻƧŜŎǘǎΦέ /ƛǘȅ ƻŦ hƭȅƳǇƛŀΦ  Wǳƭȅ нллтΦ  
http://olympiawa.gov/~/media/Files/PublicWorks/Water-
Resources/Sidewalk%20Projects%20-%20Porous%20Concrete.ashx 
 

29 Chicago Green 
Alley Program  

Chicago, Ill. Knight Engineers and 
Architects (Designer) 

City of Chicago. The Chicago Green Alley Handbook: An Action Guide to Create a 
Greener, Environmentally Sustainable Chicago. 2010.. 
www.cityofchicago.org/dam/city/depts/cdot/Green_Alley_Handbook_2010.pdf 

30 Ravinia Festival 
South Parking 
Lot 

Highland 
Park, Ill. 

SmithGroupJJR (Prime 
Consultant, Civil 
Engineer, Landscape 
Architect) 

Landscape Architecture Foundation, Ravinia Festival South Parking Lot case study: 
http://landscapeperformance.org/case-study-briefs/ravinia-festival-south-parking-lot  

31 Uptown Normal 
Street and 
Streetscape 
Project  

Normal, Ill. Town of Normal 
(Owner) 

Landscape Architecture Foundation, Uptown Normal Circle and Streetscape case 
study: 
http://landscapeperformance.org/case-study-briefs/uptown-normal-circle-and-
streetscape  
Landscape Architecture Foundation, Uptown Normal Circle and Streetscape case study 
methodology: 
http://landscapeperformance.org/sites/default/files/ 
Uptown%20Normal%20Methodology.pdf 
 

32 Area-wide Right-
of-Way Bioswale 

New York 
City, N.Y. 

New York City 
Department of 
Environmental 
Protection (Owner) 

bŜǿ ¸ƻǊƪ /ƛǘȅ 5ŜǇŀǊǘƳŜƴǘ ƻŦ 9ƴǾƛǊƻƴƳŜƴǘŀƭ tǊƻǘŜŎǘƛƻƴ ǿŜōǇŀƎŜΣ άDǊŜŜƴ 
LƴŦǊŀǎǘǊǳŎǘǳǊŜ tƭŀƴ ŀƴŘ !ƴƴǳŀƭ wŜǇƻǊǘǎέ 
www.nyc.gov/html/dep/html/stormwater/nyc_green_infrastructure_plan.shtml  

http://olympiawa.gov/~/media/Files/PublicWorks/Water-Resources/PorousConcreteSidewalks_BuildSidewalks_NotStormwaterPonds.ashx
http://olympiawa.gov/~/media/Files/PublicWorks/Water-Resources/PorousConcreteSidewalks_BuildSidewalks_NotStormwaterPonds.ashx
http://olympiawa.gov/~/media/Files/PublicWorks/Water-Resources/Sidewalk%20Projects%20-%20Porous%20Concrete.ashx
http://olympiawa.gov/~/media/Files/PublicWorks/Water-Resources/Sidewalk%20Projects%20-%20Porous%20Concrete.ashx
http://www.cityofchicago.org/dam/city/depts/cdot/Green_Alley_Handbook_2010.pdf
http://landscapeperformance.org/case-study-briefs/ravinia-festival-south-parking-lot
http://landscapeperformance.org/case-study-briefs/uptown-normal-circle-and-streetscape
http://landscapeperformance.org/case-study-briefs/uptown-normal-circle-and-streetscape
http://landscapeperformance.org/sites/default/files/Uptown%20Normal%20Methodology.pdf
http://landscapeperformance.org/sites/default/files/Uptown%20Normal%20Methodology.pdf
http://www.nyc.gov/html/dep/html/stormwater/nyc_green_infrastructure_plan.shtml
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33 Clark Park 
Infiltration Bed 
(Basketball 
Court) 

Philadelphia, 
Pa. 

Philadelphia Water 
Department (Owner) 

tƘƛƭŀŘŜƭǇƘƛŀ ²ŀǘŜǊ 5ŜǇŀǊǘƳŜƴǘ ǿŜōǇŀƎŜΣ ά/ƭŀǊƪ tŀǊƪ LƴŦƛƭǘǊŀǘƛƻƴ .ŜŘ ό.ŀǎƪŜǘōŀƭƭ 
/ƻǳǊǘέΥ www.phillywatersheds.org/what_were_doing/green_infrastructure/projects/ 
clark_park 
 
 

34 Mill Creek Tree 
Trench 

Philadelphia, 
Pa. 

Philadelphia Water 
Department (Owner) 

None 

35 Penn Street Trail Philadelphia, 
Pa. 

Delaware River 
Waterfront (Manager 
and Maintainer) 

DŀǘŜǎΣ YŜƭƭƛŜ tŀǘǊƛŎƪΦ άtŜƴƴ {ǘǊŜŜǘ ¢Ǌŀƛƭ hǇŜƴǎΦέ PlanPhilly. June 17, 2013.  
http://planphilly.com/articles/2013/06/17/penn-street-trail-opens 
 
 
 

36 Green Tracks 
Pilot Project  

Baltimore, 
Md. 

Mahan Rykiel Associates 
(Landscape Designer) 

Mahan Rykiel Associates webpage: www.mahanrykiel.com 
 

37 GW Square 80  Washington, 
DC 

Studio39 (Landscape 
Architect) 

{ǳǎǘŀƛƴŀōƭŜ {L¢9{ LƴƛǘƛŀǘƛǾŜ ǿŜōǇŀƎŜΣ ά{ǉǳŀǊŜ ул tƭŀȊŀ ŀǘ ǘƘŜ DŜƻǊƎŜ ²ŀǎƘƛngton 
¦ƴƛǾŜǊǎƛǘȅέΥ www.sustainablesites.org/certified-sites/square80 
 
!ƳŜǊƛŎŀƴ {ƻŎƛŜǘȅ ƻŦ [ŀƴŘǎŎŀǇŜ !ǊŎƘƛǘŜŎǘǎΣ άDǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜ ϧ {ǘƻǊƳǿŀǘŜǊ 
Management Case Study ς GW Square 80 tǳōƭƛŎ tƭŀȊŀΦέ  
www.asla.org/uploadedFiles/CMS/Advocacy/Federal_Government_Affairs/ 
Stormwater_Case_Studies/Stormwater%20Case%20163%20GW%20Square%2080%20 
Public%20Plaza,%20Washington,%20DC.pdf 
 

38 Dora Kelley Park 
Trail  
Re-Surfacing 
Project 

Alexandria, 
Va. 

City of Alexandria 
(Owner) 

[ŜƻƴŀǊŘΣ wŀŎƘŜƭΦ άwŜŎȅŎƭŜŘ ¢ƛǊŜǎ LƳǇǊƻǾŜ ¢Ǌŀƛƭ ŀǘ 5ƻǊŀ YŜƭƭŜȅΤ CƻǊƳŜǊ ¢Ǌŀƛƭ {ǳŦŦŜǊŜŘ 
CǊƻƳ 9ǊƻǎƛƻƴΣ ¢ǊƛǇ IŀȊŀǊŘǎΦέ West End Alexandria Patch. Sept. 28, 2012. 
http://patch.com/virginia/westendalexandria/recycled-tires-improve-trail-at-dora-
kelley  

http://www.phillywatersheds.org/what_were_doing/green_infrastructure/projects/clark_park
http://www.phillywatersheds.org/what_were_doing/green_infrastructure/projects/clark_park
http://planphilly.com/articles/2013/06/17/penn-street-trail-opens
http://www.mahanrykiel.com/
http://www.sustainablesites.org/certified-sites/square80
http://www.asla.org/uploadedFiles/CMS/Advocacy/Federal_Government_Affairs/Stormwater_Case_Studies/Stormwater%20Case%20163%20GW%20Square%2080%20Public%20Plaza,%20Washington,%20DC.pdf
http://www.asla.org/uploadedFiles/CMS/Advocacy/Federal_Government_Affairs/Stormwater_Case_Studies/Stormwater%20Case%20163%20GW%20Square%2080%20Public%20Plaza,%20Washington,%20DC.pdf
http://www.asla.org/uploadedFiles/CMS/Advocacy/Federal_Government_Affairs/Stormwater_Case_Studies/Stormwater%20Case%20163%20GW%20Square%2080%20Public%20Plaza,%20Washington,%20DC.pdf
http://patch.com/virginia/westendalexandria/recycled-tires-improve-trail-at-dora-kelley
http://patch.com/virginia/westendalexandria/recycled-tires-improve-trail-at-dora-kelley
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39 GW Solar Walk Loudoun 
County, Va. 

Studio39 (Landscape 
Architect) 

D² ¢ƻŘŀȅΣ άD² 5Ŝōǳǘǎ {ƻƭŀǊ ²ŀƭƪ ƻƴ ǘƘŜ ±ƛǊƎƛƴƛŀ {ŎƛŜƴŎŜ ŀƴŘ ¢ŜŎƘƴƻƭƻƎȅ /ŀƳǇǳǎΦέ 
Oct. 1, 2013. http://gwtoday.gwu.edu/gw-debuts-solar-walk-virginia-science-and-
technology-campus  

40 Deaderick Street Nashville, 
Tenn. 

Hawkins Partners, Inc. 
(Landscape Architect) 

WƻƘƴǎƻƴΣ 9ƭƛȊŀōŜǘƘΦ άwŜƴƻǾŀǘŜŘ 5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘ 9ƴƘƴŀŎŜǎ bŀǎƘǾƛƭƭŜΩǎ /ƛǘȅ /ƻǊŜΤ /ƛǘȅ 
tƭŀƴƴŜǊǎ .ǊƛƴƎ .ŀŎƪ /ƻƴƴŜŎǘƛƻƴ .ŜǘǿŜŜƴ /ŀǇƛǘƻƭ ŀƴŘ /ƻǳǊǘƘƻǳǎŜΦέ The Tennessean. 
June 15, 2010. 
άhttp://archive.tennessean.com/article/20100615/DAVIDSON/100615071/Renovated-
Deaderick-Street-enhances-Nashville-s-city-core 
 
Iŀǿƪƛƴǎ tŀǊǘƴŜǊǎΣ LƴŎΦ ǿŜōǇŀƎŜΣ ά5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘ 5ƛǎŎǳǎǎŜŘ ŀǘ {ǘƻǊƳ/ƻƴ нлмлέΥ 
http://hpigreen.com/tag/deaderick-street/ 
 
ǊŜΥ{ǘǊŜŜǘǎ ǿŜōǇŀƎŜΣ ά5ŜŀŘŜǊƛŎƪ {ǘǊŜŜǘέΥ 
http://www.restreets.org/case-studies/deaderick-street 
 

41 Triangle Parking 
Lot 

Stone 
Mountain, 
Ga. 

Robert and Company 
(Designer, Engineer, 
Landscape Architect) 

Stone Mountain Park ς Triangle Parking Lot video:  
https://www.youtube.com/watch?v=nxC6lXxv-zY  
 

42 Hinds 
Community 
College 
Multipurpose 
Center 

Pearl, Miss. Weatherford/McDade 
(Landscape Architect) 

None 
 

 

http://gwtoday.gwu.edu/gw-debuts-solar-walk-virginia-science-and-technology-campus
http://gwtoday.gwu.edu/gw-debuts-solar-walk-virginia-science-and-technology-campus
http://archive.tennessean.com/article/20100615/DAVIDSON/100615071/Renovated-Deaderick-Street-enhances-Nashville-s-city-core
http://archive.tennessean.com/article/20100615/DAVIDSON/100615071/Renovated-Deaderick-Street-enhances-Nashville-s-city-core
http://hpigreen.com/tag/deaderick-street/
http://www.restreets.org/case-studies/deaderick-street
https://www.youtube.com/watch?v=nxC6lXxv-zY
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Figure 40: Map of NCTCOG case studies.  
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APPENDIX B: THE IMPACTS OF GROWTH AND NEED FOR GREEN 
PRACTICES  
 
¢Ƙƛǎ ǎŜŎǘƛƻƴ ƘƛƎƘƭƛƎƘǘǎ ǘƘŜ ǊŜƎƛƻƴΩǎ ŜȄǇŜŎǘŜŘ ƎǊƻǿǘƘ ŀƴŘ ƪŜȅ ƛƳǇŀŎǘǎ ƻŦ ŘŜǾŜƭƻǇƳŜƴǘ and makes 
connections from those impacts to the need for green infrastructure practices. It does not 
specifically discuss climate change, but the impacts of climate change and development 
intersect. For example, green stormwater infrastructure (GSI) is one technique proposed by the 
U.S. Environmental Protection Agency (EPA) to help improve community resiliency in the areas 
of flood management and urban heat island reduction. For more information, please visit the 
9t!Ωǎ ǿŜōǇŀƎŜ άDǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜ ŦƻǊ /ƭƛƳŀǘŜ wŜǎƛƭƛŜƴŎȅέ ŀǘ 
http://water.epa.gov/infrastructure/greeninfrastructure/climate_res.cfm. (The EPA uses the 
term green infrastructure instead of green stormwater infrastructure.) 
 

B.1 Impacts of Expected Growth  
 
The cities and suburbs in North Central Texas are growing rapidly. According to recent U.S. 
Census Bureau estimates, the Dallas-Fort Worth-Arlington metropolitan area added more 
residents than almost anywhere else in the nation (more than 131,000 people from July 1, 2013, 
to July 1, 2014), behind only Houston-The Woodlands-Sugar Land, reported the Dallas Morning 
News !ǇǊƛƭ нлмр ŀǊǘƛŎƭŜ άHouston Area and Dallas-CƻǊǘ ²ƻǊǘƘ ¢ƻǇ bŀǘƛƻƴΩǎ CŀǎǘŜǎǘ-DǊƻǿǘƘ [ƛǎǘΦέ 
The four largest counties in the metropolitan areaτCollin, Dallas, Denton, and Tarrantτshowed 
strong growth over the past several years, as seen in Figure 41.  
 

 
Figure 41. 2010-2014 population estimates for Dallas-Fort Worth area counties.  
Source: Dallas Morning News. Created by Key Alcott, Dallas Morning News staff artist. 2015. 

 
 

http://water.epa.gov/infrastructure/greeninfrastructure/climate_res.cfm
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This growth is expected to continue. According to the North Central Texas Council of 
DƻǾŜǊƴƳŜƴǘΩǎ нлпл 5ŜƳƻƎǊŀǇƘƛŎ CƻǊŜŎŀǎǘΣ ǘƘŜ 5ŀƭƭŀǎ-Fort Worth Metropolitan Planning Area 
can expect to grow from approximately 6.3 million residents in 2010 to more than 10.6 million 
residents in 2040; during that same time period, employment will increase from approximately 
4.0 million to 6.7 million jobs. 
 
While this expected growth may be beneficial in many ways, the development required to 
ŀŎŎƻƳƳƻŘŀǘŜ ǘƘƛǎ ƎǊƻǿǘƘ ǿƛƭƭ ƛƳǇŀŎǘ ǘƘŜ ǊŜƎƛƻƴΩǎ ŀƭǊŜŀŘȅ ŎƘŀƭƭŜƴƎŜŘ ǊƻŀŘǿŀȅǎ ŀƴŘ ǿŀǘŜǊǿŀȅǎΦ 
With the use of green infrastructure practices, these impacts may be at least partially tempered. 
  
The sections below provide information on how development can deplete natural resources, 
create urban heat islands, and decrease air quality. It also outlines how development ca increase 
stormwater runoff, leading to an increase in flooding, erosion and sedimentation, and water 
pollution.  
  

B.1.1 Natural Resource Depletion 
 
One issue resulting from increased development is a greater use of natural resources, which has 
been identified as a problem for transportation projects for at least two decades. Rebecca 
Davio, writing in Public Roads ŀōƻǳǘ ǘƘŜ ¢ŜȄŀǎ 5ŜǇŀǊǘƳŜƴǘ ƻŦ ¢ǊŀƴǎǇƻǊǘŀǘƛƻƴΩǎ ǊŜŎȅŎƭƛƴƎ 
initiative, cited a 1998 U.S. Geological Survey (USGS) economic assessment for construction 
ŀǇǇƭƛŎŀǘƛƻƴǎΦ ¢ƘŜ ŀǎǎŜǎǎƳŜƴǘ ƴƻǘŜŘ ǘƘŜ ƳƛƴƛƴƎ ƻŦ ǎǘƻƴŜ ǿŀǎ ŀƭǊŜŀŘȅ άƛƴŎǊŜŀǎƛƴƎƭȅ ōŜƛƴƎ 
constrained by urbaƴƛȊŀǘƛƻƴΣ ȊƻƴƛƴƎ ǊŜƎǳƭŀǘƛƻƴǎΣ ƛƴŎǊŜŀǎŜŘ ŎƻǎǘǎΣ ŀƴŘ ŜƴǾƛǊƻƴƳŜƴǘŀƭ ŎƻƴŎŜǊƴǎΦέ 
The supply of local stone has been exhausted in some parts of the country, requiring long hauls 
and higher prices, Davio continued. 
 

 
Figure 42. The rocks excavated at Timber Creek High School were repurposed, reducing transportation 
costs and emissions.  
Source: Teague Nall & Perkins. 
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B.1.2 Urban Heat Islands, Decreased Air Quality, and Public Health Risk 
 
Another issue associated with development is the urban heat island (UHI) effect. An urban heat 
island is a built-up area that is hotter than nearby rural regions. As cities develop, surfaces are 
paved or built up while vegetation is lost, resulting in less shade and moisture that can keep 
places cool. In the evening, the difference in temperatures can be as much as 22°F, the EPA 
reports in its publication Reducing Urban Heat Islands: Compendium of Strategies. Temperatures 
are highest at rooftops and unshaded pavement. High pavement and rooftop surface 
temperatures can heat stormwater runoff as well, which can affect all aspects of aquatic life, 
according to the EPA. With extreme heat, infrastructure also can be impacted (for example, road 
pavement buckling). 
 
In recent years, several initiatives to mitigate the urban heat island effect have developed in 
North Central Texas. Examples include the Urban Heat Island Project identified by the Dallas 
Sustainable Skylines Initiative (DSSI), a three-year partnership between the City of Dallas, the 
9t!Σ ŀƴŘ b/¢/hDΤ 5ŀƭƭŀǎΩǎ !ŘƻǇǘ-a-Median Tree Planting Program; the Tree North Texas 
LƴƛǘƛŀǘƛǾŜΤ ǘƘŜ /ƛǘȅ ƻŦ CǊƛǎŎƻΩǎ DǊŜŜƴ .ǳƛƭŘƛƴƎ tǊƻƎǊŀƳΤ ŀƴŘ ǘƘŜ /ƛǘȅ ƻŦ CƻǊǘ ²ƻǊǘƘΩǎ .ŜǘǘŜǊ 
Building Challenge.  
 
As seen in the following graph from the DSSI report (Figure 43), dense urban areas with their 
lower tree cover and greater paved surfaces can be 6°F to 8°F hotter on average than nearby 
rural regions. The graph also evidences that not only big cities, but also suburbs are affected.  
 

 
Figure 43. Urban heat island effect.  
Source: Dallas Sustainable Skylines Initiative, 2009. 

 
Higher temperatures can lead to rising energy costs, requiring more electricity for air 
conditioning. According to the 2009 DSSI report, energy costs may amount to several hundred 
million dollars per year for Dallas. Dr. Brian Stone, an associate professor at the School of City 
and Regional Planning at the Georgia Institute of Technology, discussed this issue during the 
aŀȅ нлмп άDǊŜȅ ǘƻ DǊŜŜƴΥ /ǊŜŀǘƛƴƎ /ƻƻƭ /ƛǘƛŜǎέ ŎƻƴŦŜǊŜƴŎŜ ƛƴ 5ŀƭƭŀǎΦ !ŎŎƻǊŘƛƴƎ ǘƻ 5ǊΦ {ǘƻƴŜΣ 
while air conditioning is the primary adaptive strategy to deal with the threat of heat, the 
electric grid is becoming less resilient as seen in the Northeast Blackout of 2003. Dr. Stone 
pointed to some of the impacts during that blackout; not only was there no air conditioning, but 
it also became harder to purify water, backup systems failed, and gas could not be pumped into 
cars. 
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High temperatures are also associated with high levels of ground-level ozone, a key pollutant of 
concern for the Dallas-Ft. Worth area. In 2012, the EPA designated 10 North Central Texas 
countiesτCollin, Dallas, Denton, Ellis, Kaufman, Johnson, Parker, Rockwall, Tarrant, and Wiseτ
as nonattainment for ozone based on the 2008 8-hour ozone National Ambient Air Quality 
Standards (NAAQS) (Figure 44). 
 

 
Figure 44. Dallas-Fort Worth 8-Hour Ozone Nonattainment Area.  
Source: NCTCOG, October 2015.  
 
The increased daytime temperatures, reduced cooling at night, and higher air pollution levels 
associated with heat islands can also negatively affect human health, contributing to respiratory 
difficulties, heat stroke, and heat-related mortality. According to a 2011 report from the Union 
of Concerned Scientists (UCS), if temperatures continue trending upward, Americans could 
contend with 2.8 million more occurrences of acute respiratory symptoms by 2020, with seniors 
and infants especially impacted. The UCS report projected up to 147,140 to 431,000 occurrences 
in Texas, and healthcare costs could potentially exceed one billion dollars.  
 
Recent research reveals that this issue may only worsenΦ 5ǳǊƛƴƎ ǘƘŜ άDǊŜȅ ǘƻ DǊŜŜƴΥ /ǊŜŀǘƛƴƎ 
/ƻƻƭ /ƛǘƛŜǎέ ŎƻƴŦŜǊŜƴŎŜΣ 5ǊΦ {ǘƻƴŜ ǊŜǇƻǊǘŜŘ ǘƘŀǘ ƴƻǘ ƻƴƭȅ ŀǊŜ ǳǊōŀƴ ŀǊŜŀǎ ƘƻǘǘŜǊ ǘƘŀƴ ǊǳǊŀƭ 
areas, but they also are warming more rapidly over time. His research suggested Dallas has the 
third most rapidly growing heat island in the United States, as shown in the Figure 45.  
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Figure 45. Top 20 Most Rapidly Growing Urban Heat Islands in the United States, 1961-2010.  
Source: Urban Climate Lab, Georgia Institute of Technology. From a presentation at the 2014 conference άGrey to Green: Creating Cool Cities.έ 
Note: Dallas had less data than other cities for part of the period, but the trends reported should still be accurate at the decadal time period, according to Dr. Stone. 
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B.1.3 Increased Flooding, Erosion and Sedimentation, and Water Pollution 
 
With development comes an increase of impervious surfaces (for example, parking lots, road surfaces, 
and rooftops), soil compaction, and tree and vegetation removal.  
 
The decrease in trees, other vegetation, and surface soil results in reduced interception (water 
temporarily held on leaves and stems), evapotranspiration (the sum of water evaporated from soil and 
plant surfaces and water transpired by the plant), and infiltration (water absorbed into the soil). This 
produces a corresponding increase in stormwater runoff. 
 
According to an EPA fact sheet on urban non-point source runoff, a typical city block generates over five 
times more runoff than a woodland area of the same size. In fact, most stormwater runoff is due to 
development, and the majority of runoff is not ŎƻƳƛƴƎ ŦǊƻƳ ōǳƛƭŘƛƴƎǎΦ ¢ƘŜ 9t!Ωǎ publication άaŀƴŀƎƛƴƎ 
Wet Weather with Green InfrastructureτaǳƴƛŎƛǇŀƭ IŀƴŘōƻƻƪΥ DǊŜŜƴ {ǘǊŜŜǘǎέ states that urban roads 
and travel surfaces are estimated to comprise almost two-thirds of total impervious cover and 
contribute a similar ratio of runoff.  
 

 
Figure 46. A comparison of water movement on developed lands and natural lands.  
{ƻǳǊŎŜΥ /ŀƭƛŦƻǊƴƛŀ ²ŀǘŜǊ ϧ [ŀƴŘ ¦ǎŜ tŀǊǘƴŜǊǎƘƛǇΣ άIƻǿ ¦ǊōŀƴƛȊŀǘƛƻƴ !ŦŦŜŎǘǎ ǘƘŜ ²ŀǘŜǊ /ȅŎƭŜ.έ (n.d.)   
 

Figure 46 shows several important differences between developed lands and natural lands. In developed 
lands, water runs off impervious surfaces, accumulating pollutants. Streets collect and channel 
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stormwater into storm drains that convey water directly to local waterways without treatment. In 
natural lands, trees, brush, and soil help soak up rain and slow/ filter the runoff.  
  
The hydrograph shown in Figure 47 compares stormwater peak discharges in an urban watershed (red 
line) to those in a less developed watershed (yellow line). Large amounts of impervious surface are 
accompanied by a faster rate of discharge and increased volume, which translates into a substantial 
increase in stormwater runoff. See the following sections for more information on the consequences of 
higher runoff volume and velocity. 
 

 
Figure 47. A hydrograph showing pre- and post-urban discharge rates.  
{ƻǳǊŎŜΥ /ŀƭƛŦƻǊƴƛŀ ²ŀǘŜǊ ϧ [ŀƴŘ ¦ǎŜ tŀǊǘƴŜǊǎƘƛǇΣ άIƻǿ ¦ǊōŀƴƛȊŀǘƛƻƴ !ŦŦŜŎǘǎ ǘƘŜ ²ŀǘŜǊ /ȅŎƭŜΦέ (n.d.)   

 
Flooding 
 
The potential for flooding is one problem of άƳƻǊŜ ǿŀǘŜǊ ŦŀǎǘŜǊ.έ While this region may not be as highly 
affected by flooding as areas such as Houston, it has experienced its share of flooding-related disasters, 
as shown in Figure 48.  

 
Figure 48. Presidential disaster declarations for Texas flood events, 1964-2007. 
Source: Texas Floodplain Management Association, 2008. 
 
According to a 2008 TFMA floodplain management guide, since 1988 more than 400 people have died 
and more than $4 billion in damage has occurred in Texas due to flood-related incidents. In an 
Associated Press report on the May 2015 storms, a Texas Department of Transportation spokesperson 
ǎŀƛŘ ǘƘŀǘ ǊƻŀŘǿŀȅǎ ƛƴ мст ƻŦ ǘƘŜ ǎǘŀǘŜΩǎ нрп ŎƻǳƴǘƛŜǎ ǎǳŦŦŜǊŜŘ ǎƻƳŜ ŦƻǊƳ ƻŦ ǎǘƻǊƳ ŘŀƳŀƎŜΣ ŀƴŘ ǘƘŀǘ ǘƘŜ 
infrastructure damage estimate was at least $27 million.  It is important to note that the map in Figure 
48 shows only major disasters. Many floods are local, affecting a few watersheds or a small area. Flood-
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prone areas have been identified throughout Texas, according to the Texas Floodplain Management 
Association (TFMA).  
 
¢ƘŜ /ƛǘȅ ƻŦ IƛƎƘƭŀƴŘ ±ƛƭƭŀƎŜΩǎ ǿŜōǇŀƎŜ ƻƴ the dangers of flooding notes that while flash flood events in 
North Texas are most common in May and June, the potential for flooding exists throughout the year. It 
cites the heavy rains of September 2010, which led to damage so severe that a portion of Highland 
Village Road needed to be rebuilt; in addition, many homes experienced flooding from drainage system 
backups as well as structural damage.  
 

Erosion and Sedimentation 
 
As seen in the previous hydrograph (Figure 47), runoff flow rates increase as watersheds are developed. 
Fast-flowing water eats away at its channels more rapidly, especially if the vegetation that normally 
anchors soil together is absent. This accelerates silt loading to water bodies. An example of this 
sedimentation is shown in Figure 49. 
 

 
Figure 49. An example of the impacts of erosion and sedimentation on a water body. 
Source: Texas Aquatic Science/Texas Parks and Wildlife Department. (n.d.) 

 
WƻƘƴ hǎǘŘƛŎƪΩǎ Wǳƭȅ нллт ŀǊǘƛŎƭŜ ά²ƘƛǘŜ wƻŎƪΩǎ {ŜŎƻƴŘ /ƘŀƴŎŜέ ƛƴ Texas Parks and Wildlife provides an 
excellent real-world example of how development contributes to erosion and sedimentation at White 
Rock Lake in Dallas, Texas.  
 
The City of Dallas constructed the 1,100-acre White Rock Lake, now a recreational hub, as a water 
source ƛƴ мфммΦ ²ƘŜƴ ƛǘ ǿŀǎ ƴƻ ƭƻƴƎŜǊ ŀŘŜǉǳŀǘŜ ǘƻ ƳŜŜǘ ǘƘŜ ŎƛǘȅΩǎ ǿŀǘŜǊ ŘŜƳŀƴŘǎΣ the City designated 
White Rock Lake as a city park in 1929 after the construction of Lake Dallas (now Lewisville Lake).  
 
²ƘƛǘŜ wƻŎƪ [ŀƪŜΩǎ ǿŀǘŜǊǎƘŜŘ ƛǎ ŀ ƴŀǊǊƻǿ млл-square-mile band along the 30-mile-long White Rock 
Creek. It extends from its upper reaches in Frisco through Plano, Richardson, and North Dallas, and 
ŜƳǇǘƛŜǎ ŜƛƎƘǘ ƳƛƭŜǎ ǎƻǳǘƘ ƛƴǘƻ ¢Ǌƛƴƛǘȅ wƛǾŜǊΩǎ 9ƭƳ CƻǊƪΦ ¢ƘŜ ƴƻǊǘƘŜǊƴ ǇƻǊǘƛƻƴ ƻŦ ²ƘƛǘŜ wƻŎƪΩǎ ǿŀǘŜǊǎƘŜŘ 
has exploded in population in the past few decades; ŦƻǊ ŜȄŀƳǇƭŜΣ tƭŀƴƻΩǎ ǇƻǇǳƭŀǘƛƻƴ ƛƴ мфтл ǿŀǎ 
17,872, and it doubled in size every fƛǾŜ ȅŜŀǊǎ ƛƴǘƻ ǘƘŜ мфулǎΦ CǊƛǎŎƻΩǎ ǇƻǇǳƭŀǘƛƻƴ ƛƴ мфтл ǿŀǎ мΣупрΤ ƛƴ 
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2010, it was 116,989.  
 
The scraping and development of wooded areas, farms, and ranches over the past three decades 
contributed considerably to sediment flows, nutrient runoffs, and erosion problems in the creeks that 
ŦŜŜŘ ǘƘŜ ƭŀƪŜΦ Lǘ Ƙŀǎ ōŜŜƴ ŘǊŜŘƎŜŘ ǎŜǾŜǊŀƭ ǘƛƳŜǎ ƻǾŜǊ ǘƘŜ ŘŜŎŀŘŜǎΦ .ȅ ǘƘŜ мффлǎΣ ǘƘŜ ƭŀƪŜΩǎ ǎŜŘƛƳŜƴǘ ƘŀŘ 
ǊŜŘǳŎŜŘ ƛǘǎ ƴƻǊǘƘ ŜƴŘΩǎ ŘŜǇǘƘ ǘƻ ƭŜǎǎ ǘƘŀƴ ŀ ŦƻƻǘΦ Lƴ мффпΣ ǘƘŜ /ƛǘȅ ƻŦ 5ŀƭƭŀǎ ǳǎŜŘ ŀƴ 9t! ƎǊŀnt to 
conduct a study that ǾŜǊƛŦƛŜŘ ǘƘŜ ƭŀƪŜΩǎ ƘƛƎƘ ǎŜŘƛƳŜƴǘ ƭŜǾŜƭǎ ŀƴŘ ŦƻǳƴŘ ǘƘŀǘ ŘǳǊƛƴƎ ǎǳƳƳŜǊǘƛƳŜΣ ǘƘŜ 
ƭŀƪŜΩǎ ŘƛǎǎƻƭǾŜŘ ƻȄȅƎŜƴ ŎƻǳƭŘ ŘǊƻǇΣ ǘƘǊŜŀǘŜƴƛƴƎ ǘƘŜ ŦƛǎƘ ǇƻǇǳƭŀǘƛƻƴΦ A $9 million bond package paid for 
the last dredging in 1998, and it filled up 200 acres of pits with up to five feet of sediment.  
 
White Rock Lake is not aloneΦ !ǎ ƻŦ ǘƘŜ ŀǊǘƛŎƭŜΩǎ ǇǳōƭƛŎŀǘƛƻƴΣ ǘƘŜ ŘǊŜŘƎƛƴƎ ŎƻƳǇŀƴȅ had completed about 
17 other projects in the state since White Rock. 
 
While the City of Dallas has begun armoring the creek banks to curtail erosion problems, a broader look 
at what else can be done to prevent future siltation is warranted.  
 

Water Pollution 
 
One problem related to stormwater runoff is water pollution. Stormwater has been identified by the 
EPA as a leading source of pollution for all waterbody types in the United States. It often contains 
pathogens and bacteria, chemicals and heavy metals, gas and oil, and fertilizers and pesticides, which 
foul waters and put human and wildlife health at risk. A wide range of pollutants is collected from road 
surfaces as seen in Table 11.  
 
Table 11. Stormwater Pollutants Typical of Roads. 

 
Source: EPA, άaŀƴŀƎƛƴƎ ²Ŝǘ ²ŜŀǘƘŜǊ ǿƛǘƘ DǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜτMunicipal Handbook: Green Streets,έ 2008. 

 
 
As runoff flows over impervious surfaces such as paved streets and parking lots, it gathers pollutants 
that can negatively affect water quality, not only creating water quality challenges but also increasing 
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costsΦ !ŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ мффу ǇŀǇŜǊ ά/ƻǎǘǎ ƻŦ ²ŀǘŜǊ ¢ǊŜŀǘƳŜƴǘ 5ǳŜ ǘƻ 5ƛƳƛƴƛǎƘŜŘ ²ŀǘŜǊ vǳŀƭƛǘȅΥ ! /ŀǎŜ 
{ǘǳŘȅ ƛƴ ¢ŜȄŀǎΣέ ǿƘƛŎƘ ǎǘǳŘƛŜŘ мн ǿŀǘŜǊ ǘǊŜŀǘƳŜƴǘ Ǉƭŀƴǘǎ ƛn Texas for a three-year period, the chemical 
cost of water treatment increased by $95 per million gallons from a base of $75 due to regional raw 
water contamination.  
 
While the dollar amounts have likely changed since 1997, the costs of diminished water qualityτboth 
financial and related to quality of lifeτcontinue to be important challenges associated with growth. 
 

B.2 Problems with Depending Solely on Gray Infrastructure 
 
¢ǊŀŘƛǘƛƻƴŀƭ ŀǇǇǊƻŀŎƘŜǎ ǘƻ ǎǘƻǊƳǿŀǘŜǊ ƳŀƴŀƎŜƳŜƴǘ ǳǎŜ άƎǊŀȅέ ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ όǇipes, gutters, ditches, 
detention basins, and storm sewers, for example), but managing runoff solely through gray 
ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ Ŏŀƴ ǇǊŜǎŜƴǘ ŀ ǾŀǊƛŜǘȅ ƻŦ ŎƘŀƭƭŜƴƎŜǎΣ ǘƘŜ нлмо 9t! ǊŜǇƻǊǘ ά/ŀǎŜ {ǘǳŘƛŜǎ !ƴŀƭȅȊƛƴƎ ǘƘŜ 
Economic Benefits of Low Impact Developmenǘ ŀƴŘ DǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜ tǊƻƎǊŀƳǎέ ƴƻǘŜǎΦ One 
challenge is the high cost of construction, maintenance, and repair.  
 
Another issue is that gray infrastructure only captures and conveys stormwater runoff. It fails to 
adequately treat for pollutants of concern because the water is not filtered through layers of soil. In 
addition, the EPA report warns that changing weather patterns, increasing energy costs, aging water 
infrastructure, and new environmental concerns will bring new challenges as will increases in population 
and development.  
 
The EPA report recommends the use of low impact development (LID) and GSI as an integrated 
approach to stormwater management, highlighting the financial, social, and environmental benefits that 
it can provide to multiple stakeholders. The Texas A&M AgriLife report on its stormwater best 
management practices (BMPs) in a typical urban watershed in the Dallas-CƻǊǘ ²ƻǊǘƘ ŀǊŜŀΣ ά¦ǇǇŜǊ ¢Ǌƛƴƛǘȅ 
Watershed Low Impact Development InfrastruŎǘǳǊŜ ŦƻǊ {ǘƻǊƳǿŀǘŜǊ aŀƴŀƎŜƳŜƴǘΣέ ǳƴŘŜǊǎŎƻǊŜǎ ǘƘŜ 
need to evaluate stormwater management in this region. The report notes that the Upper Trinity River 
that drains the Dallas-Fort Worth Metroplex has been designated as impaired for chlordane, 
polychlorinated biphenyls (PCBs) and bacteria and that total phosphorus, nitrate, chlorophyll-a, and 
orthophosphate were considered pollutants of concern.   
 
Lƴ ŀŘŘƛǘƛƻƴΣ ŀǎ ǘƘŜ 9t! Ǉƻƛƴǘǎ ƻǳǘ ƻƴ ǘƘŜƛǊ ά/ƻǎǘ-.ŜƴŜŦƛǘ wŜǎƻǳǊŎŜǎέ ǿŜōǇŀƎŜ 
(http://water.epa.gov/infrastructure/greeninfrastructure/gi_costbenefits.cfm), GSI can often supply 
more benefits for less cost than gray infrastructure. (The page provides links to several reports for 
ǎǳǇǇƻǊǘΣ ƛƴŎƭǳŘƛƴƎ 9/hbƻǊǘƘǿŜǎǘΩǎ ά¢ƘŜ 9ŎƻƴƻƳƛŎǎ ƻŦ [ƻǿ-LƳǇŀŎǘ 5ŜǾŜƭƻǇƳŜƴǘΥ ! [ƛǘŜǊŀǘǳǊŜ wŜǾƛŜǿΣέ 
ǘƘŜ 9t!Ωǎ ά/ŀǎŜ {ǘǳŘƛŜǎ !ƴŀƭȅȊƛƴƎ ǘƘŜ Economic Benefits of Low Impact Development and Green 
LƴŦǊŀǎǘǊǳŎǘǳǊŜ tǊƻƎǊŀƳǎΣέ ŀƴŘ /ŜƴǘŜǊ ŦƻǊ bŜƛƎƘōƻǊƘƻƻŘ ¢ŜŎƘƴƻƭƻƎȅΩǎ ά¢ƘŜ ±ŀƭǳŜ ƻŦ DǊŜŜƴ 
LƴŦǊŀǎǘǊǳŎǘǳǊŜΥ ! DǳƛŘŜ ǘƻ wŜŎƻƎƴƛȊƛƴƎ Lǘǎ 9ŎƻƴƻƳƛŎΣ 9ƴǾƛǊƻƴƳŜƴǘŀƭΣ ŀƴŘ {ƻŎƛŀƭ .ŜƴŜŦƛǘǎΦέύ  
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Stormwater management does not have to be 
exclusively green or grayΦ bŜǿ ¸ƻǊƪ /ƛǘȅΩǎ DǊŜŜƴ 
Infrastructure Plan uses a hybrid approach to 
ǊŜŘǳŎƛƴƎ ǘƘŜ ŎƛǘȅΩǎ ŎƻƳōƛƴŜŘ ǎŀƴƛǘŀǊȅ ŀƴŘ storm 
sewer system overflows. The Plan demonstrates 
that this adaptive approach to its combined sewer 
overflow mitigation is more cost-effective than 
traditional gray projects alone while also pointing 
out that GSI provides multiple co-benefits such as 
improved air quality and neighborhood 
beautification.  

 
GSI may not always be the only appropriate 
solution, but it can provide many benefits that 
increase community resiliency, such as helping to 
reduce flooding, reduce water pollution, improve 
groundwater recharge, and lessen the urban heat 
island (UHI) effect.  

 
B.2.1 DǊŜŜƴ {ǘƻǊƳǿŀǘŜǊ LƴŦǊŀǎǘǊǳŎǘǳǊŜΩǎ 
Integration in Transportation Projects 
 
Roads, parking lots, and sidewalks offer many 
opportunities for employing GSI. Green streets and 
alleys integrate green infrastructure elements such 
as permeable pavement, bioswales, rain gardens, 
planter boxes, and trees into the design to store, infiltrate, and evapotranspire stormwater. Permeable 
pavements can be installed in a sidewalk or parking lot, and rain gardens and bioswales can be included 
in medians and along the perimeter of a parking lot.  
 
As urban infrastructure continues to expand and increasingly age, green stormwater approaches like 
άƎǊŜŜƴ ǎǘǊŜŜǘǎέ ǇǊƻǾƛŘŜ ƳƻŘŜƭǎ that lessen the load put on water management and road infrastructure 
ǘƘǊƻǳƎƘ ƳƻǊŜ ƴŀǘǳǊŀƭƭȅ ƛƴǘŜƎǊŀǘŜŘ ǎȅǎǘŜƳǎΦ bŜǿ ¸ƻǊƪΩǎ DǊŜŜƴǎǘǊŜŜǘǎ ǇǊƻƎǊŀƳΣ {ŜŀǘǘƭŜΩǎ Ǉƛƭƻǘ {ǘǊŜŜǘ 
9ŘƎŜ !ƭǘŜǊƴŀǘƛǾŜ tǊƻƧŜŎǘ ό{9! {ǘǊŜŜǘǎύΣ /ƘƛŎŀƎƻΩǎ DǊŜŜƴ !ƭƭŜȅ tǊƻƎǊŀƳΣ ŀƴŘ tƘƛƭŀŘŜƭǇƘƛŀΩǎ DǊŜŜƴ {ǘǊŜŜǘǎ 
program are well known for their commitment to green stormwater management strategies, but the 
North Central Texas region is also seeing an increase in GSI implementations in transportation projects.  
 
As with many new or unfamiliar methods, there will likely be hesitancy and challenges to overcome in 
GSI adoptions. The design of stormwater BMPs should be tailored to local climate and soil conditions 
and evaluated over time to ensure proper performance. According to the Texas A&M AgriLife report, the 
North Texas region is a humid subtropical climate with mostly excessively clayey and alkaline soils that 
experiences extreme variability in precipitation and temperature, which complicates matters such as 
plant selection and infiltration rates dǳŜ ǘƻ ǘƘŜ ǎƻƛƭΩǎ ǎƘǊƛƴƪƛƴƎ ŀƴŘ ǎǿŜƭƭƛƴƎΦ [ǳŎƪƛƭȅΣ ǎǘƻǊƳǿŀǘŜǊ .atǎ ƛƴ 
this region are already being field-tested; Texas A&M AgriLife is evaluating BMP performance for North 
Central Texas conditions and conducting outreach to share its results and knowledge gained. 
 

 
Figure 50Φ /ƻƴƎƻ {ǘǊŜŜǘΩǎ ƴŜǿ ŘŜǎƛƎƴ ƛƴŎƻǊǇƻǊŀǘƛƴƎ ƎǊŜŜƴ 
stormwater infrastructure elements.  
Source: bcWORKSHOP. 



 

97 
 

 

 

One regional pioneer project was Congo Street [CS 4], now recognized ŀǎ 5ŀƭƭŀǎΩǎ ŦƛǊǎǘ ƎǊŜŜƴ ǎǘǊŜŜǘ (see 
Figure 50). In 2008, bcWORKSHOP began working with the residents on Congo Street to craft an 
alternative strategy that focused on rebuilding the homes and street infrastructure. The one-block-long 
street that had been inadequately and poorly designed could not handle the stormwater demands 
placed on it. Congo Street and several homes had been targeted for demolition and redevelopment. 
 
The Congo Street design incorporated permeable pavement, biofiltration, and retention basins as 
strategies to manage stormwater (see Figure 51). The main goals for street improvements were to 
create a safer street, allow more space for pedestrians, resolve persistent issues of flooding, address 
poor paving conditions, and eliminate the 10-foot bottleneck at the end of the street. Congo Street 
features stormwater bumpouts that function as bioswales and definitions for the permeable parallel 
parking areas and drive approaches. 
 

  
 
The Congo Street houses along with the green street have garnered local and national awards and 
sparked new investments in the Jubilee and Dolphin Heights neighborhoods. To push the standards of 
common practice, the project initiated relationships between users, designers, and municipalities that 
allow for increased technical knowledge and skills to use similar systems in Dallas and across the 
country.  
 
²ƛǘƘ ǇǊƻƧŜŎǘǎ ƭƛƪŜ /ƻƴƎƻ {ǘǊŜŜǘ ŀƴŘ Ǉƛƭƻǘǎ ƭƛƪŜ ¢ŜȄŀǎ !ϧa !ƎǊƛ[ƛŦŜΩǎ .at ŜǾŀƭǳŀǘƛƻƴ ŀƴŘ ¢ŜȄŀǎ !ϧa 
¢ǊŀƴǎǇƻǊǘŀǘƛƻƴ LƴǎǘƛǘǳǘŜΩǎ .ƛƻǊŜǘŜƴǘƛƻƴ ŦƻǊ {ǘƻǊƳǿŀǘŜǊ vǳŀƭƛǘȅ in Texas (a study looking at the 
application of bioretention in hot, semi-arid areas), transportation and development professionals can 
learn which GSI approaches and techniques are the most appropriate, cost-effective, and beneficial for 
the region.  
 

  

Figure 51. Plan details for a permeable 
pavement section of Congo Street, Dallas, 
Texas.  
Source: Nigel Nixon and Partners, Inc. 
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APPENDIX C: COST/BENEFIT ANALYSIS 
 
This guide provides examples of costs for transportation-related green practices based on both case 
studies throughout the United States and research from literature reviews. It also examines the 
practicesΩ benefits and, when possible, the costs of comparable gray infrastructure. It does not 
incorporate compliance incentives, credits, ƻǊ ƻǘƘŜǊ ǘŀȄ ōŜƴŜŦƛǘǎΣ ōǳǘ ǘƘƻǎŜ Ƴŀȅ ŀŦŦŜŎǘ ŀ ǇǊƻƧŜŎǘΩǎ 
bottom line.  
 
According to a survey by the American Society of Landscape Architects (ASLA) that compared the 
performance of green stormwater infrastructure (GSI), also known as green infrastructure, and gray 
infrastructure approaches, green practices can potentially reduce the following costs: 
 

¶ Land acquisition 

¶ Built capital (equipment, installation) 

¶ Operation 

¶ Repair and maintenance 

¶ External (off-site, imposed on others) 

¶ Infrastructure replacement (potential for longer life of investment) 
 
!{[!Ωǎ ŦƛƴŘƛƴƎǎ ŀƭǎƻ ǇƻƛƴǘŜŘ ƻǳǘ ǘƘŀǘ ǘƘŜ ŘŜǎƛƎƴ ŀƴŘ ǇŜǊŦƻǊƳŀƴŎŜ ƻŦ GSI is generally more context-
specific than gray, ǎƻ ǿƘƛƭŜ ƎǊŜŜƴ ŎƻƴǘǊƻƭǎ Ƴǳǎǘ ōŜ ŘŜǎƛƎƴŜŘ ŀƴŘ ŎƻƴǎǘǊǳŎǘŜŘ ǘƻ ǎǳƛǘ ǘƘŜ ǎǇŜŎƛŦƛŎ ǎƛǘŜΩǎ 
soil, terrain, and hydrologic conditions, they also provides flexibility in addressing local concerns. GSI 
also allows for low impact design, which could result in a reduction in materials needed for roads, curbs, 
and gutters as well as a reduction in the size and cost of flood-control structures. 
 

C.1  Challenges in Cost Analysis 
 
Examples of GSI that cost less than gray infrastructure can be found in many reports, such as a 2013 
economic analysis by the EPA, a 2010 report by the Center for Neighborhood Technology, and the 
¦ƴƛǾŜǊǎƛǘȅ ƻŦ [ƻǳƛǎǾƛƭƭŜΩǎ ǘƻƻƭ-box module on low-impact development. However, several of these 
researchers also point out the lack of a consistent and accessible methodology to compare green with 
gray infrastructure, and note that further research was needed. While the valuation of GSIΩǎ ƳƻƴŜǘŀǊȅ 
benefits has advanced substantially in recent years, the field is still evolving. 
 
Many projects that incorporate a green element did not evaluate the cost of its traditional counterparts, 
and a comparison of costs from one green project versus another traditional project may not be possible 
due to a number of factors. Another problem lies with the uncertainties related to costs of certain green 
practices, especially with newer technology or unknown maintenance costs. 
 
Additionally, some projects might compare costs of green to gray elements using only initial 
construction costs, which is the simplest yet incomplete type of comparison. Another comparison might 
add planning, design, installation, operation, maintenance, and decommissioning costs for a lifecycle 
cost analysis. However, that analysis still excludes economic, environmental, and social benefits as well 
as differences in effectiveness. 
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The most comprehensive comparisonsτa cost/benefit analysis or triple-bottom line analysisτrequire 
the most resources to produce; many project either do not have or lack an incentive to use resources for 

this purpose. In addition, those comprehensive comparisons still have several complications. ΟΟ 
 
Issues in analysis include: 
 

¶ An absence of a uniform baseline with which to compare the costs and benefits of green 
practices against those of conventional practices 

¶ Analyses that differ depending on resources, goals, and availability of data 

¶ The site-specific nature of green infrastructure and the influence of local and regional variables 

¶ Uncertainties related to benefits of certain green practices, given their organic nature (for 
example, as an urban grove of trees matures, it may improve at cooling down the urban heat-
island effect, or certain trees may not thrive and need to be replaced) 

¶ Difficulties in monetizing environmental and social goods and services 
 

Additional issues related to analyzing specific green practices include: 
 

¶ The scarcity of projects that consider actual practice-by-practice costs separately (material and 
labor costs being typically calculated for an entire site rather than for each element) 

¶ The potential for double counting benefits because many benefits are interconnected 
 

However, despite these uncertainties, research done by the EPA in 2007 found that costs of well-chosen 
green practices were both fiscally and environmentally beneficial to developers, property owners, and 
communities.  
 
One regional example of a project that incorporated several green elements cost effectively is the Green 
at College Park (University of Texas - Arlington) [CS 1], a 3-acre urban infill development completed in 
2011. The case study provided the total project cost of approximately $2.2 million, with its green 
elements accounting for only about 16% of the total cost. Prior to the construction, this site was 
neglected, consisting of 75% impervious surfaces (parking and dilapidated apartments), with an eroded 
drainage channel associated with considerable flooding issues in the area flanking one edge. The firm 
charged with revitalizing the area perceived the stormwater management constraints as key 
opportunities, creating a final design that celebrates the paths of water and the plant life that thrives in 
its drought and flood dynamics. The site, now an inviting gateway between the city and the campus, 
includes an outdoor classroom with layers of seating, a pedestrian promenade, high-albedo pavement, 
animated LED lighting, recycled glass pervious paving, rain gardens and planters, and a spacious oval 
lawn for events.  
 
Green practices may not always have the lowest capital investment. Exact cost savings will be affected 
by many site-specific variables, including topography, soil type, rainfall distribution, and local materials 
costs. However, as green practices become more common and as technologies and understanding of 
best practices improve, the costs of design and construction are likely to decrease. The costs of 
maintenance for green practices may also be less than traditional practices, or they may be initially high 
but decrease over time (for example, a tree may need to be irrigated for its first two years but only need 
annual pruning after that initial period). 
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C.2  Cost/Benefit Resources 
 
¶ /ŜƴǘŜǊ ŦƻǊ bŜƛƎƘōƻǊƘƻƻŘ ¢ŜŎƘƴƻƭƻƎȅΩǎ DǊŜŜƴ ±ŀƭǳŜ /ŀƭŎǳƭŀǘƻǊǎ 

http://greenvalues.cnt.org 

¶ 9/hbƻǊǘƘǿŜǎǘΩǎ нллт ά¢ƘŜ 9ŎƻƴƻƳƛŎǎ ƻŦ [ƻǿ-LƳǇŀŎǘ 5ŜǾŜƭƻǇƳŜƴǘΥ ! [ƛǘŜǊŀǘǳǊŜ wŜǾƛŜǿέ 

¶ 9t! ǿŜōǇŀƎŜ ά/ƻǎt-.ŜƴŜŦƛǘ wŜǎƻǳǊŎŜǎέ 
water.epa.gov/infrastructure/greeninfrastructure/gi_costbenefits.cfm  

¶ 9t!Ωǎ нлмо ά/ŀǎŜ {ǘǳŘƛŜǎ !ƴŀƭȅȊƛƴƎ ǘƘŜ 9ŎƻƴƻƳƛŎ .ŜƴŜŦƛǘǎ ƻŦ [ƻǿ LƳǇŀŎǘ 5ŜǾŜƭƻǇƳŜƴǘ ŀƴŘ 
DǊŜŜƴ LƴŦǊŀǎǘǊǳŎǘǳǊŜ tǊƻƎǊŀƳǎέ 
  

http://greenvalues.cnt.org/
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APPENDIX D: NCTCOG COST MATRIX 
 
Table 12. Cost Matrix ς Costs from Case Study Estimates and Other Sources . 
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D.1  Construction Cost Estimate Details for Permeable Pavement 
 

Table 13. Cost Estimate Details for Permeable Pavements. 

Components/Activities Cost Estimates 

Excavation $1.10-$2.25/ft2 

Hydraulic restriction layer 30-mil liner: $0.35/ft2 

Concrete barrier: $12/ft2 

Permeable pavement materials Porous asphalt $2/ft2, porous concrete $6/ft2, pervious 
interlocking concrete pavers $3/ft2, plastic grid pavers 
$2.50/ft2  

Bedding layer Washed sand (2-inch layer): $0.20/ft2 

No. 8 aggregate (min. 2 inches thick): $0.22/ft2  
No. 57 stone (min. 6 inches to 1  foot): $0.83-$1.67/ft2 

Source: San Antonio River Basin Low Impact Development Technical Design Guidance Manual, Appendix G, 2013. 
 

D.2  Maintenance Cost Estimates for Permeable Pavements 
 
Table 14, ŀ ǇƻǊǘƛƻƴ ƻŦ ǘƘŜ ǘŀōƭŜ ŦƻǳƴŘ ƛƴ !ǇǇŜƴŘƛȄ DΣ ά/ƻǎǘ 9ǎǘƛƳŀǘŜǎ ŀƴŘ wŜƎǳƭŀǘƻǊȅ DǳƛŘŀƴŎŜέ ƻŦ ǘƘŜ 
San Antonio River Basin Low Impact Development Technical Guidance Manual, provides a base point for 
Ŏƻǎǘǎ ŀƴŘ ƛƭƭǳǎǘǊŀǘŜǎ ǘƘŜ ƛƳǇƻǊǘŀƴŎŜ ƻŦ ƛƴŎƭǳŘƛƴƎ ƳŀƛƴǘŜƴŀƴŎŜ Ŏƻǎǘǎ ƛƴ ǘƘŜ ǇǊƻƧŜŎǘΩǎ ōǳŘƎŜǘΦ 
Maintenance costs were based on the Water Environment Federation research, with labor and 
equipment operating costs collected from the Texas Department of Transportation (TxDOT) and 
municipalities. For an example of operation and maintenance tasks for permeable pavement, see 
Appendix F. 

 
Table 14. Maintenance Cost Estimates for Permeable Pavements. 

Permeable Pavement 

Routine Maintenance (required monthly to every 2 years) 

Small $5.32/ft2 

Medium $1.33/ft2 

Large $0.67/ft2 

Intermediate Maintenance (required every 6 to 10 years) 

Small $3.71/ft2 

Medium $1.85/ft2 

Large $1.85/ft2 

Replacement (service life of 20 years) 

Small $6.50-$9.50/ft2 

Medium $6.50-$9.50/ft2 

Large $6.50-$9.50/ft2 

Small system = 500 ft2, medium system = 2,000 ft2, large system = 4,000 ft2.   

Source: San Antonio River Basin Low Impact Development Technical Design Guidance Manual, Appendix G, 2013. 
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D.3  Construction Cost Estimate Details for Bioretention Practices 
 
Table 15 provides details associated with the cost estimates given in the San Antonio River Basin Low 
Impact Development Technical Design Guidance Manual.  

 

Table 15. Cost estimate details for bioretention, bioswale, planter box, vegetated swale, and vegetated 
filter strip. 

Components/ 
Activities 

Bioretention and 
Bioswale 

Planter Box 
Vegetated 

Swale 
Vegetated 
Filter Strip 

Excavation $2.75-$5.00/ft2 without 
underdrains, $3.90-
6.15/ft2 with 
underdrains 

$3.90-$6.15/ft2 $0.80/ft2   

Fine grading     $0.25/ft2   

Soil media Recommended mix: 
$2.40-$4.75/ft2; with 
engineered media: 
$3.40-$6.80/ft2  

Recommended mix: 
$2.40-$4.75/ft2; with 
engineered media: 
$3.40-$6.80/ft2  

    

Soil media 
barrier 

Geotextile: $0.45/ft2 

Washed sand (2-inch 
layer): $0.20/ft2  
No. 8 aggregate (min. 2 
inches thick): $0.28/ft2 

Geotextile: $0.45/ft2  
Washed sand (2-inch 
layer): $0.20/ft2  
No. 8 aggregate (min. 
2 inches thick): 
$0.28/ft2 

    

Underdrain pipe 
(including 
drainage stone, 
assumes 5-ft. 
spacing) 

$3.60/ft2 $3.60/ft2     

Curb and gutter $18/ft. $18/ft.     

Mulch (native 
hardwood) 

$0.24-$0.39/ft2 $0.24-$0.39/ft2     

Hydraulic 
restriction layer 

Filter fabric: $0.45/ft2  
Clay: $0.65/ft2  
30-mil liner: $0.35/ft2  
Concrete barrier: 
$12/ft2 

30-mil liner: $0.35/ft2 

Concrete barrier: 
$12/ft2 

    

Vegetation $0.20-$3.50/ft2 $0.20-$3.50/ft2 Sod (buffalo): 
$0.67/ft2 
Seeding: 
$0.15-0.22/ft2 

Sod (buffalo): 
$0.67/ft2 

Seeding: 
$0.15-0.22/ft2 

Source: San Antonio River Basin Low Impact Development Technical Design Guidance Manual, Appendix G, 2013. 
 

  










































































